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The operation and calibration of a network of ELF/VLF radio goniometer 
receivers is outlined. The design of a frequency shift key encoded, 
digital clock, to provide time encoding and decoding of data tapes, is 
presented. Long term stability is provided by synchronisation to the 
ELF Omega navigation network. Goniometer experiments conducted between 
1976 and 1979 and analyses of data from two experiments are presented. 
The first are analyses of goniometer data recorded during the flight 

of Skylark rocket SL1424; launched from the Andj6ya range, Norway. At 
this time an ELF chorus event was observed by the Geos-2 satellite, the 
rocket and by the network of goniometer receivers. The times of risers 
received during and directly after the flight, and the bearing of certain 
of these risers from Tromsj6 are given. 

The second, involves a new non-linear ionospheric effect, discovered 
from the analyses of data obtained in Scandinavia during 1979. Apart 
from signals of natural origin timing signals, six pips which occurred 
on the hour, were received. The pips, of frequency IkHz - 0.5Hz, duration 
105 - 8ms, and field strength 'v O.lpT at Sodankyla, Finland, exhibit a 
favoured source location 'x, 150km south-south-east of Sodankyla. A 
close association between the reception of these ELF pips and the auroral 
electrojet is demonstrated by the positive temporal correlation between 
ELF pip generation and periods of enhanced local magnetic activity and, 
also by the spatial correlation between source location and the latitude 
over Finland at which riometer absorption is a maximum. The latter is 
interpreted as indicating the electrojet position. The originating 
signals are shown to emanate from one or more Soviet LF/MF broadcast 
transmitters, all several hundred km or more from the favoured generation 
region. It is proposed that the IkHz amplitude modulated waves heat 
the auroral D region, modulating the large electrojet current which 
radiates at IkHz. Various mechanisms which can account for such a 
localised generation region far from the transmitters are discussed. 
The data argue strongly in favour of a mechanism involving periodic in-
phase heating of the ionosphere by two or more synchronised transmitters. 
The most likely solutions involve transmissions on 173kHz, 263kHz, 

281kHz and 549kHz. A 0.5K. peak to peak sinusoidal electron temperature 
variation superimposed upon a 2K temperature rise is predicted for the 
combined effect of these transmitters. An estimate of the corresponding 
IkHz magnetic field variations, is in good agreement with the experiment-
al fields. 

The design of a low noise ELF radio receiver with optional passbands, 
0.3Hz to 700Hz, 0.3Hz to 40Hz, and 200Hz to 700Hz and, noise thresholds 
of 4.5 X 10"7 V Hz~i at lOHz and 1.9 x 10~^V Hz~2 for frequencies >200Hz, 
is presented. An integral comb filter provides attenuation (48dB) of 
mains fundamental interference and its harmonics up to 1600Hz. A mu-
metal core, multi-turn antenna, and matching preamplifier, are described; 
the predicted sensitivity is 1.4pT Hz~5 at lOHz and 0.35pT Hz"2 at 
200Hz. The antenna is characterised in terms of equivalent lumped 
circuit elements, the values of which are experimentally determined. A 
method of field amplitude calibration is compared with the Helmholtz 
coil technique. Agreement is to within 5%. Fluctuations of the 
Schumann resonance fundamental and harmonic frequencies at Lavangsdalen 
on 28 March 1979 are examined with a 15 minute resolution. Their 
correlation with sudden ionospheric disturbances and with other geo-
physical events is investigated. The experimental frequency variations 
are, in some cases, at variance with the theoretical predictions of 
Madden and Thompson (1965) . 
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CHAPTER ONE 

The Near Earth Space Plasma Environment; A Review 

1.1 Introduction 

This thesis is concerned with the study of various naturally 

occurring and artificially stimulated radio signals in the extremely 

low frequency (ELF) band (3 Hz to 3kHz). Some such signals provide 

a remote diagnostic tool for the investigation of the space plasma 

(ionized gas) environment, out to several earth radii. Others are 

studied in order to obtain a better understanding of their generation 

mechanisms in, and their propagation characteristics through, the 

various media in this region. 

This environment may be subdivided into three regions which are, 

in increasing distance from the earth; the earth-ionosphere cavity 

or waveguide, the ionosphere, and the magnetosphere. The first is 

simply the non-ionized region between the earth and the bottom side 

ionosphere. It is the latter two regions that form the basis of the 

discussion in this chapter. The propagation of certain ELF and 

very low frequency (VLF) (3kHz to 30kHz) radio waves through these 

regions is reviewed in Chapter 2. 

1.2 The Ionosphere 

1.2.1 Introduction 

The ionization of the earth's atmosphere which produces the 

ionosphere is caused by several mechanisms. The most important of 

these, at non auroral latitudes, are the suns X-ray, ultra-violet, and 

Lyman a radiations together with cosmic rays. At high latitudes, 

particularly during magnetically active periods, the effects of 

energetic charged particles are important. 

The rate of ionization at any altitude depends upon the atmospheric 

composition as well as the characteristics of the incident radiation 

at that height. As the solar radiation propagates down through the 

neutral atmosphere the various frequency (energy) bands of this 

radiation are attenuated by different amounts. At the same time the 

composition of the atmosphere alters with altitude. Consequently, 

different ionization processes become predominant at different heights 

resulting in a layered structure. The principal layers are designated 



D,E,F1 and F2, each being characterised by a different set of ionization 

processes. Figure 1.1 shows an electron density profile through a 

'typical' midlatitude ionosphere for daytime and nightime conditions. 

These differ because of the lack of ionizing solar radiation during 

the nightime. 

This thesis is concerned primarily with the D and E regions of the 

ionosphere and this review will restrict itself to these regions. A 

review of the D region is presented in Thomas (1971) and also in texts 

such as Rishbeth and Garriott (1969), Ratcliffe (1972) and 

Hargreaves (1979) which treat all these regions in some detail. 

1.2.2 The Non-Auroral Quiet Time E Region 

The E region peaks near 105 km altitude, see figure 1.1, and 

results from extreme ultra-violet radiation (E.U.V.) between 800 % 

and 1026 & producing 0.*, and X-rays from 10 to 100 X . The X-rays 

. + + + 
can ionize all constituents, particularly forming , 0^ and 0 , 

although the degree of ionization from this source is highly dependent 
+ + 

upon the solar activity. Experimentally NO and 0 are found to be 

the most copious ions in this region. NO can be formed by the 

charge exchange reaction: 

0* + Ng + NO* + N 

and 0 + Ng* + NO* + N 

Similar reactions convert other atomic ions into molecular ions. 

Recombination is primarily by: 

radiative recombination i.e. e + X* ^ X + h v 

and dissociative recombination i.e. e +XY* X + Y 

where X and Y represent different atomic species, h is Planck's constant 

and V the frequency of the emitted photon. Of the above recombination 

processes the second dominates because conservation of energy and 

momentum can be most easily satisfied when two bodies are produced. 

1.2.3 The Non-Auroral Quiet Time D Region 

The D region is the lowest layer of the ionosphere extending from 

^ 50 km to ~ 90 km. Being the lowest lying region it is produced by 
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the most penetrating of the ionizing radiations. It is characteristically 

a region of very weakly ionized plasma, the neutral density exceeding 

the electron/ion densities by several orders of magnitude. The electron 

density exhibits a strong diurnal variation being some two orders of 

magnitude higher during the day. 

The three main production sources are: X-rays (wavelengths 1 to 

10 &) between 85km and 95km, Lyman a between 75km and 85km and cosmic 

rays below 75km. The importance of Lyman a (1216 A) as an ionizing agent 

in the D-region is due to an atmospheric window near 1216 £ which allows 

radiation to penetrate deeply into the atmosphere. The energy of the 

Lyman a photon is, however, only 10.14 eV which is insufficient to ionize 

the major gases. It is, however, sufficient to ionize the minor gases 

such as nitric oxide (NO), methyl radicals (CH ) and trace gases from 
3 

meteors. Thus these minor gases play an important role in the 

maintenance and chemistry of the D-region. 

The recombination processes in this region are complex due to the 

production of negative ions by three body attachment processes such as: 

e + ©2 +• M -> ©2 + M 

Here M represents any molecule. 

The ozone layer at 'v 50km plays a significant role in the reduction 

of these negative ions (Turco and Sechrist, 1972). 

1.2.4 The Polar And Auroral E and D Regions During Disturbed Periods 

While most of the ionospheric phenomena observed at low and middle 

latitude can be properly explained in terms of ionization by electro-

magnetic radiation, this is not so in the auroral and polar ionosphere. 

In these regions the ionization produced by the energetic particles can 

be at least as important as the electromagnetic radiation. Three 

types of high latitude ionospheric modification due to charged 

particles are distinguished (Landmark, 1968). Firstly, Polar Cap 

Absorption (P.C.A.) Events which are caused by the so called solar 

cosmic rays consisting of high energy (1 to 100 MeV) protons and alpha 

particles. These arrive about fifteen minutes after a solar flare 

causing high D region ionization over the whole polar cap region. 

Strong riometer (Relative Ionospheric Opacity Meter) (Little and 



Leinbach, 1958) absorption is measured at these times. Secondly, 

Auroral Absorption Events, which can also be identified using 

riometer. These are mainly caused by electrons of energy 50 to 500 keV, 

associated with geomagnetic substorms. High D region ionization over 

only the auroral region, results. Thirdly,Sporadic E ionization which is 

associated with the visual aurora (Wagner et al., 1973) at about 110km. 

This is caused by protons of energy 50 to 200 keV and electrons of 

energy 5 to 30 keV. 

Figure 1.2 shows several D region auroral electron density profiles 

derived from rocket flights during auroral absorption events, after 

Jespersen et al, (1966). These flights were made from the And^ya rocket 

range in Norway. Figure 1.2 should be compared with figure 1.3 which 

shows nightime midlatitude D/E region profiles determined from 

Wallops Island,U.S.A., (Belrose, 1966). We note that even at times 

of zero riometer absorption the auroral electron densities are higher 

than the mid latitude densities at the same height. Belrose et al. 

(1966) suggest that weak electron fluxes probably result in enhancement 

of the nightime auroral electron densities, even during so called quiet 

times. 

1.3 The Morphology Of fhe Magnetosphere 

1.3.1 Introduction 

This region has been discussed many times typically by Axford (1969), 

Ratcliffe (1972) and Dungey (1976). 

The magnetosphere is strictly defined as that region of plasma, 

above the ionosphere, where the geomagnetic field dominates over other 

factors controlling the motion of the charged particles. The principal 

constituents of the region are protons, electrons and alpha particles; 

unlike the ionosphere which also contains a high percentage of heavier 

molecular and atomic ions. 

The structure of the accepted open field magnetospheric model is 

shown in figure 1.4 and is described below. (The formation of the 

magnetospheric cavity is addressed in section 1.3.9). 

1.3.2 The Magnetospheric Boundary Or Magnetopause 

Physically the magnetopause defines a surface such that at every 
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point the pressure of the solar wind (section 1.3.9) is balanced by 

the pressure of the geomagnetic field. The dayside magnetopause occurs 

at about 10 (1 Rg = one earth radius from the centre of the earth) 

during periods of low solar activity. 

1.3.3 Shock 

The bow shock, formed upstream of the magnetopause, is the result 
-1 

of the 300 to 500 kms solar wind velocity exceeding the local Alfven 
- 1 

velocity of ~ 50 kms , The latter is the magnetohydrodynamic (M.H.D.) 

equivalent of the speed of sound. 

1.3.4 Sheath 

The magnetosheath is a region of turbulent plasma which has been 

thermalised by passage through the shock wave in the solar wind. 

1.3.5 The Polar Cusps 

Geomagnetic field lines in the cusp (magnetic field) regions are 

connected to the magnetopause or magnetosheath. Dayside field lines 

at lower latitudes are closed, and those connected to higher latitudes 

are open. The projection of the polar cusp onto the dayside ionosphere 

defines the dayside auroral oval, the region of maximum auroral activity. 

1.3.6 The Tail 

The tail results from the distortion of the approximately dipolar 

geomagnetic field by the solar wind. It extends out to at least 

103 Rg on the night side (Ness et al., 1967) and forms,in three 

dimensions, a cylinder parallel to the wind direction. As a result of 

the magnetosheath plasma flowing past the geomagnetic field a large 

scale electric field exists in the tail, directed in the dawn to dusk 

direction. Field ..strengths of 0.3 mVm , resulting in a potential 

difference across the tail of > 40kV, are typical. 

The tail itself can be subdivided into two regions. Firstly, the 

outer lobes which are regions of relatively high magnetic field strength 

(10 - 30 oT) and few particles (typically 10^ m 3). (The magnetic field 

is directed earthwards in the northern hemisphere and in the opposite 

direction in the southern). Secondly, the plasma sheet which bisects 



the tail in the equatorial plane. It is a region of relatively low 

field strength, (typically 2 to 5 nT) but high charged particle density, 

(typically 10^ m (Akasofu, 1977). The sheet, detectable from about 

7 Rg outwards and several earth radii thick connects to the night-side 

auroral oval. 

1.3.7 The Plasmasphere 

The plasmasphere is an inner region of closed magnetic field lines 

extending out to about 4 Rg during average solar and geomagnetic 

activity. It is populated by low energy thermal electrons, typically 

0.1 eV, with a density of 10^ m~^ and corotates with the earth. The 

region attempts to be in diffusive equilibrium with the ionosphere below. 

1.3.8 The Van Allen Radiation Belts 

There are two radiation belts that is regions containing very high 

energy ( >40 keV) charged particles. The inner belt, centred on 

n, 1.5 Rg is populated by protons with energies between 100 keV and 

100 MeV, indirectly produced by cosmic ray interaction with the neutral 

atmosphere. The outer belt, centred on % 3.5 Rg, is populated by 

electrons with energies generally exceeding 1.6 MeV. These are considered 

to be injected by a mechanism associated with geomagnetic storms. The 

belts, particularly the outer belt, contribute to the ring currents, 

see section 1.4. 

1.3.9 The Solar Wind And Formation Of The Magneospheric Cavity 

Figure 1.3 shows the Magnetosphere to be highly asymmetric. This 

is the result of the solar wind plasma which flows continuously from 

the sun at speeds generally between 200 and 700 kms ^ and with a 
6 -3 

particle density of about 5 x 10 m . (When a solar flare occurs it may, 

however, gust to 1000 kms ^ with a density of lO^m . Due to the 

high electrical conductivity of the wind, the interplanetary magnetic 

field (I.M.F.) may be thought of as being frozen into, and carried along 

by it. 

Experimental satellite studies have shown that the magnetic field 

has a small component directed either northward or southward, usually 

maintaining one configuration for several days on end. Current 

theories which predict an open Magnetosphere are generally based on 



Dungey (1961) and require a southward component in the I.M.F. At 

these times a neutral point can be formed on the dayside, resulting 

in field line connection between the terrestial field and the I.M.F. 

(Russell and Elphic, 1978). These merged field lines, themselves 

frozen into the wind, are then swept around to the nightside to form 

the tail. Field line reconnection subsequently takes place in the 

equatorial plane plasma sheet with the resulting field lines and plasma 

moving eastward and sunward. This circulation of plasma is known as 

convection and is illustrated in figure 1.5. During geomagnetically 

quiet periods the overall rate of field line reconnection in the tail 

of the magnetosphere is equal to the rate at which interplanetary 

magnetic field lines connect with geomagnetic field lines on the up 

stream side. 

Mechanisms which can maintain this general magnetospheric shape 

during periods of prolonged northward I.M.F. are ill defined. Some 

level of convection is required to explain the polar quiet time currents 

(c.f. Ratcliffe, 1972) and this could be satisfied by a model proposed 

by Axford and Hines (1961). This relies upon an undefined frictional 

coupling between the solar wind and the magnetosphere. In this view 

closed field lines from the dayside are pulled around the flanks of the 

magnetosphere and then released to return along the noon-midnight meridian 

in the tail. This results in a closed magnetosphere. Recently, 

Maezawa (1976) has proposed an open field model which combines frictional 

coupling and a neutral point on the dawn dusk meridian. 

1.3.10 The Magnetospheric Substorm Akasofti (1968, 1977), McPherron (1979) 

The substorm, a concept propounded by S.I. Akasofu, is 

(McPherron, 1979) "a transient process initiated on the nightside of the 

earth in which a significant amount of energy derived from the solar 

wind - magnetospheric interaction is deposited in the auroral ionosphere 

and magnetosphere". Originally most observations of high latitude 

disturbances were presented in terms of average behaviour and it 

seemed to be sufficient to think in terms of quasi-steady convection 

where the convection driven by the wind reacted almost immediately to 

variations of the latter. It was, however, demonstrated by Axford (1969) 

that polar magnetic disturbances had only a statistical relationship to 

variations in the solar wind. The substorm concept proposes that 

convection is not necessarily steady state and that field line 

10 
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reconnection in the tail can be inhibited. The result is a growth 

phase where magnetic energy is extracted from the solar wind and 

stored in the tail. In the simplest models, neutral sheet field line 

connection subsequently takes place, suddenly and explosively, 

releasing this stored energy into the ionosphere. The processes 

responsible for the onset of this expansion phase are unknown 

(McPherron, 1979) . Finally the Magnetosphere enters a recovery phase 

when it relaxes to its quiet state, The substorm phenomenon, is 

highly correlated with the direction of the ceasing when it 

points northward for a long period and reappearing when it turns 

southward (McPherron, 1979) . Frequently during a southward period more 

than one substerm expansion phase occurs, these often being so temporally 

close that they are virtually indistinguishable (Wiens and Rostoker, 

1975). 

The substorm manifests itself in many ways but most dramatically 

by increases in the intensity, and changes in position and form, of 

the Aurora Borealis. Other less dramatic results include modifications 

to the ring currents (section 1.4), modifications to the ionospheric 

current system (section 1.4) and modifications to the ionospheric 

electron density profile due to associated charged particle precipitation 

(section 1,2.4). 

1.4 Magnetospheric And Auroral Ionospheric Current Systems 

Various current systems flow in the magnetosphere and these are 

often resolved into the following groups (Potemra, 1979) : 

(1) Auroral ionospheric currents, see below. 

(2) Field aligned or Birkeland currents, first proposed by 

Birkeland in 1908 but only recently confirmed by rocket and satellite 

measurements, flowing between the magnetosphere and ionosphere and 

vice versa. 

(3) Magnetospheric ring currents due to geomagnetic B field 

gradient and curvature drift of electrons and protons injected into 

the closed magnetic field line region (figure 1.4) during the substorm 

growth phase (Huage and Soraas, 1975). These are generally studied 

using ground based magnetometers. 

(4) Magnetospheric boundary and tail currents deduced from large 

scale observations of magnetic fields in space. 

In most magnetospheric models these systems are linked by closed, 

three dimensional, electric currents (Sugiura, 1975; Heikkila, 1978). 
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In this thesis primary interest lies in (1) above. These currents 

were the first system to be studied continuously, this by surface 

magnetometers from which equivalent horizontally flowing auroral 

electrojet current systems have been deduced. Figure 1.6 shows a 

system after Feldstein (1956) which shows the stronger westward electro-

jet in the morning sector and the weaker, and slightly lower latitude 

eastward electrojet in the evening sector. More recently these 

currents have been studied using Incoherent Scatter Radar techniques 

(Kamide and Brekke, 1975, 1977; Banks and Doupnik, 1975) and also using 

the Scandinavian Twin Auroral Radar Experiment (STARE) (Greenwald et al., 

1978) . Brekke and Rino (1978) have successfully determined the current 

density of the electrojet, with a height resolution of 10 km, using 

incoherent scatter techniques. During a geomagnetically disturbed 

period the maximum westward electrojet current density was 40vA/m^ 

occuring at heights below 120 km. The maximum eastward electrojet 
2 

current density was 15pA/m a t 1 3 0 km altitude. 

(defence Meteorological Satellite Photograph) 

Kamide and Akasofu (1975) have shown, using D.M.S.P.^satellite 

photographs, that the westward electrojet flows along the region of 

diffuse aurora (Akasofu, 1974) in the midnight sector as well as in the 

vicinity of the westward travelling surge in the evening sector, see 

below (Rostoker, 1975). The eastward electrojet is found to flow mainly 

equatorward of the discrete aurora (auroral arcs) in the evening sector 

and there is some indication that it flows in the ionosphere along 

the diffuse aurora. 

During the substorm growth phase equatorward motion of the nightime 

electrojet occurs. The expansion phase is associated with the westward 

travelling surge (auroral spiral) which flows along a prexisting arc. 

The surge carries the leading edge of the westward electrojet (Rostoker 

et al.1975). Behind the surge a poleward expansion of the westward 

electrojet occurs (Nielsen and Greenwald, 1978). During the recovery 

stage a poleward leap of the westward electrojet takes place with an 

associated reduction in intensity (McPherron, 1979) . 
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CHAPTER TWO 

Some ELF/VLF Radio Signals: Their Generation And Propagation 

2.1 Introduction 

All the radio signals reviewed in this chapter and investigated 

in this thesis require some type of interaction, within the 

magnetospheric or ionospheric plasma, for either their generation 

or their characteristic frequency time variations. Thus the propagation 

characteristics of signals from ELF/VLF transmitters, such as the 

Omega navigation system (Burgess and Jones, 1975), are not studied. 

This thesis is concerned with the generation, propagation and 

reception of several different types of ELF radio signals. The bulk 

of the analysis reports an investigation of what is believed to be 

demodulation of an ELF modulated broadcast service, LF/MF signal by 

a non-linear process in the auroral ionosphere (see Chapters 6 and 7). 

Various other analyses are, however, reported, including a study of an 

ELF chorus event (see Chapter 5). Additionally a short examination of 

Schumann Resonances of the earth-ionosphere spherical shell cavity 

has been undertaken (Chapter 10) obtained using the equipment 

described in Chapters 8 and 9. 

The purpose of this chapter is to provide some insight into the 

physical mechanisms which generate these signals and, their mode of 

propagation through the ionosphere and magnetosphere, and to report on 

previous work in these fields. Apart from considering the generation 

mechanism of Schumann Resonances, propagation within the earth-

ionosphere waveguide is not addressed. Galejs (1972) treats this 

subject in some detail. 

All signals described in this chapter may be detected by what is 

essentially a highly sensitive, wide band, audio amplifier fed by a 

long wire or loop antenna. Such receivers are described in 

Chapters 3, 8 and 9. 

Unless otherwise stated ground based reception is assumed. 
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2.2 History 

The first report of naturally occurring ELF/VLF signals was made 

in Austria in the year 1886 when falling frequency signals, (whistlers), 

were heard on a 22 km telephone line (Fuchs, 1938). Subsequently, 

various other emissions were reported which we now recognise as tweeks, 

risers, fallers and chorus (Helliwell, 1965). 

Some research was conducted during the 1920's and 30's on whistlers 

(Eckersley, 1935) but due to the lack of suitable analysis equipment 

little progress was made. After a lapse of 20 years, however, interest 

in ELF/VLF research, particularly whistlers and chorus revived; this 

resulting from the development of the sound spectrograph which displayed 

frequency time information. 

It was principally Storey (e.g. 1953) who put the subject of 

magnetospheric ELF/VLF propagation on a firm physical footing. In 

particular he proposed that whistlers were produced by energy, from 

lightning discharges, echoing back and forth along the geomagnetic 

field lines. To account for the degree of dispersion his theory 

required an unexpectedly high electron density in the outer ionosphere, 

thus providing the first evidence for the magnetospheric plasma. 

At approximately the same time Schumann (1952) suggested that 

lightning flashes might also excite the so called earth-ionosphere 

cavity, setting up a system of standing waves around the earth. 

Resonant frequencies of 'v8 Hz, 14 Hz, 20 Hz, 26 Hz etc. were predicted; 

representing the fundamental and harmonics of the cavity. These were 

subsequently detected (Balser and Wagner, 1962; Rycroft^l965). 

From the mid 1950's to date there has been considerable interest 

in ELF/VLF radio signal generation and propagation within the ionosphere, 

Magnetosphere and earth-ionosphere waveguide cavity. Initially 

experimenters used ground based instruments, however, since the mid 

1960's considerable use has been made of rocket and satellite 

instrumentation. Figure 2.1 shows the great variety of magnetospherically 

propagating signals (ELF/VLF) which have been detected and investigated, 

over the last 30 years (Shawhan, 1979) . In particular, recent years 

have brought the advent of combined charged particle and wave experiments 

on board rockets and satellites. This has given a more integrated 

view of the magnetospheric and ionospheric processes. Rycroft (1972) 

reviews progress made in ELF/VLF research to that date. 
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The above experiments may all be described as passive; the 

experimenter waits for Nature to create the radio signals. Many 

attempts have, however, been made to stimulate such emissions artifically 

in what are known as active experiments (Rycroft, 1980). In these 

experiments the ionosphere and/or magmetosphere is modified in a 

controlled manner and the stimulated signals interpreted in terms of the 

modification. 

The earliest indication that man could change the ionosphere/ 

magnetosphere occurred in 1933 when Tellegen (1933) reported that 

signals received in Holland from the Swiss radio station at Beromunster 

(650kHz) appeared to be modulated with signals from the powerful station 

at Luxembourg (252kHz , 200 kW) . It was subsequently discovered that 

this phenomenon,called cross modulation, was quite common when the 

unwanted, or disturbing, station was located near the transmission 

imth of the wanted station to the receiver. Bailey and Martyn (1934) 

explained the effect by the following argunient. The electric field 

of the disturbing wave imparts energy to the D region electrons. This 

energy is converted into heat by electron-neutral collisions thus 

raising the electron temperature and, hence, the electron collision 

frequency. When the angular frequency of the wanted wave is much greater 

than the collision frequency, the absorption of the wanted wave is 

proportional to the collision frequency and, thus, it varies with the 

electron temperature which, in turn, varies with the modulation of the 

disturbing signal. 

Since this discovery, several specially designed experiments have 

been carried out to investigate this effect and others. Some of these 

experiments, resulting in the generation of ELF signals, are reviewed 

in section 2.5. 

2.3 Characteristics Of Natural ELF/VLF Signals Propagating Only 

Between The Earth And The Ionosphere. 

2.3.1 Spherics 

Spherics (atmospherics) are wide band impulsive signals produced 

by lightning flashes. Propagation takes place in the earth-ionosphere 

waveguide; the signals are heard as sharp clicks or crackles. 
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2.3.2 Tweeks 

Tweeks are the result of spherics which have propagated a 

substantial distance (> 1000 km) in the waveguide. They are characterised 

by the prolonged travel time experienced by frequencies close to the 

waveguide cut-off frequency; typically 1.8kHz. 

2.3.3 Schumann Resonances 

Schumann (1952) addressed the problem of estimating the resonant 

frequency and harmonics of the entire waveguide system; these being 

excited by lightning discharges. The energy in these resonant modes 
o, 

propogates as a zeroth-order T.M, mode; the electric field of the mode 

being vertical and constant throughout the height of the guide. Since, 

in general, the number of lightning strokes is high at any one time 

and, because the attenuation of signals is low at these frequencies, it 

is impossible to distinguish the waveforms of individual flashes. It 

is consequently necessary to investigate these signals via an 

examination of the background noise power density spectrum. 

Schumann showed (e.g. Chapman and Llanwyn-Jones, 1964; Rycroft, 

1964) that the vertical component of the electric field is represented 

by an expression of the form: 

E(f) = A(f) Z f S.* $(n) C 18) 

where n represents the order of the cavity resonator modes (n = 0,1,2, 

3 etc.), and A(f) is a term, related to the energy spectrum of the 

exciting discharge, which varies slowly with frequency compared with 

the terms inside the summation. 6, is the polar angle relative to 

the source and the point of observation. $(n) and C (8) are functions 

of n and 6 only. S^ is related to the propagation constant, P such 

that P = i 2ir fS /c, where c is the velocity of light, f^ is the 

resonance of the n^^ order mode for a perfectly conducting ground and 

ionosphere and is defined by f^ = c/ n(n+l) /2TTR, R being the radius 

of the earth. For a perfectly conducting ionosphere S = 1. 

In reality, however, the ionosphere has finite conductivity and 

S^ is complex. As a consequence the resonant frequencies and Q values 

are lower than those predicted for a perfectly conducting ionosphere 
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(e.g. Rycroft, 1965; Galejs, 1972). For a sharply bounded, 

homogeneous, isotropic ionosphere; 

= 1 - I f i^ 
o 

where h is the height of the ionosphere, ^ the permeability of free 

space and o the ionospheric conductivity, (Chapman and Llanwyn-Jones, 

1964). 

Most theoretical efforts have been directed towards improving the 

ionospheric models on which the resonant frequency estimates are based. 

Chapman and Llanwyn-Jones (1964) have used a two-layer model ionosphere, 

Galejs (1972) describes an exponential conductivity versus height 

profile. Both models give good agreement with experimentally determined 

resonant frequencies. Madden and Thompson (1965) have estimated the 

effects of additional ionization, due to high altitude nuclear 

detonations and sudden ionospheric disturbances, on the mode resonant 

frequencies. 

2.4 Characteristics Of ELF/VLF Signals Propagating Through The 

Magnetosphere 

2.4.1 Introduction 

Before reviewing such ELF/VLF signals it is first necessary to 

address the method of propagation. 

2.4.2 The Magneto-Ionic Theory And Whistler Mode Propagation 

The whistler mode describes the means by which ELF/VLF radiation 

propagates through the Magnetosphere. It is one solution of the 

Appleton-Hartree equation which characterises the refractive index 

of a homogeneous ionized medium permeated by a static magnetic field. 

In this theory the medium is assumed to consist of neutral particles 

and equal numbers of positive and negative charges. At whistler 

frequencies the motion of the ion is considered negligible due to 

its large mass relative to that of the electron;. With these 

approximations the Appleton-Hartree equation is written as: 

(Ratcliffe, 1959; Helliwell, 1965). 
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2 , 
n = 1 

X 
equation 2.1 

1-jZ - iY. ^ + TL*(l-X-jZ)* 

1-X-jZ 1-x-jz 

where X, Y and Z are dimensionless quantities, 

2 
Z = V, X = ky 

'N 

w 

w. 
Be 

ilir 

where is the angular plasma frequency; is the electron 

'̂ Be 
sin G are respectively the 

"N 

gyrofrequency; =Ug^cos 6 and tô  

longitudinal and transverse components of with 6 the angle between 

the wave normal and the imposed magnetic field; and the collision 

frequency of the electrons with an average heavy neutral particle. 

Great simplifications can be made to equation 2.1 when 9 is 

sufficiently small; that is Y^ = 0 is a good approximation. This is 

the quasi-longitudinal (Q.L.) approximation. Helliwell (1965) has 

shown that in the Magnetosphere this approximation holds for 0 up to 

%45° • is demonstrated below that generally 8 is substantially less 

than this value. With the further simplification that Z = 0 in the 

Magnetosphere equation 2.1 reduces to: 

equation 2.2 
2 ^ 

n = 1 X 

1 - K 1 

In the magnetosphere X 

1 ± lY? 
» 1 

and hence this in turn 

reduces to: 

2 
n = X N 

a)(WggCos9-u) 

equation 2.3 

where the positive sign has been neglected since it represents a 

non propagating wave (imaginary refractive index) through the 

magnetosphere. 

This expression shows that whistler mode propagation is restricted 

to frequencies below the local electron gyro frequency. 

The validity of this approximation, that 9 is small, is now 

considered. Two different mechanisms exist to guide the wave along 

the magnetic field direction. 

20 



The first is due to the anisotropy of the magnetospheric plasma, 

due to the geomagnetic field, which results in a refractive index 

dependent upon direction. Storey (1953) showed that providing to ̂  Wg 

the wave direction is limited to a cone of half angle 19°29' either 

side of the magnetic field. That is ELF/VLF waves, which are less 

than Wgg, will be guided by the magnetic field from one hemisphere to 

another,thus satisfying the Q.L. approximation. 

This was originally thought to be a sufficient condition for 

whistler mode propagation-, however, Yarbroff (1961) showed that a small 

critical angle existed between the high refractive index ionosphere 

and the atmosphere. The consequence of this was that it was extremely 

likely that whistler mode signals would become totally internally 

reflected and never be received on the ground. This was contrary to 

experimental knowledge. The idea of the magnetospheric duct was 

consequently introduced (Smith et al., 1960; Smith,1961). These are 

field aligned regions of enhanced or depleted electron density and 

serve to guide the wave along the field when the signal frequencies 

are 0 < w/w 4 0.5 and 0 <w/w < 1 respectively (Jarvis, 1976). 
Be 

Helliwell (1965) shows that trapping is most likely in an enhancement. 

This forms the second guiding mechanism. 

2.4.3 Whistlers 

Whistlers are dispersed forms of atmospherics. Some of the 

electromagnetic energy from a lightning flash can couple into the 

ionosphere and magnetosphere where it propagates from one hemisphere 

to the other, sometimes being received on the ground after one or 

more such hops, see figure 2.2 (Helliwell, 1965). 

Of particular interest are nose whistlers (so called because of 

the shape of their frequency time profiles, see figure 2.2). The 

nose marks the frequency with minimum propagation time measured 

relative to the causative spheric (Helliwell, 1965). The nose 

frequency and corresponding time delay have been interpreted in terms 

of the minimum electron gyrofrequency over the path (Angerami, 1966) 

and the total electron density along the propagation duct. Rycroft 

(1974) reviews such theories. When the whistler has no nose frequency 

and/or when the causative spheric is not received, methods have been 

developed to determine these parameters, typically Rycroft and 

Mathur (1973) , Ho and Bernard (1973) and Tarcsai (1975) . 
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Type »Ad DeAnlUom 

1. 
A wbWkr that has travcned one compkte 
p»th thh)ug^ the ionosphere. 

II. TW-Zky (k#y) 

A whistkr that has traversed in sequence 
two compkte paths through the ionosphere. 
Thie paths may or may not be the same. 

III. 

^ combinntion of a one-hop and a two-hop 
#hW#r originating in the same source. 

IV. fkAo fra/m 

A Odd order: A succession of echoes of a 
one-hop whistler. Delays usually in ratio 
1:3:3:% etc. Components called one-hop, 
three-hop, Ave-hop, etc. 

B. Even order: A succession of echoes of a 
two-hop whistler. Delays usually in ratio 
2:4:6:9, etc. Components called two-hop. 
four-hop, six-hop, etc. 

V. 

A. Multipath: A whistler with two or 
More Components, each of which has tra-
verwd a difkrent path through the iono-
sphere. 

B. Mixed-path: A multiple whistler of two 
or mow hops in which combinations of the 
baale om»'hop paths occur. 

VI. 

Two or more whistlers closely associated in 
tithe, liut having different sources. 

VII. 

A whistkr whose frequency-timc curve 
whibits both rising and falling branches. 
The delay is a minimum at the nose frequency 
/ " 

VIIL frgcf/o/wAAop 

A whistler that has completed only a fraction 
of a one-hop path (often observed from a 
proW ^ sateilite). 

SpOMral Form 

A, A, A, 

A , A . 

A. A.4.A. 

* . a, # 

time 

Fig. 2:2 Illustrating the many types of whistler and 

combinations of whistlers which have been 

investigated by various research workers 

(after Hellwell, 1965). 
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2.4.4 Natural ELF/VLF Magnetospheric Emissions 

2.4.4.1 Introduction 

The remaining natural ELF/VLF, magnetospherically propagating 

radio signals are thought to find their birth place in the magnetosphere. 

In the following a short description is given of the more common signals 

and this will be followed by a brief discussion of some proposed 

discrete emission and chorus generation mechanisms. 

2.4.4.2 Hiss Or Continuous Emissions 

Hiss is a broad band emission whose spectrum resembles band limited 

noise. Various magnetospheric sources have been proposed, see 

figure 2.1. Two principal varieties are defined, plasmaspheric hiss and 

auroral hiss. Hiss has been detected over a wide frequency range, 

from 0.7kHz to > lOOkHz, with bandwidths of typically a few kilohertz 

or more. 

2.4.4.3 Discrete Emissions 

Natural discrete emissions are spontaneous, magnetospherically 

generated signals of a few seconds duration at the most. They can be 

rising tones, falling tones, or any combination of the two. 

A rising tone followed by a falling tone is known as a hook. 

Helliwell (1965) presents an extremely comprehensive review 

of the dynamic spectra of these various signals. The generation of 

all these emissions is thought to involve a transverse electron 

cyclotron resonance interaction between the whistler mode waves and 

the high energy Van Allen belt or ring current electrons (Brice, 1964) 

described in Chapter 1. 

Occasionally the discrete emissions are triggered by whistlers 

and appear to occur near both the lower frequency and higher whistler 

cut off frequencies (Matsumoto and Kimura, 1971) . 

2.4.4.4 Chorus 

The reception of the aforementioned discrete emissions is rare 

compared to the reception of many overlapping rising frequency elements, 

or chorus. Each such element is typically one second in duration • 
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Chorus was first reported by Burton (1930) but gained its name 

from the work of Storey (1953) who reported that early morning chorus 

sounded like birds singing, viz dawn chorus. The principal generation 

region for these signals is believed to be in the equatorial plane near 

the plasmapause in the region occupied by the outer Van Allen Belt 

and ring currents. 

Ground based work has included that of Pope (1963), Ungstrup and 

Jackerott (1963) and Adjepong (1972). Ionospheric and low altitude 

satellite measurements have been reported by Taylor and Gurnett (1968), 

Harrington et al. (1971) and Thorne et al. (1977). High altitude 

satellite measurements include those of Tsurutani and Smith (1974) 

and Burton and Holzer (1974). 

Cannon et al. (1980) report simultaneous, and conjugate, ground 

based, ionospheric, and satellite measurements of a chorus event, some 

results of which are reported in Chapter 5. 

2.4.4.5 Generation of Discrete ELF/VLF Emissions And Chorus 

Various emission generation mechanisms have been postulated, however, 

all theories are based upon a resonant interaction between a wave, 

with electric field E, and a flux of energetic electrons in which 

energy is transferred from the electrons to the wave. Rycroft (1972) 

reviews these various mechanisms. In the following the basic concepts 

are considered. 

Following Brice (1964) the change in energy Aw of a charged particle 

of charge e, moving a distance at velocity V in time At, in a wave 

electric field E_ and geomagnetic field jB is given by:-

Aw = e (E + V̂ X JB) .As 

Aw = e QB +][ X 10 .V At 

Aw = e ^ . V At equation 2.4 

Thus, providing that E and V are in phase, there will be a net energy 

exchange between electrons and wave. 

The helical motion of a charged particle in a magnetic field may 

be described by two velocities, one parallel and one perpendicular to 

the magnetic field. If a is the pitch angle of the helix then 

V^ = V cos a and Vjj = V sin a and two possible resonant conditions 
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result: 

E ^ . V„ = constant equation 2.5a 

Ej_ . Vj_ - constant equation 2.5b 

Equation 2.5a is the condition for longitudinal resonance, equation 2.5b 

that for transverse resonance. 

The transverse resonance condition is satisfied where the Doppler 

shifted wave frequency, seen by the electrons, equals the electron 

gyro-frequency, and where both rotate about the geomagnetic field in 

the same sense. Since equation 2.3 showed that waves may only 

propogate in the whistler mode at frequencies less than the electron 

gyrofrequency (fg ) the waves and electrons must be travelling in 

opposite directions. Equation 2.5b thus requires that: 

^p ^^Be = - yV,, cos 0 equation 2.6 

where the negative sign indicates waves and particles travelling in 
2 - j 

opposite directions, V is the wave phase velocity, Y = (1 - V„ 7^2) 

and 9 is the angle between the wave normal and the geomagnetic field. 

When Y = Ij the non relativistic approximation, the condition for 

resonance thus becomes: 

w - 03 =-V,, cos 0 equation 2.7a 
Be " 

or f - fg / (l-n(f,8) V|| /g) aquation 2.7b 

where V = oi/k = c/n 

c being the velocity of light, n the refractive index of the medium, 

and k the wave vector. 

Brice (1963) postulated that the Doppler shifted cyclotron 

radiation, travelling back along the incoming electron stream, phase 

bunched the incoming electrons so that they radiated coherently. In 

this way a sustained oscillation could be set up. Brice (1964) , by 

squaring equation 2.7a and multiplying by m/2 (where m is the electron 

mass), showed that the electron energies required for resonance in the 

equatorial plane were less than those required at other locations. 
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since magnetospheric energetic electrons are more plentiful at lower 

energies Helliwell (1963) considered that the resonant interaction was 

most likely to occur in the equatorial plane. 

Although Brice (1964) explained the presence of an emission his 

theory did not predict the spectral forms of the signals. This was 

resolved by Helliwell (1967) in his consistent wave or phenomenological 

theory. This theory requires that the spatial variations of the 

electron gyrofrequency and the Doppler shifted wave frequency be 

matched, thus enabling the wave to remain in resonance with the electron 

for a longer time. Unlike Brice (1964) who considered a fixed inter-

action region, Helliwell (1967) considered the movement of the inter-

action region. The geomagnetic field gradient, and the feedback delay 

due to the finite wave and electron velocities cause a characteristic 

rate of change of frequency, which depends on the initial frequency of 

the instability and the position of the interaction region. Hence 

the spectral shapes of the emissions can be explained in terms of 

movement of the interaction region,as shown in figure 2.3. 

It is clear from equation 2.7b that, as the interaction region moves 

from the equator along a field line, to where f is larger, a rising 

frequency emission will be generated. Other emissions can be explained 

by different movements of the interaction region. 

2.5 Active ELF/VLF Stimulation Experiments In fhe Ionosphere And 

Magnetosphere 

2.5.1 Introduction 

Active experiments are designed to modify the ionosphere and 

magnetosphere in a controlled manner in order to study the plasma 

processes which result. Amongst other effects a variety of waves may 

be excited, some of these falling in the ELF band. 

One of four stimulation techniques are generally employed. The 

first is the modification of the ionosphere and magnetosphere by the 

release of chemically active gases. Everhard-Bakker et al. (1976) 

report short ELF risers and fallers subsequent to such, a release of 

barium. A second technique uses charged particle accelerators onboard 

rockets and satellites to inject a beam of electrons or ions into the 

plasma. A third technique uses VLF radiation, propagating in the 

whistler mode, from ground based transmitters to stimulate plasma 

instabilities in the magnetosphere (e.g. Stiles et al., 1975). The 
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Fig. 2.3 Diagram showing how different movements of the interaction 

region ( o — — — • ) produce different VLF spectral shapes, for waves 

moving ̂  and electrons moving •(Helliwell, 1967). 
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fourth technique uses ground based transmitters to modify the ionosphere. 

(Such a modification is described in Chapters 6 and 7). This technique is 

usually concerned with producing changes in the upper ionosphere 

(150 - 400km) using powerful HF transmitters operating at frequencies 

close to the F-region critical frequencies (3 to lOMHz). Many 

experiments have been conducted at middle latitudes using 

the Plattville heating facility in Colorado, U.S.A. and the facility 

at Arecibo, Puerto Rico. Utlaut (1975) reviews the copious ionospheric 

effects resulting from these experiments. There are, however, few 

reports of ELF/VLF signals being generated using this technique. 

Showen (1972) obtained significant heating of the D/E region by 

illuminating the ionosphere at 40MHz and, stimulated by these results, 

Willis and Davis (1973) theoretically addressed the possibility of 

heating the lower E region using long pulse length HF transmissions. 

They suggested that such pulsed heating could perturb the low latitude 

ionospheric dynamo current, thereby leading to a perceptable variation 

(at 'vl Hz) in the magnetic field strength measured on the ground. 

Getmensev et al. (1974) and Kapustin et al. (1977) also report some 

applicable results. The former report non-linear detection of 6MHz 

signals modulated at frequencies between 1.3kHz and 7.3kHz and broadcast 

from a low latitude purpose built transmitter. The latter report a 

similar but accentuated effect from a like experiment conducted in 

auroral regions. Kapustin et al. (1977) found that the intensity of 

the radiation at the modulation frequency depended on the distance 

between the auroral electrojet and the heated ionospheric region, 

and also on the strength of the jet. Stubbe and Kopka (1979) describe 

the design of an HF ionospheric modification experimental facility 

to be built near Troms^, Norway in order to investigate similar 

auroral region effects. The theoretical aspects of this experiment 

are discussed in Stubbe and Kopka (1977). 

2.5.2 A Simplified Theory Of D and Lower E Region Ionospheric 

Heating 

The wealth of observable, non-linear ionospheric phenomena 

arises from the dependence of electron collision frequency on the 

electron temperature (Walker, 1979). 

In the collision dominated D and lower E regions (in which this 

thesis is most interested), the principal modification, due to the 
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incident radio wave, will be one of electron heating (Giirevich, 1978; 

Walker, 1979) . The heating results from electrons acquiring considerable 

energy from the incident field between collisions, and because the 

electron-neutral and electron-ion heat losses, on collision, are 

relatively small. These are hindered by the very low electron to 

neutral/ion mass ratio. As a result, the ionospheric electrons may be 

heated even in a comparatively weak field. 

The following simplified theory, adapted from Hibberd (1955) and 

Gurevich (1978) illustrates how D-region ionospheric heating occurs. 

Following Gurevich (1978) a wave with electric field E and angular 

frequency w is considered to pass through a slab of ionospheric plasma 

with an average electron to neutral collision frequency Ve- This field 

will act upon the electrons and accelerate them. Collisions will, 

however, retard them and, given time, a stationary state will be set 

up. If the ion motions are neglected (since w » where a)g£ Is the 

ion gyrofrequency), application of Newton's second law of motion gives 

the directional velocity, of the average electron: 

m dVg = - eE - e(Ve x B) - m Vg equation 2.8 

dT" 

where ^ is the imposed geomagnetic field and m is the electron mass. 

The change in electron temperature due to this incident wave is 

found by considering the conservation of energy. In unit time the 

wave electric field performs work equal to ^.E = - Ne Vg . ̂  on the 

plasma, where N is the electron number density and is the current 

density. Conversely, during this time electrons lose energy via 

collisions and thus: 

dt 

3 N K 

equation 2.9 

= Ne V ^ E - 2 6 v* N K (T^ - I) 
Y - ^ 

where 6 is the average fraction of energy transferred to a neutral in 

one collision with an electron, T is the modified electron temperature 

due to the wave, and T is the unmodified neutral/electron temperature. 

A Maxwellian particle energy distribution is assumed. 

If B = 0 and E_ = E^ cos wt, Vg can be conveniently obtained from 

equation 2.8 by using the identity: 

e cos bt = ^ (ae^^ cos bt + sin bt) 

a* + b* 
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i.e. V 
E e 
o 

m(v^^ + 0)̂ ) 

(v cos (lit + wsin ojt) equation 2.10 

On substitution into equation 2.9 this gives; 

5 
dt 

.2E 2 

3Km(w^ +Vg2) 

(Vg + Vg COS 2wt + wsin 2wt) - (T^ - T) 

equation 2.11 

The steady state solution of equation 2.11 is; 

T = I + 
e 

e^E 2 
o 

eZE 2 
o 

3Km 6(^2 + Vg2) SicniCa)̂  + v 2) 

(6v 2_2w2)cos 2wt 

4^2 + {2̂ 1 2 

2ojv sin cot 
+ e 

40)2 + 2 
e 

equation 2.12 

which providing w >>6v , a condition readily met in the D region, 
e 

reduces to: 

AT " (Tg - T) 
e2E 2 

o 
equation 2.13 

3Km6(a)2 + v 2) 
e 

It is convenient to define a quantity E the plasma field;-

2 

SicTm 6(0)2 + v 2) 
e 

equation 2.14 

Consequently equation 2.13 can be rewritten as; 

2 

T 
E 

equation 2.15 

Hence, to first order, the fractional electron temperature enhancement 

settles on a certain average value dependent upon the square of the 

peak incident field strength. 

Note that in this derivation it has been tacitly assumed that 

neither 6 nor are functions of , Although this is not true, 

inclusion of this dependency does not invalidate equation 2.15 to 

first order (Gurevich, 1978). 

Now consider an amplitude modulated (A.M.) wave, incident upon 

the ionosphere, described by: 

E = E I 1 + M cos n t cos ojt equation 2.16 

where M is the modulation index, and n is the modulation frequency. 
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An identical analysis to that described above gives the temperature 

perturbation due to this A.M. signal. Substitution of equation 2.16 

in 2.8 gives: 

V = eEf 

m 

Vp cos wt + (jjsin wt + 

Vbf + w' 

M / Vg cos(w-0)t + (w-0) sin(w-n)t 

\ Ve^ + (w-n)2 

+ M 
2 ( V cos (w+0)t + (co+fi) sin(a)+fi)t 

V.2 + (w+@)2 equation 2.17 

which on substitution in equation 2.9 gives: 

dig = T 

dt 

1 + + 2M cosfit + cos 2Qt + terms in to and 2to 
2 2 

(Tg - T) 

providing to = w +0 a w-O i.e. w >> 0 

equation 2.18 

Once again if ui » 6\>g the expression for the resulting temperature 

change can be considerably simplified: 

Defining: + AnT,, 

where A^?^ is the time independent perturbation 

and A^T is the time dependent perturbation, 

integration of equation 2.18 gives: 

A T 
o e 

1 + 
2 

2M 

equation 2.19 

0^ + 

gZ* 2 cosOt + 0 6\) sinOt 
e e 

M 

4(40^ + 

cos2fit + 20 5v sin2fit e A 

equation 2.20 

Hence, an incident modulated wave can cause both constant and 

periodically varying, at the modulation frequency 0 (and 20), variations 

in the electron temperature. The impact of such variations in auroral 

latitudes is discussed in Chapter 7. 
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CHAPTER THREE 

The VLF Goniometer System - Theory and Practice 

3.1 Introduction 

Several ELF/VLF goniometer experiments have been conducted by the 

Space Radio Physics Group, Southampton, England, during the period 

January 1977 to December 1979, and are discussed in Chapter 5. 

These generally involved setting up multiple goniometer ground 

stations in Scandinavia. Each goniometer receiver gives, subject to 

certain assumptions (see section 3.2), the azimuthal bearing of an 

ELF/VLF signal source in the ionosphere . Hence, in addition to the 

spectral and amplitude information normally associated with wide band 

ELF/VLF measurements, the use of two or more such receivers enables 

the source location to be found by triangulation. 

In this chapter the theory of the goniometer is reviewed, together 

with a description of the experimental system at March, 1979. Furthermore 

the experimental procedures will be described. 

The primary results of this thesis, see Chapter 6, refer to the 

system in operation during March/April, 1979. 

3.2 The Theory Of Goniometers 

The theory of the goniometer, as applied to ELF/VLF direction 

finding studies, has been discussed by Bullough and Sagredo (1973). 

Consider one horizontally propagating plane wave, of angular 

frequency w, with its wavefront in a vertical plane, incident upon two 

vertically mounted orthogonal antenna loops A and B, at an angle 0 

to the plane of A. After some amplification the output from each 

channel may be expressed as: 

(w) sin (wt + g(w)) cos 8 

Vg = Kg (w) sin wt sin 8 

where (w) and K (w) give a measure of the gain of each channel and 

where P(w) is a measure of the differential phase response. Consider 

= K„ = K and g(w) = 0, then, multiplying V. by V sin w t and V by 
J- z A m in D 
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COS A)̂ T and adding gives: 

equation 3.1 V = V. + V = V K sin wt sin (9+ w t) 
^ B m m 

Here is a goniometer generated modulation signal. The 

modulated output voltage, is directly proportional to that which 

would be obtained by a single loop mechanically rotated about a vertical 

axis at a frequency 2% Hz. The goniometer output is thus an 

electrical and, consequently more rugged, simulation of a mechanical 

system. Note that minima in the resultant output voltage occur when 
g 

0+ m^t = o,n etc. and maxima occur when 8+ w t = ^/2, ^/2 etc. It 

is evident that, if a reference pulse is generated once every 

revolution, i.e. at north, the phase difference between the reference 

and a modulation envelope minimum gives a measure of the bearing angle, 

0. It can also be seen, however, that a 180° ambiguity exists in 

bearings obtained using this technique. 

In the development of the theory it has been assumed that 

~ ^2 3(0)) = 0, that is the goniometer channels A and B 

are amplitude and phase matched. It has also been tacitly assumed that 

the modulation signals are in quadrature and of the same amplitude. 

These various conditions cannot be met in practise and frequency 

dependent and frequency independent deviations from equation 3.1 can 

be expected (Jarvis, 1976). This results in an apparent bearing which 

is not equal to the real bearing, (see section 3.4). 

Additionally various assumptions (underlined) have been made in the 

theory concerning the incoming wave. A general ELF/VLF radio wave with 

its source in the ionosphere could be the sum of many multipath waves, 

inclined to the horizontal, which are elliptically polarised, with the 

major axis of the polarisation ellipse inclined to the horizontal. 

Bullough and Sagredo (1973) examined the problem of ellipticity and 

inclination showing that the bearing errors were small providing that the 

signal had propagated some distance from the ionospheric exit point. 

As such the wave is inclined at some small angle to the horizontal and 

also becomes nearly vertically plane polarized due to the high ground 

conductivity (Nambra, 1931). 

More recently, however, Strangeways (1977) has conducted a 

sophisticated computer analysis accounting for all the factors above. 

He demonstrated that the bearing errors due to wave polarisation and 
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multipath propagation are of opposite sign providing some reduction in 

the errors. He found, however, that multipath errors increase as the 

source to receiver distance increases, this being due to the relatively 

larger amplitudes of the multi-hop signals. The overall result is an 

increase in bearing errors as the source to receiver distance increases. 

Strangeways (1977) reports that for a constant frequency emission the 

bearing angle error,on a signal source over 200 km distant, is generally 

less than 20 , although for a limited frequency range it may be higher. 

When the bearing can be averaged over 2kHz, i.e. with whistlers, 

a reduction in these errors to 10° or less can be obtained. 

3.3 A Practical Goniometer System 

3.3.1 Introduction 

The equipment used in this study is based upon the goniometer 

system designed by Bullough et al. (1973). Jarvis (1976) has described 

the use of a goniometer system by Southampton University, and this section 

describes modifications and additions made since that time. Only the 

antennae and the goniometer receiver remain essentially unchanged. 

Some of the following is a precis of the Southampton University 

ELF/VLF Goniometer Manual, 1979 (Cannon et al.,1979). 

3.3.2 System Overview 

The ELF/VLF goniometer system used in this work is shown in 

figure 3.1. Two crossed loop antennae feed two identical channels 

comprising a low noise preamplifier, attenuator, and goniometer 

receiver, the output of which feeds a stereo direct record magnetic 

tape recorder. The antenna - preamplifier sensitivity is 

X 10 Y /Hz at IkHz (Bullough, 1976). Due to mains harmonic 

interference adequate sensitivity can only be obtained > 5km,from a 

mains supply and consequently all equipment is battery operated. Both 

amplitude and azimuthal bearing calibrations are carried out using a 

small coil, fed from a signal generator, mounted at the centre of the 

loops. 

Battery operated test and calibration equipment, including an 

oscilloscope, was available. In addition communications between 

goniometer recording stations, and where applicable between these 
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stations and the And^ya Rocket Range, Norway, was provided by battery 

operated HF (150 watt peak envelope power) single side band transceivers. 

Cannon et al.(1979) discuss the use of the transceiver in this context. 

Site timing was provided by digital watches, updated daily from 

commercial timing information (W.W.V., B.B.C. etc.) received on battery 

operated communication receivers. 

3.3.3 The Antenna 

3.3.3.1 Description 

The antennae used consisted of two diamond shaped, orthogonal, 

magnetic field sensing, loops each 58m^ in area. These were mounted 

in a vertical plane using a 42 ft (12.8 metres) aluminium mast and 

suitable guying, (Cannon et al.,1979) see figure 3.2. The single turn 

antenna was constructed from heavy duty RG 213/U coaxial cable, where 

the inner core formed the antenna and the outersheath (braid) an 

electrostatic screen and shorted turn at high (> 70kHz) frequencies. 

The effect of the screening is addressed in some detail in Chapter 6. 

Table 6.2 gives typical antenna characteristics. 

3.3.3.2 Practical Details 

The antennae were mounted in geographic north-south, east-west 

planes by sighting along the antennae loops and guy ropes using a 

prismatic oompass. An accuracy of better than -1° could be obtained. 

Each recording station utilised a geographic frame of reference in 

order to make later data analysis easier. 

3.3.4 The Preamplifier 

3.3.4.1 Description 

The differential input preamplifiers, one for each channel (i.e. 

antenna) are based upon the design of Cantarano and Pallotino (1970) 

who give an excellent description of the design philosophy. The 

design was adapted for ELF/VLF work by Morgan (1976). These preamplifiers 

replaced the preamplifiers used by Jarvis (1976), which were mounted 

within the goniometer, and which had a reduced sensitivity. A circuit 

diagram is shown in figure Al.l, Appendix 1. 

The design utilizes two field effect transistor (F.E.T.) devices 

in cascode as a front end. These transistors have an input referred 
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voltage noise of only 3nV/(Hz)^ for frequencies over lOOHz giving good 

sensitivity. In addition, in order to maximise the signal to noise 

ratio, an input transformer has been utilised to match the low impedance 

antenna to the high input impedance (low input referred current noise) 

of the F.E.T. (Motchbacher and Fitchen, 1973). Smith and Bullough (1976) 

have experimentally demonstrated that for an almost identical preamplifier, 

the preamplifier plus antenna noise is comparable to the thermal noise 

contributed by the antenna only. They concluded that the system is 

antenna noise limited (thermal noise limited), rather than preamplifier 

noise limited. 

The input transformer has the additional effect of introducing a 

resonance which, due to the high impedance F.E.T. loading, has a fairly 

high Q (~10). With the addition of some tens of picofarads the resonant 

frequency has been adjusted by the author to approximately the earth-

ionosphere waveguide cut-off frequency, giving additional sensitivity 

at these frequencies. 

The preamplifier gain is determined, excluding the effect of the 

input transformer, by the 9IK and 91Q feedback resistors, the quotient 

of these defining the gain, 60 dB (figure Al.l). At three variable 

frequencies, however, the gain can be reduced by about 18 dB. A high 

Q, LC filter circuit (figure Al.l) placed in parallel with the 9IK 

resistor reduces the gain near the tuned circuit resonance but has 

little effect away from resonance. These filters were used to attenuate 

(notch) unwanted high field strength VLF transmitters between ~12kHz 

and 'v20kHz which would otherwise reduce the system dynamic range in 

Scandinavia. 

Figure 3.3 depicts the response of the two matched preamplifiers 

used at Sodankyla, March 1979. The input transformer resonating at 

1.025kHz clearly defines the response of the preamplifier up to the 

notch frequencies and also provides some low frequency (mains harmonic) 

cut off. 

3.3.4.2 Preamplifier Calibration and Crosstalk 

Absolute phase and amplitude matching of the two preamplifiers is 

not a problem, providing the difference remains approximately constant 

as the frequency is varied, since system calibration can account for this 

(section 3.4). Large variations in the differential amplitude and phase, 

as a function of frequency are, however, a problem, since interpolation 
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between the calibration angles and frequency values is inaccurate. 

This necessarily reduces confidence in the signal bearings derived. 

It is consequently necessary to match closely the Q's and resonant 

frequencies of the preamplifier input transformers since these 

effectively define the preamplifier amplitude and phase response and 

thus channel matching. 

Matching and preamplifier calibration took place in Southampton, 

prior to dispatch, however,'on site' matching and calibration was 

sometimes necessary as a result of mechanical stresses incurred during 

transit. Matching to within a resonance less than lOHz could 

easily be obtained. Similar matching of the notch frequencies also 

took place such that Afnotch less than lOOHz. In order to check 

for preamplifier stability the calibration was also repeated at the 

termination of the experiment. 

After completing on site calibration, the preamplifiers were 

placed inside a thermally insulated container, to increase mechanical 

and electrical resistance to the extreme Arctic environment, This was 

placed at the foot of the mast. 

It must be pointed out that the high degree of amplitude and phase 

matching between the two channels makes them particularly susceptable 

to crosstalk at resonance, via the input transformer. During early 

experiments (see Chapter 5), the two preamplifier channels were 

mounted side by side in a common container, the result of which was up 

to -12dB of crosstalk at resonance. This severely affected the systems 

ability to provide bearings on signals with frequencies near resonance, 

i.e. auroral chorus (see Chapter 5). Each preamplifier is currently 

mounted in a separate container in order to reduce crosstalk between 

the channels which is now better than -20dB; this being dependent upon 

their proximity, one to each other. 

3.3.5 Attenuators 

The maximum allowable signal at the input to the goniometer is 

approximately 3 volts peak to peak, this varying somewhat from 

instrument to instrument. Higher amplitude inputs result in the non-

linear mixing of different frequency signals. In Scandinavia, the 

various local high powered VLF transmitters sometimes caused the 
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preamplifier output to reach .24 volts peak to peak and, as a result, 

attenuators were required. 

Various matched pairs of resistive attenuators, each pair with a 

different attenuation ratio, were provided for each station. These 

were specific to each goniometer since they were adjusted to negate 

any small amplitude differences which existed between the goniometer 

channels. A ratio was chosen in the field such that the full goniometer 

dynamic range was utilised without non-linear distortion occurring 

3.3.6 The Goniometer 

Figure 3.4 shows a block diagram of the goniometer which was a 

modified version, see section 3.3.4 and below, of that used by 

Jarvis (1976). 

Signals from the appropriate preamplifier attenuator are fed to 

a high impedance buffer and thence to a Hall Multiplier. Here the 

signals are modulated at ~27.5Hz, the modulation in one channel being 

in quadrature with that in the other channel. The Hall Multiplier 

outputs are then summed as required by equation 3.1. The phase 

reference is provided by a short calibration spike (0.6ms duration) 

derived from the modulating oscillator. 

All stages are now powered via voltage regulators due to the 

modifications of M. Ogg (private communication, 1976). He investigated 

the goniometer performance and found that the output was asymmetric 

about the time axis, and also that the calibration pulse was not in 

quadrature with respect to the two channels. Ogg concluded that this 

was due to unbalanced modulation in the HalllWultiplier producing a 

component at the signal frequency w, as well as at w+co^ and w-w , where 

is the angular modulation frequency. Modifications to reduce this 

latter error required the introduction of an equal and opposite component 

at frequencywto cancel the unbalanced term, this requiring a high 

stability power supply. 

The amplitude response of the goniometer is flat from '\,800Hz to 

lOkHz to better than 0.6 dB peak to peak. The system amplitude and 

phase variations are thus dominated by the preamplifiers. 

3.3.7 Tape Recorder 

All goniometered signals were recorded on a Uher 4200 Report Stereo, 
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4-track, direct record tape recorder at 32"/second. This speed gave 

adequate quality for signals within the frequency range 0.5kHz to lOkHz. 

Recordings were made in stereo, with goniometered ELF/VLF on one 

channel and calibration pulses, timing information and station keeping 

information on the other. 

3.3.8 Power Supply 

Power for the system was provided by 5 Ampere-hour lead acid gel 

batteries. Constant current chargersdesigned by Garment (private 

communication, 1977) were used to charge these batteries between 

recordings. 

3.3.9 The Calibration Coil 

Amplitude and azimuthal calibrations were effected using a circular 

calibration coil and an audio frequency oscillator. The oscillating 

output from the generator produces a time varying magnetic field 

perpendicular to the plane of the coil which is equivalent to a linearly 

polarized wave whose wave normal is in the plane of the antenna. 

The calibration coil is mounted at the loop centre with its plane 

parallel to one loop. Smith and Bullough (1976) equated the voltage 

induced in the loop antenna due to a current in the coil and the 

mutual inductance between coil and antenna with the voltage induced 

by a wave with field B as given by Faradays Law. They showed that for 

this antenna and coil geometry: 

i = AB - TTAa B equation 3.2 
M 

^ 2^0 Ng Ag 

where i is the calibration coil current (amps), Ng, the number of turns 

in the coil, Ac, the average area of the coil (m ),M the mutual inductance 

between antenna loop and calibration coil (L ), A, the area of the 

loop antenna (m^), a, half the length of one side of the loop antenna (m), 

and B the field stength of the equivalent wave (T). 

A knowledge of the coil current determines the equivalent magnetic 

field and amplitude calibration of each channel can be accomplished. 

By rotating such a coil it is also possible to simulate waves arriving 

from various directions, and hence to azimuthaly calibrate the system. 
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The 100 turn coil, of typically 4 8 - 1 cm^ average area, 

1.13 - 0.02 mH inductance and 1.75 - 0.05 ohms resistance was mounted 

at the loop centre by rigidly attaching it to the mast. A simple 

mechanical bearing was provided between the bottom fixed mast section ' 

and the six sections above which were locked together. A similar 

bearing was also provided between the seventh section and the top cap, 

to which the antenna loops and top mast guys were attached. With the 

addition of slip rings, to which the other guy ropes were attached, it 

was then possible to rotate the mast, and thus the calibration coil, 

within the antenna loops. The use of the bearings was a modification 

to a previous system. In this earlier system, used between 

February 1977 and October 1978 inclusive, guy rope slip rings were 

also used, however, the antenna loops were attached to a rotating 

clamp at the mast base and to a top cap without a bearing. Rotation 

of the mast thus involved rotation of the whole mast on the base which 

was adequate in England but tended to "lock up" with ice in Scandinavia. 

Rotation of the mast, and thus the coil was effected by pushing a 

horizontal bar, about one metre in length, which was bolted onto the 

moving sections of the mast, see figure 3.2. 

In order to carry out calibration proce dures it was necessary 

accurately to align the coil at defined angles relative to the loops. 

Using two cross struts, some 0.3 metres long, mounted behind the coil 

it was found possible to align the coil in the plane of either loop 

to better than - 1°. Other subsequent coil settings involved sighting 

on the horizontal bar (to better than - 1°), which was fixed with respect 

to the coil. 

3.4 Azimuthal Calibration 

A detailed on site azimuthal bearing calibration, discussed in 

section 3.3.4.2,was required due to the less than perfect channel 

matching. 

Signals at many different frequencies were injected into the 

calibration coil, positioned parallel to the north-south loop. The 

injected signal amplitude was a maximum for each frequency, subject to 

the proviso that no overloading of the system occurred. At each 

frequency the goniometer output was recorded for 15 seconds, The 

following frequencies were used: 0.5, 0.8, 0.9, 1.0, 1.1, 1.2, 1.3, 

44 



1,4, 1.5, 1.6, 1.8, 2, 2.5, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12kHz. 

Note that around the preamplifier resonance, where channel matching 

deteriorates, a more detailed calibration was carried out. This 

procedure was repeated with the plane of the radiating coil at angles 

of 30°, 60°, 90°, 120 , 150 and 180° to the plane of the N - S antenna 

at the start of the campaign, and 0°, 15°, 30°, 45°, 60°, 75°, 90°, 

105°, 120 , 135 , 150 , 165 and 180 at the campaign end. This limited 

repetition of the calibration served two purposes. Firstly, it provided 

some redundancy should human error cause one calibration to be 

ineffective and, secondly, it provided a check on the electrical 

stability of the equipment throughout the experiment. 

Data analysis following the techniques of section 3.6 enabled a 

graph of apparent signal bearing as a function of real signal bearing 

to be plotted for each frequency, see figures 6,10 and 6.11. The 

apparent bearing of an emission could then be translated into a real 

bearing using this calibration information. 

Jarvis (1976) calibrated his goniometer system by an analytical 

technique. The laboratory measured quadrature error between the two 

goniometer modulation signals, and the amplitude and phase difference 

between the two channels were treated, using a mathematical model of the 

errors, to give the apparent bearing as a function of the real bearing. 

On site calibration was, however, deemed preferable for two reasons. 

Firstly, imperfect modelling of the goniometer response, c.f. section 

3.3.6, will introduce errors. Secondly, any variations in the system's 

electrical performance caused by transportation to and from the field 

site could invalidate the calibration. 

3.5 Data Recording 

Recordings were made by each station during prearranged periods, 

each station changing tapes at approximately the same time. The 

latter condition was extremely important when rocket associated 

recordings were being made, see Chapter 5. U.K. associated rockets 

were never launched within - 2 minutes of a nominal tape change over 

time. 

The start of each tape side contained the following verbal 

information: location, date, tape number, tape side, universal time 

(counted over several seconds from a digital watch which was correct 

to - 0.5 seconds). 
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and an announcement of the instant of tape counter reset. The time 

of the latter was logged. A time baseline was thus set up and 

subsequent ELF/VLF emissions were logged with both time and tape count. 

A few tapes recorded at Tromsd during October and November 1978, 

and all tapes recorded at Tromad during March/April 1979, were coded 

with timing information from an Omega Locked Clock. This device forms 

the subject of Chapter 4. 

Additionally, calibration fields at 1,3,5,8kHz were applied, via 

the calibration coil, at the start of each side of tape. Estimation 

of the field strength of an emission could then be made, via 

equation 3.2, by a comparison of the emission and calibration signal 

spectral amplitudes. 

3.6 Analysis Equipment 

Spectral measurements were performed initially on a Sonogram 

Analyser. This produces a hard copy representation of the signal with 

time along the abscissa, frequency along the ordinate and amplitude 

represented as a greyscale, dark being the stronger. This instrument 

was subsequently supplemented, and to a large extent superceded, by a 

Spectral Dynamics,SD 350-6 real time analyser (Spectral Dynamics, 1978). 

This is a Fast Fourier Transform Analyser with an output capability, 

in real time up to 80kHz, to either a cathode ray tube (CRT), 

displaying amplitude - frequency information and/or to a hard copy 

device. The latter (Spectral Dynamics, 1979) produces an output similar 

to that of the sonogram. 

Goniometer bearings were obtained from the tape recorded signals 

using the Sheffield University Semi-Automatic Analyser. The analyser 

displays, on a persistent CRT intensity modulated frequency - time 

information. On hearing a signal of interest, on playback, the operator 

can hold two seconds of data on the screen and using a cursor, he can 

digitise the frequency - time information. To determine the azimuthal 

bearing these digitised co-ordinates are used to program a bank of 

bandpass filters each 320 Hz wide, opening each only when the interesting 

signal occurs in that filter passband. In this manner.a signal, even 

one varying in frequency with time, may be extracted from the background 

noise. Section 3.2 showed that the phase difference between the 

calibration pulse and the minima in the modulated signal envelope gives 
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a measure of the apparent bearing angle. The analyser determines this 

from the cross correlation function of calibration pulse and filtered 

signal. The analyser has been described in some detail by Bullough 

et al (1975) and Smith et al.(1978) . 

Using this technique the apparent bearing for each of the 

calibration bearings and frequencies was determined and entered into 

the analysis computer program developed by A.J. and I.D. Smith of 

the University of Sheffield. The apparent bearing of a VLF emission was 

then compared, at the appropriate frequencies, with these calibration 

data, via the program This resulted in an average bearing determined 

over the emission bandwidth, typically 2kHz for a whistler and 500 Hz 

for a riser element. Madden (1981) describes the adaptation of this 

program for use on the Southampton Computer Facility. 
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CHAPTER FOUR 

A Battery Powered Time Encoded Clock For Use In A 

Goniometer ELF/VLF Recording System 

4.1 Introduction 

This chapter contains a description of a battery operated clock 

developed for use in the goniometer receiving system described in 

Chapter 3. During data collection the encoded time is recorded on 

magnetic tape in parallel with the calibration pulses. On playback 

the recorded time is decoded and displayed, thus facilitating the 

analysis. 

The time encoded clock contains two subsystems. The first is a 

digital clock based closely on the design of Blixhavn and Lyngdal (1976). 

The second is a time encoder/decoder, the detailed design of which is 

due to E. Friis of the Electronics Laboratory, The Physics Department, 

Southampton University, in consultation with the author. Circuit 

diagrams of the complete clock, together with a brief circuit description, 

are given in Appendix 2. 

In the following, the authors design requirements and the solutions 

considered are given. Details of the clock operation, goniometer system 

interface, and the Sheffield University Whistler Analyser interface are 

also provided. The clock performance is evaluated. 

4.2 Design Requirements 

(i) Analysis generally involves the identification of the same 

ELF/VLF event, typically 0.5 to 1 second in duration, at different 

goniometer receiving stations. A digital design with good long term 

time stability was, therefore, required such that at any instant, during 

a four week experimental period, the time difference between any two 

clocks would be less than ~0.2 seconds. Any solution which gave better 

stability was considered to be a worthwhile bonus since it would provide 

a more versatile instrument. 

(ii) A design which was battery operated, for goniometer 

compatability, was required. 

(iii) A design was required whereby the time could be encoded and 
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mixed onto either the calibration pulse channel or alternatively the 

ELF/VLF signal channel, of the stereo data recordings, (see Chapter 3). 

The former was preferred in order that the ELF/VLF signals were not 

masked. 

(iv) Finally, world-wide operation with the minimum of operator 

difficulty was required. 

4.3 Considered Solutions 

Since funds to purchase a commercial instrument were unavailable, 

all solutions considered involved the design and construction of a clock. 

The first solution was to construct a simple, crystal controlled, 

encoding clock (typical stability Ippmyoc). This was, however, rejected 

because the design would require manual starting and it was considered 

unlikely that the specified relative time difference of better than 

0.2 seconds could be met. In addition, nominal oscillator frequency 

offsets, and variation due to temperature fluctuations,could subsequently 

enhance this anomally. (A steady 1 p.p.m. difference in oscillator 

frequencies result in a 2.5 second error after 28 days). 

It follows that in order to meet requirement (i), each clock must 

be controlled by a common external source, i.e. a radio transmission 

carrying high stability timing information. Cross (1976) and Giles et al. 

(1978) have described systems using the M.S.F. 60kHz time encoded signals 

broadcast from Rugby, England. This system was, however, rejected 

because it failed to meet requirement (iv), restricting the region of 

operation to, at best, Europe where the 60kHz field strength is high. 

The W.W.V. H F transmissions from the Central Radio Propogation Laboratory, 

National Bureau of Standards, Washington D.C., U.S.A., were also considered. 

Frequency diversity on 2.5,5,10,15,20 and 25MHz is employed, providing 

world-wide coverage during various ionospheric conditions. Unfortunately, 

since these conditions are non-deterministic the operator or clock is 

required to constantly monitor the controlling signal field strength, 

effecting a change in receiver frequency as required. Therefore, this 

too failed to meet requirement (iv), this time because of operational 

difficulties. 

From the above considerations it was concluded that, for ease of 

operation and also design, timing information broadcast from a world-wide 

system, with predictable amplitude propagation characteristics was required. 
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Candidates considered were a world coverage satellite system, an 

international LF system such as Loran, or an international VLF system 

such as Omega. All of these exhibit fairly predictable amptitude 

characteris tics. Cashion et al (1979) describe a satellite timing system 

using "Transit", the U.S.A. navigation satellite system, which includes 

timing information in the data stream. Blixhavn and Lyngdal (1976) 

describe a mains operated, digital, clock (without time code generator/ 

decoder), locked to the "Omega" navigation system (Burgess et al.,1975). 

Here the timing information is implicit in the operating system. Since 

the latter design met requirement (i) (giving substantially better 

synchronisation than required) and requirement (iv) and, additionally, 

because detailed literature regarding the design was available it was 

adopted as the baseline solution. Requirement (ii) was met by suitably 

modifying the design of Blixhavn and Lyngdal. This primarily involved 

exchanging the LED displays for liquid crystal displays (L.C.D.). The 

resulting substantial reduction in power gave the option of battery 

operation. By interfacing to the clock a time code generator/decoder 

based upon the design of Girling (1977) requirement (iii) was also 

satisfied. 

4.4 Introduction To The Time Encoded Clock 

The clock uses the Omega navigation system 10.2kHz signals to update 

a crystal controlled clock. Each station in the system transmits a 

pulse once every ten seconds during one of nine time segments 

(U.S. Naval Observatory, 1979) and these pulses are locked to UT using a 

caesium beam oscillator (accuracy better than 1 part in 10"). The clock, 

providing set to within - 4 seconds of UT, automatically locks onto a 

preselected 10.2kHz pulse and displays the correct time, subject to the 

restrictions given below. Over periods greater than ten seconds, this 

gives excellent long term stability and extremely close synchronisation 

between different clocks. 

Long term discrepancies between the displayed time and UT are 

principally determined by the following: 

(i) In general the 10.2kHz pulse does not start on an integral 

number of seconds and there is a systematic shift from UT. When 

controlled by the Norwegian Omega station at Aldra this error is zero 

since this always pulses on an integral second (U.S. Naval Observatory, 

1979). 

(ii) The 5ms synchronisation resolution of the clock circuitry 

(see Appendix 2). 
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(iii) Propagation delays between the transmitter and the clock. 

The recorded time of any two clocks, using the same Omega 

transmitter, are offset from each other by an amount determined by: 

(i) The 5ms synchronisation resolution of the clock. 

(ii) The relative propagation delays between the transmitter and the 

clocks. 

Short term stability ( <10 seconds is determined by the crystal 

oscillator and is thus good to around lys . 

The clock time can be fed simultaneously to a nine digit front 

panel display showing: days, hours, minutes and seconds; to a pen 

recorder time marker; and also to data tapes in the form of an F.S.K. 

(Frequency Shift Keyed) serial bit stream containing either days and 

hours or minutes and seconds information. These F.S.K. Signals (carrier 

frequencies 5kHz and lOkHz, and modulation frequency 2.5kHz) are mixed 

with the goniometer calibration information at ^^7.5Hz and recorded 

together. 

On playback lowpass and highpass filters separate these. The 

F.S.K. signals are decoded and the record time displayed, being delayed 

by 38.4ms, this being the time required to read the F.S.K. serial 

information. The calibration pulses are used to determine the signal 

bearing as described in Chapter 3. 

4.5 Clock Description and Operation 

4.5.1 The Preamplifier and Antenna 

A tuned preamplifier, (Blixhavn and Lyngdal, 1976) , preferentially 

amplifies 10.2kHz signals. The preamplifier, which is mounted in a 

small waterproof box, can be placed some distance from the clock itself. 

It is powered, via the signal feeder lead, from the Omega Receiver 

(section 4.5.2). 

The preamplifier is fed from a simple long wire antenna; o-l metre 

is sufficient in Norway and metres in England. 

4.5.2 Omega Receiver Module (see figure 4.1) 

The Omega Receiver further amplifies and filters the 10.2kHz 

signals. The gain is adjusted using the panel mounted control with 

the signal amplitude indicated by an LED. Ideally the latter should 

light brightly for about one second in every ten seconds. A receiver 
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trigger level control, also mounted on the front panel, defines the 

signal amplitude required to enable the logic circuitry. This circuitry 

once triggered , as shown by a lighted LED, will ignore signal peaks 

for the next eight or nine seconds, giving some immunity against noise. 

The module can be connected or disconnected from the clock module 

using a panel mounted switch. 

4.5.3 Omega Clock Module (see figure 4.1) 

This contains the crystal controlled clock, phase comparison circuitry, 

and synchronisation circuitry. A nine digit liquid crystal display 

gives the time information as: days, hours, minutes and seconds in the 

record mode and, either days and hours, or alternatively minutes and 

seconds in the replay mode. 

The clock time must be set initially to within - 4 seconds of UT 

using the panel mounted control. The clock will then free run without 

synchronisation signals. The pre-set seconds thumb wheel switch is 

then set such that it corresponds to the least significant seconds digit 

at the true start time of the strongest 10.2kHz pulse. 

The phase relationship between the Omega pulse and the least significant 

digit of clock time is given by LED's. These indicate that the clock is 

either slow, fast,or correct with reference to the Omega signal. 

Other controls and facilities include provision to programme a 

leap year into the clock and an LED control. This switches off all 

l ed's except those in the power module, see section 4.5.6., thus 

effecting a considerable power saving. The internal lOOHz clocking 

signal can be overridden, if required, and an external lOOHz frequency 

standard used. 

4.5.4 Time Encode/Decode Module (see figure 4.1) 

For tape encoding the playback/record switch is adjusted to record, 

the goniometer outputs appropriately connected to CALibration^^ and 

VLF^Q, and the tape recorder to the standard 5"pin DIN socket. 

Calibration pulses from the goniometer, see section 4.6, are mixed 

internally with the FSK signals before being fed to the tape recorder. 

ELF/VLF signals pass directly to the tape recorder. The record level 

of the clock/calibration pulse channel is not critical. 
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Encoding of either the days and hours, or the minutes and 

seconds is possible and a switch biased to minutes and seconds is 

provided. Day and hour information is normally recorded at the 

start of every tape side. 

In the playback mode the VLF and calibration pulses are available 

at VLFgy^ and CALibrationgy^, the latter having been filtered from the 

time coding (see section 4.6). 

The playback/record switch does not interfere with the clock 

operation. The 'sync' output provides, in the playback mode only, 

a clock pulse whose leading edge is delayed by 1.0 - 0.2ms. 

4.5.5 Time Marker Module (see figure 4.1) 

This module exactly follows that of Blixhavn and Lyngdal (1976) 

and produces a time dependent pattern, see Appendix 2, for marking 

a pen recorder chart. An external power supply is required which 

should be connected in series with the module and pen recorder. The 

open circuit voltage must not exceed 55 volts peak to peak and the 

closed circuit current must be less than 150mA. 

4.5.6 Power Module (see figure 4.1) 

Clock power is provided by external 3x6V 5-ampere-hour lead acid 

gel batteries. Current consumption is ^'650mA. Should this voltage 

(V ) fall below 15 volts all circuitry except that associated with 

the crystal controlled clock, shuts down, that is no "Omega" 

synchronisation or time encoding is possible. The crystal clock then 

operates on an internal 12V 5-ampere-hour battery pack with a 

considerably reduced power requirement, ('^24mA). LED's indicate 

external and internal batteries low and internal cells on. Internal 

battery charge is controlled by the charge switch. In the ON condition 

charges the internal cells in addition to powering the clock. 

4.6 Goniometer Interfacing; Time Encode/Decode Module 

Previous practise has been to use a calibration spike (duration 

= 0.6ms), obtained by differentiating a short pulse, as the goniometer 

reference signal(Jarvis, 1976). When mixed with clock timing information 

the calibration pulse (duration 0.6ms), rather than dbe spike, was found 
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more convenient to deal with. 

Figures 4.2 and 4.3 make the mixing and retrieval of the F.S.K. 

and calibration signals clear. During data collection the F.S.K. is 

mixed with the calibration pulses which have been slightly filtered 

to restrict their spectral content. Due to the limited frequency 

response of the tape recorder, the process of recording smooths the 

F.S.K. pulse stream to an approximately sinusoidal data stream. On 

playback the calibration pulses are differentiated by the action of the 

tape recorder, and these signals, together with the F.S.K. signal, are 

amplified and then separated by filtering. Both the calibration and 

F.S.K, signals are then fed to comparators which reconstitute the pulses. 

In the calibration pulse channel the comparator trigger level is set 

close to zero volts, subject to the limitation of residual F.S.K. noise 

(see figure 4.3). Any practical record level will then provide sufficient 

signal to trigger the comparator. The resultant pulse width is dependent 

upon the comparator trigger and input voltages. However, providing that 

the input signal leading edge is sufficiently fast the output leading 

edge should be approximately independent of the trigger level or the 

input signal level. This was confirmed, after suitable interfacing had 

been provided (section 4.7) using the Sheffield University Whistler 

Analyser (section 3.6). For a 4:1 variation in replay amplitude (no 

more was possible since the Analyser could not operate with smaller 

or larger signals) no change in the bearing of a calibration signal 

could be detected down to a level of - 1°. 

4.7 Whistler Analyser Interface 

In order to describe the clock analyser interface it is first 

necessary to describe, more fully, certain aspects of the Whistler 

Analyser. 

Two Revox tape decks are provided. Data tapes are played on one 

deck and the stereo output fed to a continuous tape loop on the second. 

Signals of interest are captured on this two second loop which is 

repeatedly fed to a high persistance CRT display. To prevent drift of 

the display across the screen on subsequent sweeps,a sync pulse is 

recorded on the same channel as the calibration pulse. 

In the analysis of the data presented in Chapter 6, the clock was 

electrically located between these two tape recorders. Before analysis 

could begin, however, two problems had to be first overcome. 
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Firstly, the calibration pulse comparator in the clock decoder 

has been designed to trigger on a negative going edge (see figure 4.3), 

this being compatible with a Uher 4200 tape recorder. The analyser 

output derived from Revox tape deck number one is, however, inverted 

with respect to the Uher. This necessitated the use of an inverter on the 

clock input (CAL^^) (see figure 4.4a), since otherwise bearings are 

dependent upon the calibration signal amplitude. Secondly, for correct 

operation of the Analyser the calibration pulse amplitude (12V) at the 

clock output must be comparable with the sync pulse amplitude of IV. 

Resistive attenuators were unsuccessful because they loaded the sync 

pulse. Figure 4.4b shows the adopted solution which attenuates the 

calibration pulse before mixing the two signals. These are then 

reinverted and fed to the second Revox tape deck. 

4.8 Performance 

One clock was tested in England and subsequently at Troms#(, Norway, 

during the campaign of November, 1977. It was introduced into the system 

during the experiment of March/April, 1979. On all occasions it 

performed admirably. It has been used extensively in the data analysis 

presented in Chapter 6. 
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CHAPTER FIVE 

Goniometer Experiments During The Period 1977 to 1979 

5.1 Introduction 

The purpose of this chapter is to review the various multi-station 

goniometer experiments in which the author has directly participated. 

Most of these experiments took place in auroral Scandinavia and the 

locations of the various Scandinavian field sites, together with the 

Norwegian rocket range near Andenes, Anddya, and the Swedish rocket 

range "Esrange", near Kiruna, are shown in figure 5.1. The geographic 

co-ordinates of these locations are shown in table 5.1. 

Goniometer experiments were generally associated with other active 

or passive experiments, provided by groups from various institutions and 

universities. These invariably involved the release of an ionospheric 

sounding rocket during certain predetermined meteorological and 

geophysical conditions. Since many weeks might be spent awaiting the 

required conditions the opportunity was seized to obtain considerable 

background data. In the following sections the aim of the various 

experiments are briefly discussed, the duration of background recording 

defined, and the results of any analyses indicated. The implications 

of these results on the design of the goniometer system used in the 

following experiments is discussed. 

A resume of the ELF/VLF activity, as monitored by the goniometer 

stations, has been prepared by Madden, University of Southampton 

(private communication, 1979). 
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5.2 Project Trigger 

Nominal background recording period:- 7 February to 

25 February 1977 from 17 UT to 23 UT. 

Goniometer sites were located near Iromsd (Lavangsdalen) Norway, 

and near Sodankyla, Finland. 

Details of Project Trigger, together with some experimental results 

are presented in Holmgren et al. (1979a) and Holmgren et al. (1979b). 

On 11 February 1977 a caesium charge was released from a rocket into the 

ionosphere at a height of 165km where collisional ionization took place. 

Ealease took place during quiet auroral conditions. 

This goniometer experiment was conducted, as were subsequent barium 

release associated experiments to follow up on the work of Everhard 

Bakker et al. (1976). They reported that ~li hours subsequent to a 

barium release over Alaska short (^60ms) ELF rising and falling elements 

were detected. They hypothesised that these signals might have been 

stimulated via the electron cyclotron instability (Brice, 1964) when 

the barium reached the equatorial plane. 

No such emissions were detected during the rocket flight or within 

two hours of the end of the flight. 

5.3 Project Porcupine 

Nominal background recording period:- 5 March to 24 March 1977 

from 18 UT to 22 UT. 

Goniometer stations were located near Tromsd (Lavangsdalen), 

Norway and Sodankyla, Finland. 

Details of Project Porcupine can be found in Haerendel (1976). 

The Porcupine programme consisted of a series of highly instrumented 

rockets launched over a period of several years. Each carried electric, 

magnetic and charged particle sensors on booms (viz Porcupine), a shaped 

barium injection experiment and several daughter payloads, themselves 

carrying boom mounted sensors. The Porcupine 2 rocket was launched 

on 20 March 1977 at 19:22 UT. 

Reiger et al. (1979) discuss some results of the flight. 
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5.4 Iceland Campaign * 

Nominal background recording period:- 17 August to 5 September 1977 

from 09 UT to 15 UT. 

Goniometer stations were located near:- Siglufjordur, Husafell, 

Skaftafell. 

Madden et al.(1978) report the results of preliminary analyses 

on chorus elements recorded in the morning sector. For the period 

analysed chorus bearings were obtained and interpreted as resulting 

from well defined ionospheric exit points, similar to those obtained 

for whistlers (Jarvis, 1976). 

5.5 Second British High Latitude Campaign (H.L.C.)* 

Nominal background recording period:- 21 October to 15 December 

1977 at various times. 

Goniometer stations located near:- Troms^ (University of 

Southampton), Rognan (University of Sheffield). 

The second H.L.C. (Thomas et al, 1975) involved the use of a 

comprehensive set of ground based, rocket borne and satellite 

measuring instruments in order to investigate high latitude ionospheric 

and associated magnetospheric phenomena. 

During the above period Skylark rocket SL1421 and Fulmar rocket F1 

(November 1977) and Fulmar F4 (5 December 1977) were launched. The 

latter carried E and B sensors, due to the University of Sheffield. 

The failure of a tape recorder drive belt near the start of the flight 

of SL1421 resulted in no goniometer measurements at Tromsd. 

Although scheduled for launch during this period SL1424 and F6 

were not launched. Both of these rockets, also carrying University of 

Sheffield E and B field sensors, were rescheduled, see section 5.6. 

*The authors participation was limited to technical preparation etc. 

for these campaigns. 
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5.6 Second British H.L.C. (Repeat) 

Nominal background recording period:- 3 February 1978 to 

26 February 1978 from 21 UI to 03 UT. 

Goniometer stations were located near:- Troms^ (Lavangsdalen), 

Norway, Rognan, Norway, Solovomi, Norway. 

Rockets to be launched during this period:- SL1424, F6. 

Neither rocket was launched. Analyses of certain background data 

are to be published in Madden (1981). 

The Rognan field site, although fairly quiet to mains harmonic 

interference, did suffer from heavy interference due to the nearby 

('vlOOkm distant) naval VLF transmitter at Bod«5 on 16,4kHz, and the 

nearby (322km distant) Omega transmitter at Aldra (66.42°N, 8.13°E). 

During certain adverse conditions these caused overloading of the system 

preamplifier and goniometer (Madden, 1981) . As a result in the 

subsequent H.L.C., section 5.7, the gain of the preamplifier at this 

station was reduced from 'vSO dB to ^48dB. 

5.7 Second British H.L.C. (Repeat) 

Nominal background recording period 21 October 1978 to 

15 November 1978 from 21 UI to 03 UI. 

Goniometer stations were located:- as defined in section 5.6. 

Rockets to be launched during this period:- SL1424, F6. 

Skylark SL1424 was launched on 10 November 1978 at 04-14-22 UT when 

an ELF/VLF chorus event was observed by the Geos II satellite and with 

a network of ground based receivers. The satellite, above the equator, 

the rocket, in the ionosphere and the ground based receivers were all 

approximately in magnetic conjugacy. 

5.7.1 General 

The period of flight of SL1424 was characterised by discrete 

ELF risers. These were detected by the rocket E and B field sensors 

(Cannon et al., 1980) and by the Troms^ and Solovomi ground stations. 

The goniometer receiver at Rognan, although fully operational received 
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no risers during the flight. It did, however, detect risers over the 

period 02 to 03 UT. Solovomi and Tromsd detected a steady stream of 

risers over the period 02 UT to 05.45 UT at which time operation of the 

stations terminated. Filter bank and high speed quick look data from 

the Geos II 5300 experiment Indicates an ELF chorus event from about 

00 UT to 05 UT with risers occurring at 60 - 10 per minute over 

the rocket flight (Cannon et al., 1980) . 

5.7.2 Timing 

Using the spectrum analyser hard copy output, described in section 

3.6, the time of each ground recorded rising element was determined. 

The Norwegian Omega signals (Burgess and Jones, 1975) were used for 

timing reference and this resulted In an accuracy of better than 

± 0.25 second. Using similar techniques Madahar (private communication, 

1979) , determined the times of rising elements recorded on SL1424. The 

results of these analyses are presented In figure 5.2. 

Three points should be noted. Firstly,Solovomi received more 

rising elements than Lavangsdalen (Tromsd). Secondly, the rocket 

received less risers than Troma*). (Note that the e q u l p m e n t a l noise 

threshold of the rocket payload Is higher than that of the ground 

stations). Thirdly, there are many common elements, I.e. recorded at 

both ground stations and on the rocket. Conversely there are many 

elements specific to just one or two of the three receivers. 

5.7.3 Spectral Analysis 

Spectral analysis has revealed that the ground detected risers 

fall into two frequency bands, approximately defined by 0.9 < f< 1.4 kHz 

and 1.4 < f < 1.8 kHz 

5.7.4 Azlmuthal Bearing 

Using the techniques described In section 3.6, the azlmuthal bearings 

of various rising elements, recorded at Troms*), were determined. 

The analysis technique enables one to sample all, or part, of the 

risers and this was done In certain cases to check for self consistency 

in the bearings. The results are presented in figure 5.3, where the 

bearing is plotted as a function of the centre frequency of the sampled 

portion.of the riser. 
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The bearings divide into two general groups, in two frequency bands. 

It is believed that those bearings close to 180° (or 0°), which all fall 

in the higher frequency band, are the result of sampling very strong noise 

bands. Determination of an emission bearing requires high temporal 

resolution resulting in low frequency resolution. Consequently, when an 

emission is sampled all signals, emissions and noise, within the 320 Hz 

analyser filter bandwidth are fed to the correlator (see section 3.6). 

Many risers in this study showed a peak in their amplitude spectrum 

between about 0.9kHz and l.lkHz and the system amplitude response peaked 

at approximately 1.13kHz. Thus sampling at the high frequency end of 

the riser, fed a relatively low amplitude riser signal, together with a 

relatively high amplitude noise signal, (due to the preamplifier/system 

resonance peak), to the correlator. This noise is believed to be 

primarily mains harmonic interference. Although this hypothesis has yet 

to be verified, by sampling the mains interference, there are two 

argu ments in its favour. Firstly, a bearing of 0° is consistent with 

the location of the nearest mains source. Secondly, natural signals do 

not normally provide such consistent bearings. This is especially so 

near system resonance where the bearings are less reliable than away 

from resonance. 

It is therefore concluded that those bearings not close to 180° (0°) 

and which all fall in the lower frequency band, represent true estimates 

of the ionospheric chorus sources. An average bearing of 69° - 29° 

was obtained. 

5.7.5 Discussion And Conclusions 

As previously stated, during the rocket flight Troms^ and Solovomi 

ground stations received risers but the Rognan ground station did not. 

This indicates that the ionospheric exit point of the risers was located 

to the north of Rognan during the flight. Furthermore, assuming that 

the system sensitivities at Solovomi and Troms^ were the same (identical 

equipment was used), the higher riser count at Solovomi indicates a 

source nearer to that station. This is consistent with the bearing of 

69° - 29° since Solovomi subtends a bearing angle of ^92° at Troms^ 

(see section 5.7.4). 

If all the risers originated from one source then a corollary of 

this would be that the rocket, fired north-west from Andenes, see 

figure 5.1, was directed away from the ionospheric source of the chorus. 

It should be noted, however, that none of these goniometer analysed risers 

were recorded on the rocket and it is possible that two or more distinct 

chorus source regions exist. 
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5.7.6 Suggestions For Further Work 

Further goniometer analyses of risers recorded during the rocket 

flight are required in order to ascertain why such a large spread in 

bearing angles has been obtained (see section 5.7.7). Data reduction 

should also examine the possibility of a correlation between bearing 

angle and the absence or detection of risers aboard the rocket. 

Future analyses of goniometer data should attempt to examine 

the movement, if any, of the ionospheric exit point during the period 

02 UT to 03 UT when goniometered risers were recorded at both Rognan 

and Tromsj^. This may help to understand why Rognan received risers over 

a shorter period that night. One may speculate that the electron 

distribution involved in the chorus generation has suffered eastward 

gradient B drift along a constant L-shell. This would move the exit 

point N.E. away from Rognan and towards Troms«5 and Solovomi. A 

parallel examination of Geos II particle data is required. These studies 

may also reveal why Geos II detected an ELF chorus event over two hours 

earlier than the ground stations. 

5.7.7. System Implications For Future Campaigns 

+ o 

The variation in bearing angle of - 29 can be attributed to one 

or more of three causes. Firstly, a real scatter in riser exit points. 

Secondly, a purely statistical variation due to the signals being noisy. 

Thirdly, badly matched preamplifier channels (section 3.4.2) or other 

equipmental problems. The latter was investigated in some detail. 

Figure 5.4, the result of an azimuthal calibration at Troms^, shows 

that the bearing angles 0° (180°) and 90° (270°) did not result in a 

constant apparent bearing as a function of frequency. This was not 

expected, since the signals passed through one channel only. As such 

any amplitude and phase mismatching between channels should have been 

of no consequence. It was demonstrated that these fluctuations resulted 

from crosstalk between the preamplifier channels and was remedied, before 

the next experiment, by physically separating the two preamplifiers, 

previously mounted in the same container, into two boxes (see also 

section 3.4.2). Since the fluctuations are most noticable near the 

preamplifier resonant frequencies it was deduced that the said coupling 

took place via the closely matched input transformers. Paradoxically, 

the better the channel matching, as required by section 3.4.2, the 
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greater the crosstalk and system degradation. 

Crosstalk has similarly degraded the system performance at other 

azimuthal angles. 

5.8 1979 Spring Campaign 

Nominal background recording period:- 14 March 1979 to 

4 April 1979 primarily from 19 UT to 01 UT. 

Goniometer ̂ stations located near Tromsd, Norway; Sodankyla, 

Finland; Arjeplog, Sweden. 

Rockets to be launched during this period:- F6, P208A, Barium 

Geos, two Porcupine payloads. 

Rockets porcupine and F6 have been described in sections 5.3 and 

5.5 respectively. 

Both these Porcupine rockets were launched successfully, the 

first on 19 March 1978 at ~23 UT and the second on 31 March 1978 at 

^22.30 UT. In both cases, photo-ionization of the injected Barium 

cloud took place, however, no unusual ELF/VLF emissions were detected. 

F6 was launched on 19 March 1978, at 00.34 into a chorus event, 

however, the second stage failed to ignite. 

Petrel P20aA (University of Sheffield) carried a payload to 

measure the wave fields in the ionosphere due to ELF signals from a 

ground based ELF transmitter. The transmitter due to Koons (1980) 

was located near Skibotn, Norway (geographic co-ordinates 69°50'N, 

29°15'E). The rocket was launched from the Anddya range on 

28 March 1979. Unfortunately the telemetry failed early on during the 

flight. The ELF transmissions were, however, received by the 

Southampton goniometer stations and the data is at present being 

analysed by the University of Sheffield, U.K. (Yearby, private 

communication, 1979). 

Barium Geos consisted of a Nike Black Brant VĈ  rocket, to be 

launched from Esrange, carrying a barium jet experiment together with 

wave and particle experiments. Due to a low positive correlation 

between favourable weather and geophysical conditions, the rocket was 

not launched. 
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Analyses of background data collected during this campaign forms 

the basis of Chapter 6 and 7. The "Omega" locked clock, described in 

Chapter 4, was used at Tromsd throughout this period. 
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CHAPTER SIX 

Radiation Of IkHz Timing Signals Via The Night-lime 

Auroral Ionosphere - Data Analyses And Interpretation 

6.1 Introduction 

Over the period March 15 to April 4 1979 the Space Radiophysics 

Group at Southampton University conducted a programme of ELF/VLF 

goniometer (direction finding) recordings in Northern Scandinavia. 

It should be pointed out that throughout this period the "Omega" 

navigation transmitter located at Aldra, Norway was inoperative, 

significantly increasing the system sensitivity above that obtained 

during previous, similar experiments. 

On certain days it was noted that six pips were occasionally 

heard, on the hour; these were similar to those broadcast by radio 

stations for public timing information. A spectrogram of these signals 

can be seen in figure 6.7. At the time it was a matter of conjecture 

whether these "pips" were propagating ELF signals or whether they were 

due to non-linearities in the receiving equipment causing demodulation 

of a higher frequency wave. 

Here evidence is presented from which it is concluded that these 

pips were, in fact, propagating ELF signals produced by a mechanism in 

the D-region of the auroral ionosphere. 

6.2 The Experiment 

Three ELF/VLF goniometer receiving systems (bandwidth 0.5kHz to 

16kHz), which have been described in detail in Chapter 3, were operated 

in Northern Scandinavia. These were located at Lavangsdalen, near 

Tromsd, Norway, and at Arjeplog, Sweden (operational 15 March to 

4 April, 1979) and at Sodankyla, Finland (operational 22 March to 

5 April). At this latter station two channel, (non-goniometered), 

measurements were made during the previous week. 

The geographic and geomagnetic co-ordinates of these locations 

are given in figure 5.1 and table 5.1. The location of the goniometer 

field sites, rather than those of the appropriate observatories, are 

given. In addition, the L value at 100km altitude, is shown, calculated 

from Stassinopoulos (1970). 
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Due to logistical constraints, it was unfortunately impossible to 

maintain a 24 hour recording schedule over the above period. The 

schedule for these stations was prearranged, in conjunction with rocket 

experiments, to be from 19 UT to 00 UT over the period 15 March to 

1 April inclusive, and from 20 UT to 00 UT on April 2,3 and 4. 

Additionally scheduled recordings were made between 11 UT and 16 UT 

on 28 March 1979. Outside the above times each station operated 

independently whenever feasible. 

In addition a receiver designed by T. Turunen was operated on 

22 March alongside the Southampton Receiver. The former consisted of 

a long (500m) wire antenna lying on the ground, responding to the 

electric field of the radio wave, which fed a low noise preamplifier. 

Field assessment of a new ELF receiver, see chapters 8, 9 and 10, 

with a maximum passband of 1 Hz to IkHz, was also taking place at 

Troms^ at this time. The receiver was operated with either a mu-metal 

cored antenna or an air cored antenna; only the latter had a significant 

sensitivity at IkHz. This particular antenna was operated inter-

mittently between 31 March and 4 April. 

6.3 Identification Of Transmitter(s) Responsible 

Sometimes, particularly at Sodankyla it was possible to hear 

distorted music immediately preceding the pips. More careful 

investigation of the Sodankyla tapes showed that of the twenty-nine 

occasions when pips were detected nine occurred within the period 

22 UT to 01 UT. On all but one of these nine occasions, distorted 

music (Midnight in Moscow) was heard. When, however, pips were heard 

outside the above time period no associated music was detected. With 

reference to the World Radio and T.V, Handbook (1979), the music was 

identified as the signature tune of the Russian Internal Service 

"Second Programme or Channel", known as Mayak or Lighthouse. This is 

a musical programme/channel intended for all Union coverage and is 

transmitted on various frequencies, and from many transmitters in the 

U.S.S.R. The IkHz time pips are generally transmitted every hour 

and are preceded by this signature tune. Soviet internal transmissions 

also include the "First Programme" and various "local programmes". 

Each of these also has a specific signature tune which is broadcast 

occasionally. Timing pips are also normally transmitted on each hour, 

(Meacham^private communication, 1979) on these other services. 
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Using the above publication the Soviet internal schedules were 

studied over the frequency range 155kHz to 12.005MHz. On two frequencies 

only, 173kHz and 657kHz, it was discovered that the U.S.S.R. broadcasts 

its "First Programme" from 02 UT to 22 UT and its "Second Programme" from 

22 UT to 02 UT. This agrees well with the presence or absence of the 

"Second Programme" signature tune outlined above. It would thus seem 

likely that the transmitter, or transmitters, responsible for this effect 

operate on either one or both of these frequencies; however, contributions 

from other transmitters on other frequencies cannot be ruled out. 

This subject is revisited in section 7.2.5. 

Table 6.1 lists the transmitters operational on 173kHz and 657kHz, 

together with the most powerful of the Soviet transmitters on other 

frequencies, that are within a 1500km radius of Sodankyla. Maximum 

output powers permitted by the Geneva Plan of 1975 are given together 

with transmitter locations (also shown in figure 6.1). This information 

was obtained from the above handbook, from The Finnish Braodcasting Co. 

Ltd., (1979), and from the European Broadcasting Union (1979a). 

Figure 6.2 shows the transmission schedules of these various 

transmitters. 
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Fig. 6:1 Mercator Projection of Scandinavia and 

North Western USSR showing the major 

Soviet high power LF and MF broadcast 

stations within 1500 km of Sodankyla. 
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6.4 Vlf Goniometer System Tests 

6.4.1 Introduction 

It is clearly of the utmost importance to establish without 

question that the ELF pips were not the result of demodulation of 

LF/MF signals within the goniometer or ELF receiving equipment. 

Two investigative paths were pursued. The first was an investigation 

into the amplitude response of various system elements, up to iMHz, 

in order to check for an enhanced signal response at LF or MF. The 

second was the injection of signals, at the suspected transmission 

frequencies modulated at IkHz, the modulation frequency of the pips 

(see section 6.1), into various components of the system. This was to 

check for demodulation products caused by system non-linearities. 

The goniometer system was the principal receiving system used in 

this work and only this was examined in detail. 

6.4.2 Amplitude Response 

The goniometer system can be subdivided into aerial, preamplifier, 

and goniometer receiver itself. Each will now be considered. 

6.4.2.1 Aerial 

The aerial (see section 3.3.3) used for the goniometer measurements 

is a magnetic field sensor consisting of a diamond loop aerial, 

58 square metres in area, mounted in a vertical plane and constructed 

from heavy duty coaxial cable. The inner core is used as the aerial. 

The outer sheath has two purposes. The first is as an electrostatic 

screen and the second is to bandlimit the aerial response. The latter 

is effected by breaking the outer screen at the aerial apex (see figure 

2.1) and inserting a O.lwf capacitor across the gap, (Smith and 

Bullough, 1976). Figure 6.3a, reproduced from Smith (1970), shows the 

equivalent circuit of the aerial and screen, and figure 6.3b, reproduced 

from Smith and Bullough (1976), shows a schematic of the aerial's 

frequency response. The response divides into three regions. Firstly, 

a low frequency region where the output voltage obeys Faraday's Law and is 

proportional to the angular frequency - w. Secondly, a resonance region, 

around 65kHz. This is a result of the screen resonance, due to its 
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lEfZBAw 

Core Screen 

Fig. 6:3a Equivalent Circuit Of Goniometer Aerial 

<x freq E. (freq) 

Frequency - f 

Fig. 6:3b Idealised Amplitude Response Of The Goniometer Aerial. 

Lz = 66pH 

R2 ~ 0. 5̂ 2 

L3 = 50pH 

R3 = 0.30 

M2 3= 50]iH 

Q - f in KHz 
res 

C3 = O.lpF 

Table 6:2 Goniometer Aerial Characteristics. 
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series capacitance and inductance, being reflected through the screen 

to core transformer. Thirdly, a high frequency region where the output 

voltage is inversely proportional to the angular frequency. At these 

frequencies the screen acts as a shorted turn in the magnetic circuit 

between core and screen. The aerial is consequently bandlimited for 

frequencies above resonance. Smith (1970) has experimentally determined 

the inductance of the core, the screen, and the mutual inductance 

between core and screen. His values, together with other pertinent 

parameters, are given in table 6.2, In particular, note that the Q of 

the resonance peak is ^65(i.e. the 3dB bandwidth = IkHz). Therefore in 

practice the aerial is bandlimited for all frequencies above about 

70kHz. 

6.4.2.2 Preamplifier Plus Aerial Response 

It was necessary to test the preamplifier response in association 

with either the aerial itself or a dummy aerial which modelled the 

electrical characteristics of the aerial. 

Ideally field site amplitude response measurements should have 

been made using a known input field with the preamplifier output 

amplitude being measured on a spectrum analyser. The latter would have 

been used as a variable band pass filter to reject the background 

(manmade) noise, prevelant at any European field site. Such 

measurements must be made on site and not subsequently from tape 

recordings, because above %20kHz even the best conventional (direct 

record) tape recorders become inoperative. Unfortunately no suitable 

field site, with a mains source, (required for the spectrum analyser), 

was available near Southampton. Chilbolton, a field site used by 

previous research workers in Southampton, was no longer available for 

ELF/VLF measurements due to an increase in local mains interference 

to levels which caused preamplifier saturation. This was deemed to be 

due to the 24 hour operation of the S.R.C, Chilbolton Radio Telescope, 

and also, due to the construction of a new housing estate in the 

nearby village. 

Another measurement technique considered was the use of a dummy 

aerial which correctly modelled the electrical characteristic of the 

aerial up to ]MHz. Smith and Bullough (1976) have described the 

construction of a dummy aerial to model the low frequency, (Faraday 

Law), response of the aerial. This does not, however, simulate the 

effects of the aerial screen plus series capacitance. Figure 6.4 
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depicts the configuration adopted to rectify this situation. The 

secondaries (2 and 3) electrically represent the core and the sheath 

of the goniometer aerial respectively. The sheath secondary resistance 

has been omitted from the model since it has negligible impact for 

500 Hz < F < iMHz, except close to resonance. The modelled core 

resistance has been neglected, being small compared with that of the 

load. The values of inductance and mutual inductance obtained for, and 

between the secondaries are given in table 6.3b and should be compared 

with measurements on a real aerial, (Smith, 1970) , see table 6.2. The 

agreement is to within 2%, 

We wish to derive a relationship between the input voltage to the 

dummy aerial and an equivalent wave field. The voltage, appearing 

at the dummy aerial output (figure 6.4) for a sinusoidal input signal 

E with angular frequency w, from a source impedance « R̂ , can be 

calculated by the application of Kirchhoff's Law to each mesh. 

Mesh 1 

Eg = (R; + jwL;) I; - jw(Mi2 Ig + #13 I3) 

Mesh 2 

0 = (R^ + jwL2) I2 - jw(Mi2 + #23 I3) equations 6.1 

Mesh 3 

0 = (jwLg + 1 ) I3- jw(M3i Ii + M23 I2) 
jwC3 

Substituting for 1% and I3 gives I2 and since = R^l2 

E, = 

R% + jcoLi + 3^ \ /rl + jwL2 + ^23 \ - j / 3 M 2 3 + wMj^ 
j(WL3- 1 ) j(wLs- 1 )I I (wL,- 1 ) 

WC3 l \ WC3 / \ WC3 

-j / " M13M23 + wMi2\ equation 6.2 

(WL3- 1 ) 
a)c3 

The corresponding voltage E , at the antenna output is the 

'Faraday Law' induced voltage modified by the sheath. Application of 

Kirchhoff's Law to the two meshes of figure 6.3a gives: 

R, ABw . . c _ 
L equation 6.3 

R^ + jwLg + W 

Ga = = 2 
,2 M232 

jCwLg - 1 ) 

where A is the aerial loop area and B is the wave field. Providing 

82 



Fig. 6:4 New Style Dummy Aerial Circuit. 

Li = 2 turns of 24 s.w.g. wire. 

Lg = 12 turns of 36 s.w.g. wire. 

L3 = 1 2 turns of 34 s.w.g. wire. 

Ferrite core : LA2400 

C3 = OJLpF 

Table 6:3a Constructional Details. 

Lg = 67pH 

L3 = 51pH 

M23 = 49pH 

Table 6:3b Dummy Aerial Inductance Values. 
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Rl » Ri » and Mjz » 

(wLg - 1 ) (wLg - 1 ) 

U C g W C 3 

it is simple to show, by equating 6.2 and 6.3 that: 

E = 
s 

M12 

which for perfect coupling between windings 1 and 2 reduces to: 

Eg = equation 6.4 

L2 

where N is the winding one to winding two turns ratio. This frequency 

independent relationship is identical to that derived by Smith and 

Builough (1976) for their low frequency dummy aerial. 

Of the above approximations the first is met for 500 < f <lMHz 

as is the second, except within a few kilohertz of resonance. The 

third condition is also met for this frequency range except near 

resonance. In this instance, however, the regime of nonconformity is 

larger. In figure 6.5, which shows the response determined using this 

dummy aerial, this region is shown dotted. For comparison the response 

using the Faraday Law dummy aerial is also shown. It can be seen that 

the gain of the aerial plus preamplifier decreases with increasing 

frequency with no tendency to instability or high gain. This 

fall-off is a result of both the aerial bandlimiting and the 'v IkHz 

preamplifier input transformer resonance, see section 3.3.4 and 

figure 3.3. 

The input signal is, from equation 6.4., calculated to be 

equivalent to a field of 4.5pT, or assuming a plane polarised 

wave propagating in free space, 1.3mV/m. 

6.4.2.3 The Goniometer Amplitude Response 

The goniometer response has also been determined by applying a 

signal of 2V peak to peak to the input. This is approximately 75% of 

the maximum permissable input. The measured response is depicted in 

figure 6.6 and it is interesting to note that it shows a peak near 

145kHz. The frequency of this resonance was found to be constant to within 

84 



(ap) ZHXSZ ox 9AtiBX9H apnq.Ttdmv ^nd^nQ 

85 



.o 

i 
>4 

h 
> 
•H 
Q) 
0 

1 
•H 

§ 
o 

(d 
o 

•H 
A 

o 

0) 
m 
§ 

m 

(O 
(O 

U) 
•H 

o 
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- 5% from channel to channel and goniometer receiver to goniometer 

receiver. This goniometer channel shows a gain of + 2dB, (relative to 

5kHz) at 173kHz, one of the possible transmitter frequencies; this 

measurement obviously warranted further investigation. 

More careful examination of the goniometer output signal at LF 

frequencies showed that for input signals above lOOkHz the output 

signal showed no modulation due to the internal goniometer oscillator. 

Figure 6.7, however, shows the pips to be strongly modulated, (shown 

here by the splitting of the signals into two sidebands). It was 

therefore concluded that if this amplitude resonance was indicative of 

receiver demodulation, then it must have taken place in the buffer 

stage, prior to the multiplier, in order for there to be a IkHz 

modulated signal at the goniometer output. This was further investigated, 

see section 6.4.2.5. 

6.4.2.4 Preamplifier Non Linearities 

The preamplifier linearity was investigated by applying, via the 

dummy aerial, signals at 173kHz and 657kHz, amplitude modulated to 

75% at IkHz. The object of the exercise was to simulate reception of 

an LF wave of high field strength. No information could be obtained 

on the modulation depth of the Russian transmitters. The value adopted 

(75%) is similar to that used by the B.B.C. The signal applied was 

equivalent to a field of 1.4 x 10 nT or 42mV/m. Sivusaami (private 

communication, 1979), of the Finnish Monitoring Service, reports that 

the daytime field strength of transmissions on 173kHz, measured at 

Sodankyla on 3 April, 1979, was 112^V/m. Belrose (1968) considered 

that the field strength at night, (when most of the ELF pips were 

detected) could be up to four times greater than that measured during 

the day. He also reported that LF field strengths are variable during 

nightime auroral activity but generally not higher than during quiet 

time conditions. We may therefore conclude that the field strengths 

applied in this linearity test were approaching 40dB (i.e.JL % 42mV ) 

larger than the 173kHz nightime field strength at Sodankyla, 

the station nearest to the Soviet border. 

The output voltage at IkHz was measured using the SD350-6 spectrum 

analyser (Spectral Dynamics, 1978) with a 5Hz bandwidth. No output 

signal was observed at the level determined by noise in the laboratory. 

This was itself at least 40dB less than the output expected from 
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natural atmospheric noise at the preamplifier output for a frequency 

of 1 kHz. 

Thus had demodulation taken place in the equipment the IkHz 

signal would have been so weak that it would never have been discovered* 

6.4.2.5 Goniometer Non-Linearities 

Similar measurements were conducted on the goniometer using 

a 2V peak to peak input voltage. No signal at IkHz could be detected 

down to the -112 dB level relative to 1 volt. This is > 60dB down 

on the expected atmospheric noise output at any receiving station. 

Tests were also conducted at 145kHz, i.e. on the goniometer 

resonant peak, and again no output signal was detected. 

Additionally the output from the goniometer was recorded by the 

same model tape recorder as used on site and the recorded signal 

tested for non-linearities. 

Similar negative results were obtained. 

These measurements substantiate the view that the existence of 

the resonant peak is inconsequential in this regard. 

6.4.2.6 Conclusions 

All these measurements indicate that the "pips" recorded at 

IkHz were due to propagating ELF signals rather than due to the 

demodulation of LF/MF radio signals by the equipment. 

This view is further corroborated in the following sections where 

the observations are best interpreted in terms of a propagating ELF 

signal. 

6.5 Analysis Equipment 

Most spectral measurements of the pips were made using a 

Spectral Dynamics SD 350-6 real time analyser (Spectral Dynamics, 1978). 

Goniometric bearings were obtained from the tape recorded signals 

using the Sheffield University Semi-Automatic Whistler Analyser. 
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Both of these instruments have been described in Chapter 3. 

6.6 Investigation of the Pips 

6.6.1 Introduction 

A thorough examination of recordings made by the Southampton Group 

at Troms«$, Arjeplog, and Sodankyla was undertaken. Although all three 

stations received the pips, Arjeplog was unfortunately subjected to 

high mains harmonic interference at IkHz. This made positive 

identification of weak signals difficult, and amplitude and directional 

measurements impossible. The data from this station have therefore 

not been examined in detail. 

Pips were also recorded several times on the Turunen ELF/VLF 

receiver, in parallel with Southampton measurements. Additionally, 

on one occasion the ELF system received the music which sometimes 

precedes the pips. This was at a time outside the scheduled 

recording hours, i.e. when the goniometer system was not in operation. 

At other times when the ELF system was operating in a mode suitable 

for the reception of pips, (that is with a bandwidth up to IkHz, 

see section 6.2), no pips (or music) were recorded on either 

the ELF receiver or, when also operational, the goniometer receivers. 

6.6.2 Description Of Pips 

The pips recorded at the Scandinavian field sites were, on return 

to England, found to have a frequency of IkHz - 0.5 Hz and each pip 

was found to be 105 - 8ms in duration. The pips fell in groups of 

six, occurring one per second, with the onset of the last of the six 

being on the hour. 

Figure 6.7 shows the dynamic spectra of the six pips in hard 

copy form. Each pip has been split into two because of the goniometer 

modulation at approximately 27.5 Hz. No similar signals were identified 

at 2kHz or higher harmonics, at any recording station, 

6.6.3 Correlation Of Pip Occurrence With Magnetic Activity -

Daily Variation 

The number of occasions that pips were detected within one day, 

over a specified time period, at either Troms^ or Sodankyla, were 
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plotted as a bar chart, see figure 6.8a. These specified periods were 

given in section 6.2. When pips were heard between 23:59:55 UT and 

24:00:00 UT they were assigned a value of | to the present day and 

& to the following day. The shaded areas indicate that data were lost 

for one or more hours during that day's schedule and show the maximum 

number of times that pips might have been detected. Note that in order 

to confirm that pips were indeed transmitted every hour during this 

period a copy of the Soviet "Radio/TV Times" was obtained. This was 

unfortunately, for the period March 11 to March 17 1979, the week 

previous to that of interest; however, Meacham (private communication, 

1979) reports that programming remains fairly constant from week to 

week. On the basis that pips were broadcast when the programmes 

changed on the hour and not when the programmes ran across the hour, 

it was inferred that pips were broadcast every hour except at 08 UT 

and 11 UT on Thursdays and at 18 UT on Sundays. No recordings were 

made at these times and so the data set is unaffected. 

Figure 6.8b shows the daily sum of the eight Sodankyla magnetic 

indices, Rggg, (Rostoker, 1972) over the period of interest. (The 

index K gives, on a logarithmic scale of 0 to 9, a measure of the local 

geomagnetic activity over a three hour period). 

We see that this period was characterised by little geomagnetic 

activity from March 14 to March 21, and strong activity thereafter. 

Comparison of the two charts shows that, apart from March 28 and 

April 1, there is a broad positive correlation between the detection 

of pips and geomagnetic activity. In particular a threshold of magnetic 

activity exists (Ky^g = 18) below which the pips were not received. 

6.6.4 Dirurnal Variations 

Figure 6.9 shows the number of times that recordings were made, 

on each hour, at either Sodankyla or Troms*) over the period March 22 

to April 4, 1979. Also shown are the number of times that pips were 

detected. The period March 15 to March 21 has not been included in the 

data set, because at no time were pips detected. Again no corrections, 

of the type discussed in section 6.6.3, had to be applied to the data 

set. 

It can be seen that the number of samples in the evening/midnight 

sector is comparable with the number of days being considered. In the 
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afternoon sector the number of samples is low, and in the morning 

sector, zero. 

Two points should be recognised. 

Firstly, the probability of hearing pips is greatest during the 

evening sector. (The time of magnetic midnight at Sodankyla, for the 

March equinox, has been determined as 21:32 UT, using the method of 

Montbriand (1970)). 

Secondly, although the afternoon sector statistics are less reliable 

than those of the evening/midnight sector, it is interesting to note that 

the pips detected at 15 UT and 17 UT (on March 22), and 11 UT and 

12 UT (on March 28), show a strong positive correlation with 500Y, 

or greater, positive magnetic bays recorded at Sodankyla. Over the 

whole experimental period, these afternoons exhibited the strongest 

afternoon magnetic activity. The positive bay is interpreted as being 

indicative of a strong eastward flowing electrojet. This particular 

result agrees well with general conclusions drawn from an analysis of 

the STARE data, see section 6.6.6. 

6.6.5 Bearings 

Using the Sheffield University Semi-Automatic Whistler Analyser, 

a calibration curve of apparent azimuthal arrival angle against real 

azimuthal arrival angle was obtained for the IkHz calibration at 

both Tromsd and S odankyla. Two azimuthal calibrations, see section 

3.4 were executed at both stations, one at the start and one at the 

end of the campaign. This was to provide redundancy and, in addition, 

a check of the equipment stability throughout the experimental 

campaign. 

Figure 6.10 depicts the IkHz calibration curve for Sodankyla. 

Since,for the angles 0°E to 90°E the apparent bearings obtained from 

both calibrations were within - 1° of each other, only one curve 

is shown. This error may readily be accounted for as misalignment of 

the calibration coil by the operator. For the remaining angles, it 

was impossible to obtain bearings from the second calibration due to 

the reception of strong chorus at IkHz. The close agreement over the 

angles 0°E to 90°E indicates, however, that the equipment functioned 

is a stable manner during the entire campaign. 
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Figure 6.11 depicts similar IkHz calibration curves for Troms^. 

The variation of apparent bearing between the two calibration curves 

cannot be accounted for by errors in calibration coil alignment. A 

variation in the N/S loop preamplifier response, between the start 

and the end of the campaign, also indicated that the two azimuthal 

calibrations should be treated separately. 

Measurements on the pips involved obtaining the apparent bearing 

for each of the six pips in the set and averaging these values. Due 

to the pips short duration, "reliable" cross correlograms between 

signal and calibration pulse, were only obtained for the strongest 

pips at each station. The real azimuthal bearing angle was obtained 

from the apparent bearing by using the appropriate calibration curve, 

(figure 6.10 and 6.11). 

For each set of pips the "noise" between the pips was sampled at 

IkHz, and cross-correlated with the calibration pulse, to verify that 

no source existed, locally or otherwise, which could give an erroneous 

result. On all occasions the correlogram, which was generally poor 

(indicative of general background noise with various azimuthal arrival 

angles), gave a bearing greater than 20° from the bearing obtained 

for the pips. 

Table 6.4 lists the average bearings obtained from Sodankyla and 

TromsjfJ. As expected from signal strength considerations (see section 

6.6.10), and signal to noise ratio considerations, the number of reliable 

bearings obtained from Sodankyla was higher than from Troms«5. Bearings 

from the latter were obtained by associating the apparent bearing of 

the first pip set with the first calibration curve and the remainder 

with the second calibration curve. It can be seen that by doing so a 

fairly consistent set of bearings, throughout the experiment, was 

obtained. 

In cases where two bearings were available the source of the 

proposed ELF signal was determined using the computer program of Jarvis 

(1976). The geographic co-ordinates obtained from the program, are 

shown in table 6.4. Additionally the bearings have been plotted 

as great circle paths on cartesian maps of Northern Scandinavia, and 

North-West Russia. A map program based upon the north American 

program of Dr. Strangeways and modified for Scandinavian use by the 

author, was used for this purpose, A typical example is shown in figure 

6.12. In this presentation the signal source is shown as the intersection 

of the two solid lines, and the bearing angle errors are represented 
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as dashed lines. The latter constructs a so called error diamond 

around the source location. Figure 6.13 shows the location of all the 

triangulated sources together with the worst case envelope of standard 

errors. 

The distance of Che ELF pip sources from Tromsd and Sodankyla has 

been calculated, and is also given in table 6.4. 

Strangeways (1977) has shown that, for a IkHz signal, with the 

ionospheric source located at such distances from the receiver, a 

systematic bearing angle error of up to twenty degrees can be associated 

with polarisation and multipath effects, Strangeways work, however, 

involved idealised situations with assumed values of the ground 

conductivity and ionospheric parameters. Evidently in an experimental 

situation we have no knowledge of these parameters, nor are they 

constant over the propagation path. The bearing errors given in 

table 6.4 and figures 6.12 and 6.13, do not, therefore, include these 

systematic errors, and show purely the random measurement errors. 

The remaining bearings, from Sodankyla only, do not fall close to 165 

but around 10° to 20° (or 190° to 200°, due to the 180° ambiguity 

in the goniometer technique). It is not known whether these represent 

valid bearings since they were generally obtained from lower field 

strength signals, than those discussed in previous paragraphs. 

6.6.6. Hourly Determination Of The Direction Of Ionospheric Electrojet 

Currents 

6.6.6.1 Introduction to STARE 

The Scandinavian Twin Auroral Radar Experiment, or STARE is a 

radar system designed to study electrostatic ion waves or irregularities 

(Buneman, 1963; Farley, 1963; Register and D'Angelo, 1970) in the 

E region of the Scandinavian auroral ionosphere. Such irregularities 

occur in the region of the auroral electrojet. 

The facility consists of two pulsed bistatic radars located in 

Norway and Finland, operating on 140.0 MHz and 143.8 MHz, respectively. 

Each transmitting antenna illuminates a large common area of the 

ionosphere stretching from 68°N to 72°N, and from 14°E to 23°E. Using 

a multiple, narrow beam, phased receiving antenna it is possible for 

each receiver to measure simultaneously the mean Doppler velocity of 

these auroral irregularities at 50 different radar ranges, along eight 

different lobes . A combination of Doppler data from both receivers 
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enables the mean velocity of the irregularities to be determined. The 

system has been described in detail by Greenwald et al. (1978). 

By making certain assumptions, discussed by Greenwald et al. (1978), 

it is possible to determine certain ionospheric parameters from these 

measurements. It has been demonstrated by Ecklund et al. (1977) that 

this mean velocity is approximately equal to the electron drift velocity, 

which in the E-region of the auroral ionosphere is given by: 

Va = E X B/B* 

Vg being the mean irregularity drift velocity. The direction of the 

auroral electrojet current is opposite to that of the electron drift 

velocity. Additionally, since the radar measurements are made in a 

plane perpendicular to the geomagnetic field, the horizontal ionospheric 

electric fields can also be determined from V , via the above equation, 

Cahill et al. (19 78) have reported close agreement between electric 

fields derived from the STARE data and electric fields obtained from 

rocket borne payloads. However, a word of warning is appropriate. 

Siren et al. (1977), have compared measurements from the Chatanika 

Incoherent Scatter Radar, described by Balsley et al. (1973), and 

measurements from a 50 MHz backscatter radar, situated at Anchorage, 

Alaska, They found a difference between the electron drift velocities 

obtained from Chatanika and Anchorage. Additionally, they demonstrated 

that the Chatanika results agreed well with ground based magnetometer 

data. It was consequently concluded that the mean drift velocities, 

determined from the Auroral Radar, were suspect. Since the E region 

electric field is derived directly from the mean drift velocity it too 

must be treated with care. Siren (1977) concluded, however, that STARE 

is a valuable tool for locating the auroral electrojet, and determining 

its sense (direction). In this work we are primarily interested in 

the latter. 

Figure 6.14 shows some typical STARE results obtained during the 

period of interest. The direction of the vector, integrated over 

20 seconds, shows the direction of motion of the irregularities. Note 

that within one hour the mean irregularity drift velocity vectors 

have changed from a predominately westward to a predominately eastward 

direction, consistent with a change from an eastward to a westward 

flowing electrojet. Using the assumptions outlined above the electric 

field may be obtained by rotating the velocity vectors 90° clockwise 
- 1 

and setting 1000 ms to be equivalent to 50 mV/m (Greenwald et al. 1978). 
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The lower plots show the location and strength, on a grey scale, of 

the radar echoes from each station. These have been included for 

completeness but have no relevance to this study. 

6.6.6.2 Results 

Due to the inoperation of the Finnish STARE facility over part of 

the period of interest, Doppler maps could only be obtained for a 

limited number of hours and days. Figure 6.15 shows the times when 

both radars were operational and also whether or not pips were detected. 

In figure 6.16 the absence or detection of pips has been plotted, on 

a compass projection, as a function of electrojet direction within 

the STARE viewing window. Each point is the result of a visual average 

of the STARE velocity vectors. An attempt has also been made to indicate 

the variation of vector direction within the window. The radial distance 

of each point from the intersection of the axes should not be inter-

preted as an indication of the electric field strength which was, 

subject to the provisos of section 6.6.6.1, always approximately 25 mV/m. 

It can be seen from figure 6.16 that the occurrence of the pips 

shows a high positive correlation with an eastward flowing electrojet. 

Conversely, the absence of pips shows a similar correlation with a 

westward flowing electrojet. Note that the absence of a recorded pip 

does not necessarily indicate that no ELF signal was generated. High 

ionospheric absorption could have taken place en route from the source. 

Note also that the STARE viewing window does not coincide with 

source of the pips determined from goniometer measurements, see 

figure 6.13. The geomagnetic time difference between the pip generation 

region and the window is however, only 20 minutes and as such STARE 

may still be a valid diagnostic tool in this context. 

6.6.7 Magnetometer Data 

Consideration was given to establishing the electrojet position 

and direction, using data from the Finnish meridian magnetometer chain, 

following the methods described by Kisabeth et al. (1973). This method 

involves, however, many assumptions (which are not necessarily valid), 

expertise, and time, and was consequently not pursued. 

Magnetometer analysis was restricted to examining data from 

Sodankyla, Positive bays were interpreted due to a nearby eastward 
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electrojet system and negative bays due to a westward system. Pips 

were found to occur during both positive and negative bays which failed 

to corroborate the findings of the STARE analysis. It was, however, 

clear that pips were only received when an active auroral zone current 

system existed nearby. 

6.6.8 Riometer Data 

Riometer absorption data from the northern section of the Finnish 

meridinal riometer network were examined. Kamide and Akasofu (1975) 

report that the westward electrojet is coincident with the diffuse aurora 

(Akasofu, 1974) in the midnight sector and the westward travelling surge 

in the evening sector. Similarly Potemra (1979) reports that in the 

evening sector the eastward electrojet is also associated with the 

diffuse aurora. Hartz and Brice (1967) have shown that the quasi-circular 

region of diffuse aurora is associated with drizzle type precipitation 

of > lOkeV electrons which cause D-region absorption (Heikkila, 1972) . 

Thus, the latitudinal position of the maximum riometer absorption was 

interpreted as indicating the electrojet position. 

Figure 6.17 shows the location, in latitude, of the riometer 

absorption maximum, for each hour, on the nights that at least one 

triangulated pip source was determined. The dark symbols show when 

pips were detected on each hour; arrows show when the source could be 

determined. 

It can be seen that, when ELF pips are known to be generated 

just to the south of Sodankyla the electrojet is also located above, 

or somewhat south of Sodankyla. This provides yet further evidence 

for the close association between pip generation and the electrojet. 

Figure 6.17 also shows that, as the electrojet moves southward, 

pips are sometimes detected and sometimes not. On other occasions, 

when the maximum riometer absorption is located near Sodankyla, but 

when there is also heavy absorption to the south, no pips are received. 

It is believed that this results from absorption of a northward 

propagating causative signal before it can attain electrojet altitudes 

and/or the interaction latitude. 

Figure 6.18 shows a similar plot, but this time as a function of 

day for various times. The maximum riometer absorption generally moves 

southward from 20 UT to 21 UT only to return north again at 22 UT. At 
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21 UT few pips were detected, see figure 6.9, from which we conclude that 

there is some special significance in the electrojet position being 

near or just to the south of Sodankyla. 

6.6.9 Defense Meteorological Photographs (DMSP) 

Kamide and Akasofu (1975) and Wallis et al. (1976) found that the 

electrojet was confined to a latitudinal region within the diffuse 

auroral emission zone, just equatorward of the region of bright discrete 

aurora. 

In order to pursue the findings that the occurrence of pips was 

correlated with the auroral electrojet (section 6.6.3, 4, 6, 7 and 8) 

DMSP data were examined. The objective was to relate the occurrence, 

or otherwise, of pips with the diffuse aurora location. The limited 

temporal resolution of the photographs resulted in the study being 

aborted. 

6.6.10 Pip Amplitude Measurements 

It is well known that the minimum time, during which a 

spectrum analyser must acquire information in order to make a valid 

amplitude estimate is: 

I > T . = 1/B 
w m m 

where B is the resolution of the analyser and where T^ is the analyser 

time window (Bendat and Piersol, 1971). For a pip duration of % 0.1 

seconds (section 6.2) B > 10 Hz. The selected resolution of 10 Hz 

enables the 27.5 Hz goniometer modulation to be easily identified and 

amplitude measurements were consequently made on each sideband. 

Several measurement techniques were considered. A linear average, 
4. 

at (1000 - 5) Hz, over the six pips, including the intervening periods 

was rejected because the pips last for only 0.5 seconds in 5.1 seconds; 

this would have given a low signal to noise ratio in the presence of 

atmospherics and further signals at IkHz. 

It was Jtherefore, necessary to measure the amplitude of each pip 

separately, subsequently averaging these values. The technique adopted 

was to utilise the "peak" facility of the analyser which stores the 

peak amplitude occurring in each frequency bin whilst the averager is 
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in operation. With practise and with use of a digital time code clock 

(chapter 4) it was possible to switch on the averager for <0.3 seconds 

over each pip. Using this method the maximum amplitude of the pip 

plus noise was measured, rather than the time average of the noise and 

pip. (The signal to noise ratio at Troms^ was typically 6dB and at 

Sodankyla, 12 dB). The peak amplitudes of both the upper and lower 

sidebands were measured, where possible, on all six pips. (For about 

20% of the pip sets analysed, one or more such measurements were rejected 

from the data because they fell concurrently with a loud spheric, 

producing an unrepresentative peak value). From up to twelve of these 

values, the average amplitude was calculated for each hourly timing pip 

set. 

In order to convert the pip amplitude, in arbitary units, into a 

field strength it was compared to the amplitude of a calibration signal 

which corresponded to a known field strength. Such IkHz signals were 

recorded at the start of each side of tape, chapter 3. With due 

allowance for any change in background noise, normally caused by the 

onset, or end, of a chorus event the absolute field strength of the pip 

signal was readily calculated. This correction for noise variation 

was obtained by computing a linear average preceding and directly after 
(root sum 

both the pips and calibration tones and subtracting these, in an R.S.S.|^ 

sense, from the signal and calibration signal amplitudes. 

The resulting mean pip field strengths, are shown, for both 

Sodankyla and Troms«5, in figure 6.1 9. Field strengths at Sodankyla 

are higher than those at Troms^; in agreement with the goniometer 

measurements which show a favoured source location close to Sodankyla. 

In general, on one night, variations at one station are mimicked by the 

others. 

6.7 Summary Of Major Results And Initial Conclusions 

Section 6.4 has established that the ELF pips recorded during 

this period were not the result of non-linear demodulation of a strong 

broadcast service radio signal in any part of the equipment. It is 

consequently proposed that these ELF pips, strength 'v O.lpT, were 

produced by non-linear ionospheric demodulation of signals from one 

or more transmitters on these frequencies. Since all candidate 

transmission frequencies are < 700 kHz such an interaction would take 

place in the D region or lower E region. 
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Controlled experiments, on non-linear ionospheric processes, 

usually involve E or F region interactions, see chapter 2. D-region 

effects are not, however, unprecedented; indeed, the Luxembourg effect 

itself (Tellegen, 1933) is a result of non-linear cross modulation in 

the D-region. The Finnish Broadcasting Co. Ltd., (1979) give a 

summary of such cross modulation effects monitored near Helsinki, Finland. 

It is interesting to note that many of the candidate frequencies defined 

in section 6.3 are reported to be associated with such non-linear 

effects. 

The period of the experiment was characterised by two different 

levels of local geomagnetic activity, see section 6.6.3. From 

14 March to 21 March, when no pips were recorded, the daily sum of 

K indices, measured at the Sodankyla Geophysical Observatory, varied 

between two and twenty. From 22 March to 4 April, the corresponding 

values varied between twenty and forty-five and, with the exception 

of the 1 April, pips were recorded at least once each day. It is 

concluded that pips were only recorded when the daily magnetic activity 

was high. At high latitudes such activity is primarily a function of 

the auroral ionospheric current intensity and consequently a corollary 

of the above is that pips only occur when the ionospheric currents are 

strong. This is in agreement with the HF demodulation experiments of 

Kapustin (1977). 

Inspection of STARE data and magnetograms from Sodankyla and 

Kiruna showed that there was always an active auroral zone current 

system nearby during the times of pip occurrence. Within the STARE 

viewing window the direction of the electrojet current was generally 

eastward when pips were recorded and westward when they were not, 

see figure 6.16. 

The probability of pips occurring was greatest in the local evening, 

at 19 and 20 UT (around 22 magnetic local time). Only one measurement 

was, however, available at 18 UT and thus a high probability of 

occurrence at this time should not be ruled out. 

On six occasions the signal to noise ratio,.was high enough to allow 

the determination of the azimuthal bearing on the IkHz signal source 

from both Sodankyla and Troms^. On five occasions the sources were 

approximately the same. On three more occasions a bearing angle, with 

180° ambiguity, was obtained from Sodankyla which did not coincide with 

the direction of the five cases having roughly the same source location. 
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This situation is depicted in figure 6.13. 

Examination of riometer data from the meridinal Finnish chain 

showed that, within the latitudinal range of the stations analysed, 

the maximum region of absorption occurred near, or somewhat south of, 

Sodankyla on the five occasions described above. The riometer absorption 

maximum, interpreted as indicating the electrojet position, approximately 

coincides, latitudinally, with the triangulated generation region, see 

section 6.6.5. 

Measurement of the pip duration, section 6.6.2, showed that there 

was considerable variation in ELF pip duration. The average pip 

duration was found to be 105 - 8 ms. Turunen (private communication, 

1980) states that the transmission duration of each pip is, however, 

only 100 ms. 
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CHAPTER SEVEN 

ELF Pip Generation Mechanisms 

7.1 Introduction 

Section 6.7 has summarised the results obtained and has 

demonstrated a close relationship between strong local ionospheric 

current systems and the generation of ELF pips. 

In the following sections possible ionospheric pip generation 

mechanisms are outlined. These mechanisms are based upon the theories 

outlined in chapter 2 for an isotropic plasma whereby modulated RF 

energy incident upon a localised region of the ionosphere causes, 

in the steady state, both time independent and time dependent 

variations of electron temperature. These time dependent 

variations, at the modulation frequency and also 19, , cause a like 

variation in the ionospheric electron-neutral collision frequency 

which in turn causes a similar variation in the conductivity. Any 

ambient B.C. current is consequently modulated and acts as a large 

transmitting antenna in the lower ionosphere. Evidently, the auroral 

ionosphere, where the D.C. current of the auroral electrojet is 

extremely strong, will be particularly effective in this respect. 

7.2 The Location Of The Generation Region 

Previous (Utlaut, 1975) or proposed (Stubbe and Kopka, 1977) HF 

ionospheric heating experiments utilise a vertically incident wave from 

a high gain antenna in order to produce a localised "hot spot" overhead. 

The cause of the effect reported here has, however, been identified as 

LF and/or MF transmitters located several hundred kilometres distant 

from the generation region in the ionosphere. In addition, although 

no specific information regarding the transmitter antenna design and 

performance could be obtained (Zhulin, private communication, 1980) it 

is reasonable to suppose that the antennae are low gain capacitively 

loaded verticals (Blake, 1966). The radiation pattern is expected to 

be omnidirectional in azimuth with a maximum at 10° or 20° elevation 

(Belrose et al. 1959) . Such an antenna is vertically polarised 

(Belrose et al. 1959) . 

As a consequence of these facts it is perhaps puzzling why one 
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region of the ionosphere should be heated preferentially to all others. 

In addition it is of interest to enquire why, within the limit of the 

triangulation error diamonds, five pip sources were colocated. Various 

mechanisms by which a localised heating region could be formed are 

discussed below. 

7.2.1 Mechanism One 

Consider a "heating" LF/MF wave propagating from either the south 

or north of the auroral zone and incident directly (no reflections) 

upon the ionosphere. (Figure 6.1 shows that most candidate transmitters 

are south of the auroral zone). For an omnidirectional high latitude 

antenna a circularly expanding LF/MF wave pattern(planar geometry) will 

result, which could cut the electrojet, considered here to be flowing 

east-west. Demodulation might then occur, by a manner such as described 

in chapter 2, within either the southerly or northerly edges of the 

electrojet region. Here there will be adequate current flow but low 

radio wave absorption, thus allowing the incident wave to attain 

electrojet altitudes. 

Further consideration, however, shows that the effect of both the 

electrojet and the absorption is, primarily, to localise the pip 

generation region in geomagnetic latitude. Localisation in a longitudinal 

direction is less efficient, being provided by the inverse law decay of 

field with distance and, to some extent, by absorption. Additionally, 

the distance from the transmitter to each element of the electrojet 

is different from that of neighbouring elements. Consequently, each 

element will not be heated in phase with its neighbour. 

It is thus difficult to visualise how a localised, and coherent 

ionospheric radiator could be formed. 

7.2.2 Mechanism Two 

In the second mechanism, illustrated in figure 7.1, a single 

transmitter is also considered but the possibility of waves multiply 

reflected from the ionosphere and ground is addressed. In certain 

regions the periodic heating effect of a wave having suffered m collisions 

may be in phase with the periodic heating from a wave having suffered 

n collisions (n ^ m). If the phase changes on reflection are the same 

for both waves this occurs when: 
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IONOSPHERE 

ELECTROJfT^ 

LPMF TX \ / <4 /' ' 

'it 1111^/ / / / / / i / / / / 7 y / / / / ' ^ / 

Fig. 7:1 Mechanism 2, employing multiply reflected waves. 

ELECTROJET 

TRANSMITTER 1 TRANSMITTER 2 

hot line 

Fig. 7:2 Mechanism 3. Ionospheric demodulation occurs 

in a region (denotediNk) centred on the intersection 

of a hyperbola, defining the locus of equiphase 

modulation signals, and the auroral electrojet. 
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X 
p m = L - L 

~2~" n m 

is satisfied, where p is a positive integer, L and represent the 

effective path lengths and is the modulation wave length. In 

planar geometry a stationary pattern of periodically heated rings 

("hot" rings) concentric with the transmitter would result in the 

ionosphere. Stationary "cold" rings corresponding to antiphase 

modulated signals would occur between the hot rings. 

A localised demodulation region would be expected to occur where 

the electrojet and the hot ring overlap. Demodulation would be 

forbidden within a cold ring. 

7.2.3 Mechanism Three 

For the third mechanism, see figure 7.2, consider two transmitters 

accurately controlled in such a way that the modulated information 

(but not necessarily the carrier information) is broadcast with some 

constant phase difference (which could be zero). Consider, for 

convenience, only the direct waves incident upon the ionosphere. These 

will result, in planar geometry, in a set of hyperbolae defining lines 

of equiphase where the ionosphere is periodically heated. Along the 

base line joining the two transmitters these hot strips will be 

separated by m/2 where is the modulation wavelength. Strips of 

periodically heated ionospheric plasma may be envisaged, centred upon 

these in phase hyperbolae. Along the baseline, between the two stations, 

the hot strips will be m/4 in width, and separated from each other by 

corresponding cold strips. 

A localised demodulation region will exist where a hot strip 

overlaps that region of the ionosphere carrying an adequate D.C. 

electrojet current. 

7.2.4 Mechanism Four 

Consider now the case of three, or more, stably phased 

transmitters each pair of which gives rise to a set of hot strips. At 

the intersection of two or more of these a specially hot region will 

occur. This is depicted in figure 7.3 for the case of three transmitters, 

A fixed demodulation region is now defined by the crossing of one 
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hot line 

Fig. 7:3 Mechanism 4. Ionospheric demodulation occurs where 

the electrojet flows through a fixed hot region 

(denotedwgKk) defined by the intersection of > 2 

hyperbolae of equiphase modulation signals. 
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of these hot regions by the electrojet. It is important to realise 

that a finite number of such demodulation regions is now possible, 

unlike mechanisms two or three which give rise to an infinite number 

of such regions. 

7.2.5 Some Comments On Mechanisms Three and Four 

Mechanisms three and four do not require that the transmitters use 

the same carrier frequency. The above arguments still hold providing 

that the interaction (reflection) heights are similar, i.e. that the 

transmitted frequencies are similar. More importantly, the modulation 

frequencies should be the same with the transmitters stably phased. 

Turunen (private communication, 1980) reports that the second pip 

broadcast at 12 UT carries information for transmitter time synchronisation, 

and frequency synchronisation purposes. The Finnish Broadcasting Co. Ltd., 

(1979) have tabulated the known characteristics of the Soviet LF/MF 

transmitters and have shown that, within most frequency groups,trans-

missions are synchronised. Turunen (private communication, 1980) has 

confirmed this for 173kHz, 236kHz and 612kHz. Confirmation that all 

LF/MF time pip transmissions, from the European region of the U.S.S.R., 

are synchronised could not be obtained (Zhulin, private communication, 

1980; Turunen, private communication, 1980). It would appear reasonable, 

however, to assume that the pips are synchronised, particularly since 

certain transmitters,on different frequencies,are located on the same 

site. 

Table 7.1 shows the mean distance of each generation region from 

each of the principal Soviet transmitters within a 1500 km radius of 

Sodankyla; such a distance represents about three hundred kilometres 

more than the radio horizon at these frequencies (Belrose, 1968). 

The table also gives the mean generation region to transmitter distances 

for each transmitter; denoted d^ to dg inclusive, together with the 

standard deviation in the mean. 

Evidently d^- d2~ d^- d^. Since one of the possible generation 

regions of mechanisms three and four is located equidistant from two 

or more synchronised transmitters this approximate equality was 

further investigated. 

The analysis of variance and Fisher's F distribution (Runyon and 

Haber, 1971) were used to determine the probability with which the 
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various mean transmitter to generation region distances could be 

considered samples of the same population, i.e. represent estimates of 

the same mean distance. For the two transmitter case such a test is 

equivalent to the better known Student's t test (Runyon and Haber, 1971). 

The test was applied to the 173kHz transmitters at Kaliningrad 

and Moscow, which exactly fit the scheduling data. This showed that as 

large a difference as 30km (d^ - dg) would occur with a probability 

of 0.44. We thus conclude that the discrepancy between d^ and 62 is 

hardly significant, lending support to mechanism three. 

Although the data set described in section 6.3, does fit with 

the programme scheduling of transmitters on 173kHz and 657kHz, this 

does not preclude contributions to ELF pip generation from other 

correctly phased signals. Here we restrict ourselves to Soviet 

transmissions, although a chance phasing between a Soviet transmitter 

and one located in another country is possible. Minsk (281kHz) 

transmits the 'First Programme' 02 to 22 UT and Moscow (263kHz) transmits 

the 'First Programme' 02 to 22 UT followed by the' Second Programme' 

for one hour. Both of these transmitters can contribute to the 

ionospheric heating without conflict with the data described in 

section 6.3. Minsk (549kHz), which transmits the 'Second Programme', 

with its associated jingle, most of the day could also contribute to 

the heating and reradiation of pips. Since it is the only one of the 

major, in this context, transmitters radiating the 'Second Programme' 

prior to 22 UT reradiation of the j ingle should be low, or non existant 

depending on the mechanism, and only its contribution to the coherent 

radiation of the ELF pips will be detected. Between 22 UT and 02 UT 

it will contribute to the general reradiation of the jingle and pips, 

see figure 6.2. 

Inclusion of the very high power 2MW Moscow (2 6 3kHz) transmitter, 

which is approximately colocated with the Moscow 173kHz transmitter 

increases the available heating power but has no other impact. 

When the SOOkW Minsk (281kHz) and the IMW Minsk (549kHz) 

transmitters are included a type four mechanism could result. 

Application of the variance analysis shows that the probability of 

the means dĵ , dg and dg taking the values given in table 7.1 and 

being estimates of the same population mean is ~0.2. 

We conclude that a type four mechanism is less probable than a 
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