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We present the Virtual City Explorer (VCE), an online crowdsourcing platform for the collection of rich
geotagged information in urban environments. Compared to other Volunteered Geographic Information (VGI)
approaches, which are constrained by the number and availability of mapping enthusiasts on the ground, the
VCE uses digital street imagery to allow people to virtually explore a city from anywhere in the world, using
a browser or a mobile phone. In addition, contributions in VCE are designed as paid microtasks, small jobs
which can be carried out without any specific knowledge of the local area or previous mapping expertise in
exchange for a fee. We tested the VCE in two cities to map Points of Interest (PoIs) in transport and mobility,
using FigureEight to recruit participants. We were able to show that our platform enables crowdworkers to
submit PoI location seamlessly, cover almost all of the tested areas, and discover several PoIs not reported by
other approaches. This allows the VCE to complement existing approaches that leverage experts or grassroot
communities.
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1 INTRODUCTION
We present the Virtual City Explorer (VCE), an online crowdsourcing platform for urban auditing.
The VCE helps public administrations and mapping agencies recruit volunteers online and ask
them to locate Points of Interest (PoIs) in a city, such as shops, bus stops, or disabled parking spaces.
Participants explore the relevant area remotely using digital street imagery, spot the PoIs and
submit their location using a built-in custom screen capture capability. Contributions are designed
as paid microtasks, small data-collection jobs which can be carried out without having any local
knowledge or mapping expertise. Each contribution is rewarded with a fee in the range of $0.05.

The Virtual City Explorer shares the goals and objectives of Volunteered Geographic Information
(VGI) systems. VGI broadly refers to geospatial data that is voluntarily provided by individuals, and to
frameworks, methods and tools that support this process [Hardy et al. 2012]. It has proven successful
in a range of applications, from disaster response to urban auditing to cartography, leveraging
advances in Internet connectivity and mobile sensing [Goodchild et al. 2007; Sui et al. 2012]. Several
studies have compared the performance of VGI volunteers with expert mappers [Dorn et al. 2015;
Fan et al. 2014; Haklay and Weber 2008], concluding that they can achieve high completeness and
correctness (greater than 80%), as well as a fair positional accuracy (4 to 8 meters). In addition, VGI
is sometimes used as an engagement tool by local government, encouraging residents to supply
data for evidence-based policy making and improving their sense of community [Jiang et al. 2016;
Ruiz-Correa et al. 2017].
The large majority of VGI projects require presence on the ground (or knowledge of the ge-

ographic area being investigated). For example, in OpenStreetMap1, people are invited to add
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information about shops, restaurants and other PoIs in their neighbourhood to the shared map, and
are taught more advanced techniques such as GPS tracking or photo and audio mapping to take on
more substantial mapping projects in under-explored areas. As such, participation is constrained by
the number of people who are able to visit the relevant locations, or have the resources and expertise
to contribute e�ectively. In addition, most projects do not use incentives to drive participation,
relying on people who are intrinsically motivated to contribute, such as hobby mappers, activists,
civic groups and other local initiatives [Quattrone et al. 2017]. Coverage is hence patchy [Hardy
et al. 2012] and levels of engagement are di�cult to manage [Mooney and Corcoran 2014].

The Virtual City Explorer follows a di�erent approach to tackle these challenges. By using digital
street-view imagery, for example the popular Google Street View service [Anguelov et al. 2010],
we allow people from all over the world to explore an urban space using their personal computer
or mobile phone, reducing the need to visit a location in real life. By designing contributions as
paid microtasks, we provide detailed instructions and tools that help with data collection and
reward participation through small payments. The use of paid microtask crowdsourcing means
that we have access to potentially millions of crowdworkers on-demand, using platforms such as
FigureEight or Mechanical Turk for recruitment. While �nancial incentives might not appeal to
everyone [Mao et al. 2013], they o�er city planners and mapping agencies a means to control crowd
behaviour and boost contributions, especially for areas that would otherwise remain uncovered by
volunteers on the ground.

This paper describes the design, implementation and evaluation of the VCE. Arequester, the
person or organisation interested in collecting the PoI data, de�nes an area of interest on the map
and the relevant types of PoIs. They specify the number of participants to be recruited and provide
instructions for the tasks they need to carry out. The VCE generates a web interface based on these
parameters, which enables the crowd to explore the area of interest using digital street-view imagery
and report the coordinates of the PoIs by taking a series of screenshots of the PoIs' locations. To
validate the coordinates submitted by the crowd and identify which submissions refer to the same
PoI, our system uses the DBSCAN clustering algorithm. Inspired by thetaboowords technique of
the ESP game for image labelling [von Ahn and Dabbish 2004], validated PoIs cannot be submitted
by workers joining the task after validation took place, avoiding them to converge on the easier
to locate PoIs. Participation is rewarded based on the number of PoIs submitted. To be fair with
workers that arrive after all PoIs have been validated and discovered, we give the same reward
to workers that have spent a pre-de�ned amount of timeandhave walked a pre-de�ned distance
without submitting any PoI,i.e., that trigger aescape condition.

VCE's exploratory approach is di�erent from related urban auditing projects, which de�ne
itineraries [Saha et al. 2017], restricts tasks to particular locations on the digital map [Hara et al.
2015], or partition the area to explore in segments that are prioritized [Qiu et al. 2019]. These
strategies require knowledge of the area to be investigated, as well as heuristics to manage the
tensions between resource allocation and area coverage. By contrast, our approach can be used
in any urban context with the only pre-requisite of available street-view imagery. The study was
carried out on two areas of interest: theLimited Tra�c Zoneof Trento, Italy; and an area in Nantes,
France constructed to roughly match the size of the Trento one, using participants recruited via
the FigureEight platform, aimed at answering the following research questions:

RQ1: Feasibility Can the crowd identify PoIs e�ectively using the VCE?
RQ2: Completeness Does the crowd locate all PoIs in an area? How does it compare with

maps generated with alternative approaches?
RQ3: Area coverage Does the crowd cover the entire area of interest in their exploration?
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RQ4: Cost and time How does VCE's cost and time to generate a map compare with ap-
proaches requiring physical presence? How many workers trigger the fairness strategy, thus,
being paid without ROI for the requester?

RQ5: Crowd experience To uncover issues with our task design and escape conditions, we
asked the following questions: Do workers struggle with the interface? How much time
crowdworkers spend in the task? How much distance they cover? How many of them trigger
the escape condition? Is there any di�erence between workers that complete the task and
workers that trigger the escape condition?

We analysed their submissions, the paths they followed to spot the PoIs, as well as the time it
took to collect all PoIs and the associated costs. We benchmarked it against related expert- and VGI
mapping approaches: open government datasets released by the city authorities collected by one
expert on the �eld, as well as by volunteers coordinated by local associations. We also considered
OpenStreetMap data. We found the crowd was able to e�ectively locate PoIs, covered most of the
studied area, and discovered some PoIs that were not detected by other approaches. In turn, some
PoIs discovered by other approaches were missed by the VCE.

The remainder of this paper is organised as follows. Section 2 gives an overview of related work.
Section 3 describes the Virtual City Explorer, including its main components and user experience
elements for requesters and crowd. Section 4 present the design and �ndings of the two studies,
while Section 5.5 analyses the behaviour of workers when working under the basic and the optimised
strategy. Section 6 discusses strategies for setting the VCE parameters and scale up on the light of
our results,how to complement current approaches with the VCE, how the VCE could generalize to
other geographical contexts, and how contributors' biases reported for VGI system a�ect it. Finally,
section 7 summarises our �ndings and outlines areas of future work.

This work has been approved by the Ethics and Research Governance (ERGO II) committee of
the Faculty of Engineering and Physical Sciences (FEPS), University of Southampton, on16April
2018, with submission ID 41038.

2 RELATED WORK

In this section, we give an overview of related participatory approaches to collect geospatial data.
A comprehensive survey, including terminology and ongoing tools and projects is available in [See
et al. 2016] or [Sui et al. 2012]. As our aim is mainly to position ourselves against other systems that
use digital imagery, we will focus here on three research themes only: Volunteered Geographical
Information (VGI), spatial crowdsourcing, and urban auditing. They, alongside all other themes
discussed in the literature, share many commonalities in terms of principles and goals, but have
emerged in di�erent scienti�c communities, using di�erent methods and focusing on speci�c
challenges.

2.1 Volunteered Geographical Information (VGI)

Volunteered Geographical Information (VGI) enlists the help of volunteers to generate maps. It can be
understood as the crowdsourcing equivalent of more traditional mapping methods that are followed
by mapping agencies and other government authorities, which involve experts and established
tools and methodologies [Sui et al. 2012]. The best example of VGI is probably OpenStreetMap, an
open, collaborative initiative to produce a highly detailed world map, editable by anyone [Haklay
and Weber 2008]. Several studies [Dorn et al. 2015; Fan et al. 2014; Haklay and Weber 2008] have
observed that VGI leads to high completeness and correctness (¡ 80%), with a fair position accuracy
(4-8 meters of di�erence) compared to maps produced by experts.
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The main limitation of VGI is that the accuracy of the data is proportional to the number of
participants [Haklay et al. 2010]. [Hecht and Gergle 2010] introduced the notion ofSpatial Content
Production modelsto characterise the `localness' of VGI data, distinguishing between (i)you have to
be thereand (ii) �at earth models. In (i) participants are required to be physically present in a certain
area of interest, while in (ii) the distance between participants and area of interest is not relevant,
which means that people can contribute remotely. Our work is in the second category - the Virtual
City Explorer enables volunteers to collect geocoordinates of PoIs using digital street-view imagery.
This helps with recruitment, as we do not require resources on the ground.

The V in VGI is sometimes linked to an intrinsic desire to participate [Quattrone et al. 2017]. [See
et al. 2016] discusses two main reasons why people get involved in projects such as OpenStreetMap:
(i) contributing to a common good and (ii) the added value they may obtain in return, for example
through improved public services. While this works well if there is a critical mass of participants,
it leads to patchy data coverage [Hardy et al. 2012] and organic engagement which is di�cult to
manage or predict [Mooney and Corcoran 2014].

2.2 Spatial crowdsourcing

The crowdsourcing community is concerned with everything related to the design of crowdsourcing
work�ows, the allocation of people to tasks, the validation of the data they submit, and the
best ways to drive participation [Estellés-Arolas and González-Ladrón-de Guevara 2012]. Spatial
crowdsourcing looks at these elements for tasks that require the crowd to collect or con�rm
geospatial data [Zhao and Han 2016].

The relationship between VGI and spatial crowdsourcing is subtle and has been discussed in the
literature [Harvey 2013]. Some authors argue that in VGI the participants are aware that they are
part of a grassroots mapping project and provide and share data from an intrinsic motivation. This is
one of the reasons why VGI is sometimes used as a participatory tool by public authorities - citizens
collect data about their surroundings and help co-design policies, becoming more engaged with
local decision makers and communities [Jiang et al. 2016; Ruiz-Correa et al. 2017]. Crowdsourcing
on the other hand includes many other participatory experiences, including the use of social media
feeds [Xu et al. 2018], human computation [Quinn and Bederson 2011], or games with a purpose
[Ahn 2006]. The crowd helps producing maps, but their participation comes in many forms and
may serve di�erent purposes. For example, Urbanopoly is a gami�ed mobile platform that can
be used to extend and enrich OpenStreetMap. Participants engage with it mainly from a desire
to play the game and win challenges [Celino et al. 2012], and not because they are interested in
open maps or helping the OpenStreetMap community. According to the game narrative, which is
similar to the well-known game Monopoly, each player is a landlord that manages a given budget
to buy real estate. They provide rich descriptions of PoIs and upload pictures. Cumulatively, their
contributions help improve the quality of OpenStreetMap in a particular area, but the system needs
to follow a di�erent approach to drive participation compared to platforms such as OpenStreetMap
or Ushahidi2, which rely on intrinsic motivations.

Spatial crowdsourcing faces a speci�c set of challenges. Approaches that require presence on the
ground aim to �nd optimal task allocation strategies that minimise the e�ort required from each
participant, and hence the overall budget that is needed to reward participation [Wang et al. 2018].
There are also privacy concerns, as submissions can reveal a participant's location. [Kandappu et al.
2018; Tong et al. 2017] In our case, we used paid crowdsourcing to mobilise a large pool of remote
participants, who collect geocoordinates of PoIs using the VCE tool. Virtual exploration means we

2https://www.ushahidi.com/
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are not using any location data. However, our approach is only applicable when the data can be
derived from digital street-view imagery and does not have a strong real-time element.

2.3 Microtask crowdsourcing and street-view imagery in urban auditing

Urban auditing refers to the collection of statistics about most aspects of quality of life in a city,
including demography, housing, healthcare, jobs, education, environment, transport and tourism.
Previous e�orts have proposed the use of virtual spaces to support professional auditors with their
tasks, as an alternative to �eld work [Badland et al. 2010]. For example, FASTVIEW [Griew et al.
2013] supports the exploration of nine street characteristics (e.g. pavement width and solidity) on
top of Google StreetView, while Vanwolleghem et al. [2014] studies the reliability and validity of
a Google StreetView-based safety assessment of cycling routes for children. Both papers suggest
that experts are almost as accurate when using digital imagery than on the ground, and emphasise
e�ciency savings, for instance in travel. The Virtual City Explorer attempts to prove that paid
crowd workers recruited from online platforms such as FigureEight can be as e�ective as experts
and mapping enthusiasts in collecting information about PoIs.

There are several projects that use paid microtask crowdsourcing on top of digital street-view
imagery in speci�c contexts. For example, [Hara et al. 2013] took a set of �at images from Google
StreetView and developed an image labelling tool for Mechanical Turk, showing that untrained
crowds can e�ectively identify accessibility issues on streets. In [Hara et al. 2015] the authors
applied a similar approach to detect landmarks in order to create an accessibility map for low-vision
or blind bus riders. Crowd participants are placed in the vicinity of a known bus location (using data
from Google) and asked to audit it. Compared to them, our system is designed to o�er participants
an exploratory experience, in addition to more focused tasks which are bound to speci�c locations
known in advance. This means that we do not need any speci�c knowledge about the area to be
audited or preparatory work in form of pre-de�ned itineraries [Hara et al. 2015].

[Saha et al. 2017] presented preliminary results ofProject Sidewalk, an accessibility auditing
tool in the style of [Hara et al. 2013], with an exploratory element where participants are asked
to inspect pre-de�ned segments of a street instead of being positioned at a location. Their task
is slightly di�erent to ours in the sense that they require complex labelling of street attributes
(missing ramps, obstacles), while we focus on the location of a single type of PoI. As the pilot is
ongoing, we were not able to �nd any information about how e�ective the approach is in terms of
accuracy, completeness and coverage of the data.

The recent work by [Qiu et al. 2019] partitions the search space into segments of �xed length
and create a priority queue to assign segments to incoming workers based on the estimation of the
density of the target object across segments, calculated iteratively as more segments are processed.
The density probability calculation is complemented by a geo-location prediction method that
depends on the targeted urban object. However, if the distribution of target objects is known to
be sparse, the density of many segments will be zero until an object is eventually found, making
impossible to prioritise segments during that time. Furthermore, it might be di�cult to come up
with geo-location prediction method for PoIs that are irregularly distributed or with low occurrence
in the area of interest. Our approach tackles the problem di�erently, letting workers freely explore
the area and rewarding them for �nding a target object instead of rewarding per segment covered.

3 THE VIRTUAL CITY EXPLORER (VCE)

The VCE is an online microtask crowdsourcing platform that facilitates the collection of urban
data, in particular Points of Interest (PoIs), which are accessible via digital street-view imagery.
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The platform has been developed in the context of Qrowd3, a three years project co-funded by the
European Commission, which deploys crowdsourcing to create augmented intelligence solutions
in transport and mobility. It is targeted at local government looking for e�cient ways to carry out
urban auditing, including maps and o�cial statistics. The public administrations that are part of
Qrowd are focusing on cycling infrastructure and parking, but the system can be con�gured for
any other type of PoI, for example potential hazards on the street, or accessibility information.

We organised a series of co-design workshops with local government to identify requirements for
the VCE. We distinguish between two stakeholders: (1) the requester, an individual or organisation
that is looking for PoI data and set up their crowdsourced data collection project in the VCE; and
(2) participants from the crowd who explore a virtual space in search of PoIs. We use the term
`crowd' to generically refer to the collective of all participants.

The requirements are as follows:

(1) The tool should support data collection for multiple types of PoIs to meet the evolving needs
by city planners and urban auditors.

(2) The tool should allow the requester to de�ne an area of interest, so that it can be used to
direct resources to where they are most needed. As such, the tool is by design understood as
complementary to other data collection e�orts, including VGI.

(3) The tool should provide capabilities for the crowd to report the location of the PoIs they
found through exploration, as well as other, con�gurable visual attributes. For example, when
collecting information about bike racks, a type of PoI, the crowd could be asked to describe
each bike rack in terms of its shape or the number of bikes it can accommodate.

(4) The tool should provide means for quality assurance and data aggregation to compile a
curated set of PoIs from the answers of the crowd. These are meant to be added to existing
transport and mobility data that the requester holds to update it.

(5) The tool should allow the requester to con�gure the size of the crowd, the rewards for each
participant, and the number of independent detections of a PoI (also required for quality
assurance, see below).

Based on these requirements, we de�ned the high-level architecture diagram shown in Figure 1.
The street-view service at the bottom of Figure 1 is external to the VCE; companies such as Google,
Microsoft or TomTom, which is participating in the Qrowd programme, already o�er such services,
including APIs to embed imagery in 3rd party applications and access metadata. The components
in the VCE box use the service in two ways: requesters need it to con�gure their project, while
the crowd explores the city virtually to collect the PoI information. To meet our requirements, a
street-view service needs to provide at least the coordinates that correspond to the street images,
in order to allow the crowd to easily report PoI locations, and the timestamp of these images, to
assess the accuracy of the collected data against a gold standard. Our implementation currently
uses Google StreetView for this purpose.

The crowdsourcing service at the top of Figure is optional. It refers to external platforms which
o�er basic recruitment and payment capabilities. Currently, several such services exist, including
FigureEight4 and Mechanical Turk5. Our implementation uses the former. The VCE publishes tasks
on FigureEight, which redirect the participants to the Virtual City Explorer.

The VCE itself is in the middle of Figure 1. It is made of the three components:

Con�gurator It allows requesters to specify the parameters of the exploration task the crowd
will be asked to undertake: the area to be explored; the type of PoI; the number of participants

3http://qrowd-project.eu/
4www.�gure-eight.com
5www.mturk.com
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Fig. 1. High-level architecture of the Virtual City Explorer

to be recruited; and their starting positions. The output of thecon�gurator is passed on to
the exploration task engine.

Exploration task engine This component creates the microtask interfaces and logs all activi-
ties by the crowd, including the information they collect about PoIs.

Aggregator This component takes all information provided by the crowd and processes it
to identify which of the submitted coordinates correspond to the same PoI, validate PoIs
locations, and exclude outliers. It delivers a curated PoI map, which is used to update existing
geospatial datasets held by the requester.

In the following we describe each of these three components in more detail.

3.1 Configurator

Thecon�gurator is a web interface that allows a requester to set the parameters of the exploration
task to be carried out. The requester needs to be registered with a crowdsourcing service, in our
case FigureEight, to publish the tasks and pay the crowd.

Area of interest.First, the requester is presented with an embedded Google Maps view where
they can draw a closed polygon that represents the area of interest that the crowd will explore. The
polygon is saved as GeoJSON object and passed on to theexploration task engine. After selecting the
area, the requester selects a type of PoI and writes instructions that will help the crowd complete
their tasks e�ectively, as suggested in [Kazai et al. 2011].

Crowdsourcing design.Next, the requester sets the number of times they allow the task to be
executed (=D<�G42DC8>=B) - they have the option to disallow the same participant to repeat the
task. The requester can also choose a function to assign the starting position of workers on the
map (BC0AC%>8=C). In the current implementation, we assign starting points randomly; while other
strategies could be implemented, e.g., based on the area covered by previous workers. In addition,
when assigning the starting points, we check to see if these are located on-street rather than
within buildings to make it easier for the crowd to go about their tasks. Subsequently, the requester
speci�es the number of PoIs that each crowd participant will be asked to locate (=D<�=BC0=24B), and
the reward for completing the task ('4F0A3). An exploration task instance is considered complete
if the participant submits=D<�=BC0=24Bdistinct PoIs. Details on how we handle PoI duplicates are
discussed below.

Publication on FigureEight.Finally, when the requester launches the exploration task, thecon-
�gurator connects to the FigureEight API to publish a task on their platform, which redirects the
crowd to the Virtual City Explorer. The GeoJSON de�ning the area of interest, the instructions, the
number of participants, and the list of starting points are passed to theexploration task engine.
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Fig. 2. The VCE interface for explorers: (1) The viewfinder combined with (2) the `Shoot' bu�on allows
participants to take snapshots of PoIs. On the right side (3) workers can review the shots they have taken.
Photos need to be taken from di�erent angles, and when at least three are needed to enable submission. The
(4) mini-map shows workers their relative position with respect to the exploration area's boundary.

3.2 Exploration task engine

This is the heart of the VCE. It implements the task interface for the crowd and stores intermediate
results pre-aggregation. Participants need to be registered with FigureEight and access the VCE via
a microtask published on the FigureEight platform.

Exploring the virtual city.When the participant is redirected to our system, the exploration task
engine instantiates a new exploration task within the given parameters and assigns a starting point.
The participant is �rst presented with the instructions prepared in thecon�gurator. Once they
acknowledge them, the component proceeds to the exploration interface, anHTML5 JavaScript
page that connects to aMongoDBdatabase. Figure 2 shows this interface as it is presented to the
crowd after they have read the instructions. The page contains a main window with embedded
Google StreetView content that the participants can explore using familiar Google StreetView
controls located bottom right: on-screen arrow buttons to move in the arrow's direction, as well as
double-click on a distant point to move to it. To restrict exploration to the area of interest, whenever
a participant attempts to navigate outside its boundary, they are automatically returned to their
last location within the area, and a message explaining the reason for the replacement is shown.
Additionally, the interface shows participants their relative position with respect to the boundary
in a mini-map located on the bottom left corner.

Submitting PoIs.To allow the crowd to report PoI coordinates, we implemented a feature similar
to photoshootsor screen captures. Participants are provided with a camera-style view�nder and a
Shootbutton (placed underneath the navigation controls in blue in Figure 2). When this button is
clicked, a snapshot of the current view is taken and shown at the right side of the screen, including
metadata about participant's heading and coordinates. Participants are asked to take three di�erent
pictures of each PoI, from three di�erent angles. They can delete and update their pictures until
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Fig. 3. Visual representation of the validation method. The centroid of the triangle formed by the intersection
of the vectors of the three pictures taken by a worker (here marked as a star) is reported as the PoI location.
A valid submission must have the centroid of the triangle withinXmeters from all sides.

they are satis�ed with them and press theSubmitbutton to forward the PoI location for validation.
Submitbutton is enabled when three valid pictures have been taken. In Figure 2 this is not the case
- there are only two thumbnails on the right hand side.

Validating crowd inputs.When the crowd submits a potential PoI, the engine veri�es that the
three pictures point to the same point in space to rule out submissions with three random pictures.
To do so, it computes the intersection area of the vectors that start from the registered coordinates
of each participant for each picture, as shown in Figure 3. For a submission to be valid, the distance
from the centroid of the triangle to each side (X) needs to be less than a con�gurable distance (set
to 10meters in our studies). If the submission is valid, the coordinates of the centroid are registered
as the PoI's location. Otherwise, the submission is rejected and a message is shown explaining the
reason.

Completing the work and rewarding the participants.When a participant submits the required
=D<�=BC0=24Bnumber of PoIs, the task �nishes and they receive their reward via FigureEight.
Note that the engine does not check if the pictures are of a correct PoI. Therefore, it is possible to
submit any object and still get rewarded as long as the pictures pass the triangulation check. To
mitigate against such malicious behaviour, we use the rating capabilities provided by FigureEight:
crowdworkers are uniquely identi�ed in the platform, workers that consistently contribute fake
PoIs can be given a bad rating, a�ecting their reputation,and with it, their chances to get recruited
by other employers. We stressed this fact in the instructions of the task. In Section 5.6, we will
present the quality of the geocoordinates submitted by the crowd through this mechanism, compare
them with other VGI-collected datasets, and discuss alternative methods. Once the con�gured
number of task executions has been achieved, the task is retired from FigureEight and the collected
list of coordinates is passed on to the next component for aggregation.

Taboo.During preliminary exploratory studies, we noticed that as the crowd has the freedom
to choose which PoIs to submit, those that are easier to reach are submitted by a large number
of participants. If a subset of the PoIs is located in an easily accessible area, participants might
report those and neglect the remaining area (see also Section 5.4). This impacts on completeness
and area coverage, and wastes crowd and requester resources. To mitigate this, in the spirit of
other crowdsourcing scenarios using output agreement [Feyisetan and Simperl 2017; von Ahn and
Dabbish 2004], we implemented ataboofeature which retires a PoI once it has been detected by
a (con�gurable) su�cient number of participants to consider itcon�rmed, set in the aggregator
component (Section 3.3. A retired PoI is shown in the VCE interface with ataboored sign, and any
subsequent attempt to submit it is blocked; an error message is displayed explaining the reasons
why the PoI is no longer accessible. While this prevents the waste of resources on already con�rmed
PoIs, it also raises fairness concerns: participants starting the task after others have �nished may
�nd that a large share of the PoIs are already taboo and need to spend more time foraging for others.
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If this takes too long, they might even abandon the task without receiving any reward [Difallah
et al. 2014]. To counter this problem, we introduced anescape conditionbased on two parameters: a
combination of the time spent on the task (4B20?4)8<4) and the distance covered (4B20?4�8BC0=24):
when a participant walks a predetermined distanceandhas spent a predetermined time on the task
without successfully detecting any PoI, the task �nishes and the participant is rewarded.

Logging crowd activities.To improve the experience and capabilities of the Virtual City Explorer
towards requesters and the crowd, we log all activities of the participants, including changes in
position, pictures taken and discarded, and the time spent on each task. In the current implemen-
tation we do not store any data on tasks that the crowd abandon prematurely - this is meant to
prevent malicious behaviour by some requesters, who sometimes make microtasks too di�cult to
complete, but take advantage of partial results without having to reward the crowd [Schmidt 2013].

3.3 Aggregator

The exploration task engine compiles a list of PoI geocoordinates submitted by each participant,
using the triangulation method explained earlier. Next, individual submissions need to be consol-
idated. The same PoI can be detected by multiple workers through pictures shot from di�erent
angles, meaning that reported coordinates are close to each other, but not exactly the same. The
aggregator clusters these points to determine which of them are likely to belong to the same PoI.

Clustering method.For this purpose, we use the DBSCAN algorithm [Schubert et al. 2017].
DBSCAN requires two parameters: the minimum distance between points in a cluster and their
neighbours (�?B); and the minimum number of points within�?B for a set of points to be considered
a cluster ("8=%CB). In a crowdsourcing context,"8=%CBcan also be interpreted as the number of
independent submissions by the crowd required to validate an answer and include it in the �nal
result.�?B should be set empirically, depending on the nature of the physical characteristics of
the PoI, as wider ones (e.g., buildings) enable workers to report locations that are farther apart
than smaller ones (e.g., trees). In our case, we used a minimum distance of10meters, which we
determined in an early pilot."8=%CBis de�ned by the requester in the con�guration step.

We now turn to the studies we carried out to evaluate the VCE and pursue the research questions
listed in Section 1.

4 STUDY DESIGN

In this section, we describe the design of our study, aimed at answering research questions'& 1,
'& 2, '& 3, '& 4 and'& 5 to assess the feasibility, coverage, completeness, generation cost and time
and crowd experience of the VCE, and compare it against other VGI map generation methods.

4.1 Data

Data: points of interest.While the VCE can be used to �nd any type of PoI, our study focused on
collecting the location ofbike racks. This was motivated by the local government team we partnered
with in the Qrowd project. Cities need to have accurate, up-to-date information about their cycling
infrastructure due to the increasing interest in promoting more sustainable and green modes of
transport. Many bike racks are operated by private providers and local authorities cannot a�ord to
survey the city to catalogue them. From a crowdsourcing perspective, bike racks are challenging to
detect due to their various shapes and sizes, and as they can be easily confused to other objects
people use to lock their bikes on, such as poles or fences. This also means that their detection
cannot be automated through machine learning without extensive training data.
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Data: areas of interest.TheZona a Tra�co Limitato (ZTL)- Limited Tra�c Zone - of the city
of Trento, Italy, which covers an area of 0.347 km2, shaped as an irregular polygon. We took the
polygon's de�nition from the open data portal of the city of Trento. The second area is a polygon
from downtown Nantes, France that we created manually with approximately the same area size of
the Trento ZTL.

Data: comparison datasets.We considered a combination of open government data published by
the city authorities and existing crowdsourced data. In Trento, bike rack locations are collected
by local government employees for the ZTL, and are published openly at the Trento Municipality
website6. We also considered bike racks contributed by volunteers on OpenStreetMap inside the
ZTL. We refer to both datasets as Trento ZTL and Trento OSM respectively. For Nantes, bike
racks were collected in aCartopartie(Mapping Party) organised by the Nantes municipality in
collaboration with the local OSM chapter in the context of theNantes Digital Weekof 20157. The
activity lasted one day. Previous to the event, organisers partitioned the city in 78 zones that were
estimated to take between 60 and 90 minutes to cover. Incoming volunteers were invited to choose
a zone not covered by a previous volunteer and provided with a paper copy of its map. The task
was to mark on the paper where they found a bike rack, report any segment of street that couldn't
be covered and take the paper back to the command centre. At the end of the day, the organising
team consolidated the results and published them both on OSM and the Nantes open data portal.
Each year after the event (up to 2017) the Municipality merged any updates available on OSM into
their copy of the dataset. We took the last version of the dataset published on the Nantes open data
portal8. We refer to this dataset asNantes-Met.

4.2 Methods

4.2.1 Overview.We carried out an experiment using the FigureEight platform to recruit participants.
We logged crowd activities and results as explained in Section 3 and undertook a quantitative
analysis based on a series of pre-de�ned metrics. We compared the completeness of the aggregated
PoI data from the VCE against the Trento ZTL and Trento OSM datasets..

We will �rst describe the VCE parameters that were used to initialise the microtasks, followed
by the metrics that guided the quantitative evaluation.

4.2.2 Crowdsourcing parameters.The parameters are listed in Table 1. As discussed earlier, each
participant started their exploration at a random point on the map. This is captured by the(C0AC%>8=C
function. We generated one exploratory task for the ZTL area of interest described in Section 4.1.
Each participant was asked to locate5 bike racks for each task execution, being rewarded with
$0”25after successful completion. We chose the reward amount based on the market price on the
FigureEight platform, and inline with ethical research guidelines of the University of Southampton.
Participants could complete more than one task. We defer to future work the study of varying
=D<�=BC0=24Bvalues and the exploration of di�erent reward schemes and starting points functions.

BothXand�?B were set to10meters, based on preliminary evidence collected in an early pilot.
Bike racks are sometimes single-slot small ones, or fairly wide, accommodating tens of bikes. They
can also be relatively close to each other (e.g. on opposite sides of the same street). Setting these
parameters require knowledge of the expected dimensions of the PoI. For<8=%CBwe chose a value
of 3. Remember this value corresponds to the number of independent detections of a point to
consider it a PoI. The4B20?4�8BC0=24was set as20%of the explorable distance of Trento, while

6http://www.comune.trento.it/Aree-tematiche/Cartogra�a/Download/Rastrelliere-per-biciclette
7https://wiki.openstreetmap.org/wiki/Nantes/Evenements/Cartopartie_V%C3%A9lo_19_Septembre_2015 (in French)
8Add footnote
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Table 1. Crowdsourcing parameters set by the requester in the VCE and the values used in the first study

Parameter Description Value

StartPoint Function to assign starting points to workers '0=3><
=D<�=BC0=24B No. of PoIs to submit per task 5
'4F0A3 Reward after task completion $0”25
X Valid distance from triangle centroid 10<
�?B Distance between points considered the same 10<
"8=?CB Cluster size for DBSCAN 3
=D<�G42DC8>=B No. of task executions 150
4B20?4�8BC0=24 Minimum distance walked without detecting a PoI to escape 1800<
4B20?4)8<4 Time without detecting a PoI to escape 3 minutes

the 4B20?4)8<4was informed by the average time that workers took to cover that distance, as
measured in a preliminary study.

4.2.3 Metrics and quantitative analysis.We now introduce the metrics we used to evaluate research
questions.

'& 1 - Feasibility.We assessed feasibility as a function of theprecisionof the map generated
by the VCE. We manually checked the pictures in PoI submissions to partition the map in true
positives (TPs) and false positives (FPs) and computed the standard precision formula?A42¹<0?º =
j)%\ +��"0? j

j+ ��"0? j . A low precision would mean the crowd is not e�ective telling apart bike racks from
things that look like one, or that many workers found out how to cheat the system. We also
evaluated the impact on precision of adding more workers to the task, as we hypothesize that as
more PoIs become taboo, workers might resort to submit �close enough� things to get the reward.

'& 2 - Area coverage.The coverage of street-view services varies from one part of the world to
another. To be able to make meaningful comparisons between tasks working on di�erent geospatial
areas, we introduce the notions ofexplorable pathand explorable distance. For a given area of
interest de�ned by the requester (see Section 3), the explorable path is the polyline comprised by
the centres of the panoramic images on StreetView. The explorable distance is the length of the
explorable path. Table 1 summarises the information on the Street View version of the two areas of
interest. The explorable path of the Trento ZTL has924points for a explorable distance of9127< ,
while the explorable path of Nantes has 1177 nodes for12104< of explorable distance. To compute
the Street View coverage, we manually measured the length of the segments of street not covered
by Street View using the Google measurement tool.

Figure 4 (left) shows the explorable path of Trento ZTL with points as green circles. Red lines
represent segments of street not covered by Street View. Almost all Trento images date from 2017
onwards. On the contrary, most Nantes' images date of 2014.

For each worker, 8, we logged the nodes visited in the explorable path+8B¹, 8º. To measure the
coverage of an area�>E4A¹� º we divided the number of nodes visited by at least one worker by

the number of total nodes, i.e.,�>E4A¹� º =
j
Ð

, 82, >A:4AB +8B¹, 8º j
# �

� 100%. We also plotted a heatmap
of visited nodes to help spot any behavioural patterns.

'& 3 - Completeness.We assessed completeness according to four information retrieval metrics
and inspected all errors manually to classify them. The metrics assume that� is the map generated
by one of the benchmarks and� by our approach:
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Table 2. Areas of interest used in the experiment

Trento - ZTL Nantes

Area (A) 0”347:< 2 0”336:< 2

# nodes in explorable path (# � ) 906 1177
Explorable distance (�8BC� ) 9127< 12104<
Google StreetView coverage 93% 92%

Fig. 4. Areas of interest used in both of our studies: Trento's ZTL (le�) and Nantes (right). Green dots represent
the explorable path, red lines, segments not covered by Google StreetView.

The cardinality of the intersection ¹j� \ � jº shows the number of PoIs in the benchmark
that are also detected by the VCE.

The cardinality of the set di�erence ¹j� � � jº shows the number of PoIs in the benchmark
the VCE was not able to discover. We manually classify them into: (1)Absent, the bike rack
was not at sight in the Street View images corresponding to the coordinates in the benchmark
; (2)Unreachable, when the bike rack was located inside a courtyard or building not accessible
by Google StreetView; (3)Missed (Clustering)when the crowd identi�ed a bike rack that
appears on Street View, but the coordinates computed by the VCE placed it more than10
meters away from the coordinates in the benchmark; (4)Triangulation impossible, when
the bike rack was in a spot where there were fewer than three images available on Google
StreetView, making it impossible for workers to submit it. and (5)Missed, when G a bike rack
at the location speci�ed by the benchmark appears on Google StreetView, but the crowd did
not detect it.
A large number of errors of type1and2would suggest a limitation of Street View for mapping
bike racks. A large number of errors of type3 would suggest that the�?B parameter is not
well tuned. A large number of type4 errors would suggest that there are too many objects
located in places where is impossible for workers to shoot three pictures from di�erent angles,
uncovering a limitation in our strategy for calculating coordinates. Finally, a large number of
type 5 errors would suggest that either not enough workers were assigned to the task or, if
in combination with many crowd errors, that the crowd is not e�ective to �nd PoIs with our
system.
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The cardinality of the set di�erence ¹j� � � jº shows the number of possible false positives
reported by our approach. we manually classi�ed them as:
(1) Crowd errors, when they did not contain a bike rack, as in the feasibility method; and
(2) Potential new bike racks, when they did show a bike rack, meaning that the discrepancy is

due either to the Google StreetView image being outdated,i.e., the bike rack detected by
the VCE crowd does not exist any more, or due to the benchmark dataset missing it.

To provide further insight, we compared the Google StreetView timestamp of the image were
they appeared with the timestamp of the latest contribution in the gold standard. A later
timestamp in our approach would suggest that the bike rack was missed by the other method,
while the converse would suggest that the bike rack was removed at a later date than the
street-view image timestamp.

The Jaccard similarity ( � ¹�• � º) measures set similarity and diversity. We use it to quantify
the similarity between bike rack maps. Jaccard is more informative than mere intersection,
as it also takes into account the size di�erences between sets

'& 4 - Generation cost and time.We computed the cost of the VCE as the amount of money
paid to crowdworkers that complete the task or trigger the fairness condition (akaescape), this is
¹=D<�G42DC8>=B� '4F0A3º ¸ �A>F3%;0C 5 >A<�44.

The generation time was measured as the time elapsed between publication of the task on
FigureEight until all=D<�G42DC8>=Bwere completed. We compared cost and generation time of
the VCE with those of the benchmark datasets. For Trento Open Street Map, we assumed zero
cost. The generation time was computed as the time elapsed between the oldest and the newest
contributions to the map. For the Trento municipality map we contacted the municipality directly.
The map was generated in one working day by one employee of the municipality. The cost of the
map was estimated to be the daily wage of said employee.

For Nantes, the map was generated in one day. We do not have speci�c cost information, as the
event was organised in the context of the largerNantes Digital Week. However, the o�cial account
of the event9 reveals that the municipality contributed with the premises that served ascommand
centerto give instructions to volunteers and aggregate results, the printing of any support materials
required by volunteers. The municipality also invested time of its geomatics department to produce
the maps of the areas to be explored by volunteers.

'& 5 - Crowd experience.. As explained in section 3, the worker interface warns workers when
they commit any of the following errors (a) Step out of the area of interest (b) Submit a PoI previously
submitted by themselves (c) Submit a PoI marked as taboo (d) Submit three pictures that fail the
triangulation check. We counted and classi�ed the number of errors each worked committed during
a task execution in both areas of interest and computed a histogram of error occurrences. A large
number of errors would suggest that workers struggle with an aspect of the task.

For each of distance and time we measured the median and average of all workers, comparing
workers that completed the task against those that escaped. For each escaping worker, each time
the escape condition was triggered, we measured the time spent, the distance walked and the
number of PoIs submitted up to that point. If the majority of workers spend more time than the
set condition before walking the distance needed to trigger escape, or conversely, if they walk a
much longer distance than the set condition before reaching the time limit, that would suggest
these parameters need to be adjusted.

4.2.4 Summary of study design.The study explored the following research questions:

9https://wiki.openstreetmap.org/wiki/Nantes/Evenements/Cartopartie_V%C3%A9lo_19_Septembre_2015 (in French)
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Table 3. Summary of methods, data and metrics used for the study

RQ Theme Analysis
Method

Data Metric

RQ1 Feasibility Quantitative VCE map Precision as task progresses

RQ2 Completeness Quantitative VCE and
benchmark
maps

Overlap with benchmark datasets.
Manual classi�cation of reasons for
missing bike racks.

RQ3 Coverage Quantitative Workers' log %visited nodes of explorable path.

RQ4 Cost, time Quantitative Cost and time. Cost and time to generate.

RQ5 Crowd
user expe-
rience

Quantitative Workers' log # interface errors triggered, median
time spent, median distance walked.

RQ1: Feasibility Can the crowd identify PoIs e�ectively using the VCE? We quantify this as
how precise the VCE map is

RQ2: Completeness Can the crowd locate all PoIs in an area? We compare the VCE with maps
generated with other approaches

RQ3: Area coverage Does the crowd cover the entire area of interest in their free exploration?
RQ4: Generation cost and time How the VCE cost and time compares to other VGI methods?
RQ5: Crowd Experience : Did workers had issues with it? How often they triggered the

escape conditions? Is there any di�erence between workers that complete the task and
workers that trigger the escape condition? Which escape condition was triggered �rst?

Data and methods are summarised on table 3.

5 RESULTS

5.1 RQ1 - Feasibility

For Trento, the VCE generated a map with 52 PoIs, 13 of them false positives. For Nantes, the
VCE map returned 54 PoIs, with only 2 false positives. Figure 5 shows the cumulative precision
as workers complete the task. Precision is perfect in both areas up to the 65th worker, from that
point on, we observe a steady decrease in Trento, down to 0.75 after the 150th worker. In Nantes,
perfect precision maintains up to the 90th worker, and the decrease is not as sharp as in Trento,
being 0.95 after the 150th worker. These results suggest workers are very e�ective in detecting
bike racks, and that our hypothesis holds: as the task progresses, the number of taboo items that
workers encounter a�ects precision. As the bike rack density is lower in Trento than in Nantes, we
observe the decrease on precision sooner.

5.2 RQ2 - Completeness

Table 6 shows the pairwise comparison between the map generated by the VCE and the benchmark
maps for each area of interest, for each metric in section 4. For the sake of completeness, we also
include the comparison between Trento's municipality and OSM maps. Overall, VCE found 52
bike racks. With respect to the Municipality map, VCE found 30 of 39 bike racks, missed 9, and
added 22 potential new bike racks. With respect to the OSM map, VCE found 26 out of 54 bike
racks, missed 28, and added 26 new PoIs. The low overlap (Jaccard distance) between all maps
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Fig. 5. Precision of the confirmed bike racks during tasks progression

Table 4. Potential new bike racks and crowd errors wrt reference datasets

Trento Nantes
Type Municipality OSM Nantes-Met

j� � � j 22 26 19
Potential new bike racks 9 (40.9%) 14 (53.8%) 17 (89.5%)
Crowd Errors 13 (59.1%) 12 (46.2%) 2 (10.5%)

Table 5. Failure reason analysis of wrong submissions and missing items wrt benchmarks

Trento Nantes
Failure Reason Municipality OSM Nantes-Met

Absent from Street View 4 (44.4%) 13 (46.4%) 39 (61.9%)
Unreachable 2 (22.3%) 7 (25.0%) 5 (7.9%)
Missed (clustering reasons) 3 (33.2%) 4 (14.3%) 0
Triangulation impossible 0 2 (7.1%) 0
Missed 0 2 (7.1%) 19 (30.2%)

All 9 28 63

supports our assumption that approaches are complementary. For Nantes, VCE found 54 total PoIs.
Compared to Nantes-Met, VCE discovered 35 out of 98, 63 were missed and 19 potential new bike
racks were added.

Table 4 shows the analysis of the� � � set. With respect to Trento datasets, approximately
half of the set represents potential new bike racks, whilst with respect to Nantes-Met, almost 90%
represent potential new bike racks. Results suggest that the VCE provides a good complement to
other approaches as long as the precision has not started decreasing as we observed in Figure 5.

Table 5 shows the error types for bike racks missing in the VCE that are present in the reference
datasets. With respect to both Trento datasets, the large majority of misses were caused by Street
View absence and unreachability. Only two misses of the combined 66 bike racks of OSM and
Municipality (j� [ � j column, third row)can be blamed exclusively on the Crowd. In Nantes, we
observe more than 60% of misses due to absence, probably due to the fact that most Nantes' images
are one year or more older than the collection date of Nantes-Met. There is also 30% of crowd
misses in Nantes, suggesting that more workers should have been recruited.

Figure 6 shows the progression of PoI detections and con�rmations as workers complete or
escape the task for Trento (top) and Nantes (bottom). Each chart shows the overall number of
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Fig. 6. PoI detections and confirmations as task progresses in Trento (top) and Nantes (bo�om)

Table 6. Pair-wise comparison of the overlap and similarity between bike rack maps

Map A Map B j� j j� j j� [ � j j� \ � j j� � � j j� � � j � ¹�• � º

Trento
Municipality Crowd 39 52 61 30 (49.18%) 9 (14.75%) 22 (36.07%) 0.49
OpenStreetMap Crowd 54 52 80 26 (32.5%) 28 (35.0%) 26 (32.5%) 0.32
OpenStreetMap Municipality 54 39 66 27 (41%) 27 (41%) 12 (18%) 0.41
Nantes
Nantes-Met Crowd 98 54 117 35 (29.91%) 63 (53.85%) 19 (16.24%) 0.3

detections and con�rmed items broken down by true positives (TP),i.e., a bike rack, and false
positives (FP).i.e., not a bike rack. In both areas, we observe that detections follow astaircase
pattern. Each step of the stair means that a number of workers (proportional to the length of the
step) escaped without submitting any PoI. We observe that there is no concentration of escapes
at later stages of the task, suggesting that the escape condition might have been set to a too low
value. We further explore this in section 5.5.

We also observe that the rate of FPs submitted in both cities increases as the task progresses,
but there are twice as more in Trento than in Nantes. In combination with the precision results in
section 5.1, this suggests that precision might be an estimator for answering the questionshould we
recruit more workers?In other words, when precision decreases, it might be that most or all bike
racks have been found.
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Fig. 7. Area coverage of Trento (le�) and Nantes (right)

Table 7. Overall comparison of bike-rack maps generated with di�erent approaches for Trento

Municipality OSM VCE

Cost e 60 Free $45
# Bike racks 39 54 52
Time to generate Approx. 4 hours 62 months Approx. 7 days
Generation date Jun. 2017 2010-2015 2018
Collected by 1 expert 2 volunteers 150 crowdworkers

5.3 RQ3 - Area Coverage

Figure 7 shows the heatmap of the crowd exploration on both areas of interest. Black circles
represent points that were not visited. For Trento,96%percent of the nodes were visited. Most of
the exploration happened on the center of the area. Unexplored points are concentrated in three
segments of street at the north of the area, possibly lanes were is not evident for workers that they
can go in. For Nantes,97%of the explorable path was visited at least by one worker. As in Trento,
there are two full segments of street that were not visited at all. To attain full coverage, it might be
needed to replace theBC0AC%>8=Cfunction to drop incoming workers on streets that have not been
visited.

5.4 RQ4 - Cost and time

5.4.1 Basic figures.Tables 7 and 8 compare the bike-rack maps available for each area against
the ones generated through the VCE in terms of costs, number of bike racks, and time to collect.
For Trento, the city's dataset was the fastest to generate, but for a premium price. The costs of
the VCE map were computed as follows:150participants times$0”25plus the 20% FigureEight
fee, leading to a total of$45. The OpenStreetMap dataset was collected by two volunteers, but it
required in excess of5 years to be generated, with the last update dated October2015. Nantes-Met
was generated by 50 volunteers during one day. We do not have information about the speci�c
operational costs assumed by the municipality, but as described in section 4.1, at least premises for
a command center and advertisement costs need to be considered.



Mapping Points of Interest through street view imagery and paid crowdsourcing 19

Table 8. Cost and generation time comparison between VCE and NantesCP

Nantes-Met VCE

Cost Unknown $45
# Bike racks 98 54
Time to generate 1 day Approx. 7 days
Generation date 2015-2017 2018
Collected by 50 Volunteers 150 crowdworkers

Fig. 8. Number of workers that triggered 0 to >5 interface errors.

5.5 RQ5 - Crowd experience

Figure 8 shows an histogram of the number and type of errors committed by the crowd. Most
workers were able to complete the task without triggering any error, or only once. The most common
errors are stepping out of the area and failing the triangulation check, suggesting two areas of
improvement to the interface. We also note that very few workers attempted to submit previously
detected or taboo PoIs, suggesting they are honest in trying to ful�ll the task. Furthermore, we
looked at the di�erence between workers who completed the task vs. workers who escaped and
found no signi�cant di�erences in numbers or type or error made.

Figure 9 (top) compares for both areas of interest the distance walked by workers that escaped
against those that completed the task. There is no signi�cant di�erence, with both medians around
the 1500m line. Figure 9 (bottom) compares the time spent by workers that escaped against those
that completed the task. The median is around 3 minutes, and we do not observe signi�cant
di�erence between both sets of workers.

However, we note that almost two third of the workers triggered the escape condition in both
areas. To provide further insight about which of the parameters was triggered �rst, we plotted
the time spent and the distance walked of all workers that escaped the task. Figure 10 shows the
results. The vertical dotted line represents the escape distance, while the horizontal dotted line
represents the escape time. The concentration of points along the escape distance line indicates
that most workers spent signi�cantly more than 3 minutes without detecting any new bike rack
before reaching the escape distance. Intuitively, we expected all points to be very close to either
the escape time line or the escape distance line, however, there are some outliers that are not close
to any of the lines. This is explained by the fact that we check the escape conditions only after the
worker makes an action in the interface. It is then possible that a worker who has already reached
the time condition, for a while, triggers the distance condition by taking a 200 meters step.
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Fig. 9. Distance walked (top) and time spent (bo�om) for workers that escaped and completed the task

We note that most of the workers triggered the escape condition before submitting any bike
rack. This is consistent with the results of Figure 10, where data is concentrated around the
4B20?4�8BC0=24value. This is a relative setback for the VCE, as we expected workers to escape
because they walked more than workers that completed the task, and is probably one of the
reasons behind the incompleteness of the Nantes results with respect to the reference benchmark
as described in section 5.2. This suggests that to improve results, we should aim at reducing the
escape rate instead of recruiting more workers.

5.6 Summary of results

Feasibility (RQ1): The crowd reached up to100%precision up to the point where some of the
bike racks became taboo. Precision decreases as workers start encountering PoIs that have already
been retired through the taboo feature - suggesting they prefer to submit a false positive rather
than make no submission at all. Overall, this suggests that the VCE allows workers to undertake
their task well and hence that the approach is feasible. The main challenge is related to the quality
of the Street View data, which needs to be considered when deciding what methods to use in an
urban auditing project.

Completeness (RQ2): VCE results overlapped with datasets produced with other approaches.
In some cases, bike racks featured in other approaches could not be con�rmed by the crowd. Upon
inspection, this was again related to limitations of Street View - either the bike rack was not
available on the map or it could not have been reached through virtual exploration. In Trento,
the crowd missed few PoIs (5%), but in Nantes that �gure was higher (30%), suggesting that 150
workers was enough for Trento, but insu�cient for Nantes. At the same time, all PoIs accessible
via Street-View imagery were found by the crowd.
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