
Received September XX, 2020; revised ; accepted October XX, 2020; Date of publication November XX, 2020; date of current
version November XX, 2020.

Microwave-Enabled Wearables:
Underpinning Technologies, Integration

Platforms, and Next-Generation Roadmap
Mahmoud Wagih1 (Member, IEEE), Leonardo Balocchi2, Francesca Benassi3

(Member, IEEE), Nuno B. Carvalho4, 5 (Fellow, IEEE), J.-C. Chiao6 (Fellow, IEEE),
Ricardo Correia5, Alessandra Costanzo3 (Fellow, IEEE), Yepu Cui7, Dimitra

Georgiadou8 (Member, IEEE), Carolina Gouveia4, 5, Jasmin Grosinger9 (Senior
Member, IEEE), John S. Ho10 (Member, IEEE), Kexin Hu7, Abiodun Komolafe8 (Member,

IEEE), Sam Lemey11 (Member, IEEE), Caroline Loss12, Gaetano Marrocco13 (Senior
Member, IEEE), Paul Mitcheson14 (Senior Member, IEEE), Valentina Palazzi2 (Member,

IEEE), Nicoletta Panunzio13 (Student Member, IEEE), Giacomo Paolini3 (Member,
IEEE), Pedro Pinho4, 5 (Senior Member, IEEE), Josef Preishuber-Pflügl15 (Senior
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ABSTRACT This paper presents a holistic and authoritative review of the role of microwave technologies
in enabling a new generation of wearable devices. A human-centric Internet of Things (IoT) covering
remote healthcare, distributed sensing, and consumer electronics, calls for high-performance wearable
devices integrated into clothing, which require interdisciplinary research efforts to emerge. Microwaves,
the “interconnect” of wireless networks, can enable, rather than solely connect, the next generation of
autonomous, sustainable, and wearable-friendly electronics. First, enabling technologies including wireless
power transmission and RF energy harvesting, backscattering and passive communication, RFID, and
electromagnetic sensing are reviewed. We then discuss the key integration platforms, covering smart
fabrics and electronic textiles, additive manufacturing, printed electronics, natively-flexible and organic
RF semiconductors, and fully-integrated CMOS systems, where opportunities for hybrid integration are
highlighted. The emerging research trends, from mmWave 6G, RF sensing and imaging, to healthcare
applications including neural implants, drug delivery, and safety upon exposure to microwaves are re-
visited and discussed, presenting a future roadmap for interdisciplinary research towards sustainable and
reliable next-generation wearables.

INDEX TERMS Additive Manufacturing, Antennas, Backscattering, Energy Harvesting, E-Textiles, Flexible
semiconductors, Harmonic Transponders, Rectennas, RFID, RF Sensing, Microwave Power Transmission,
MTT 70th Anniversary Special Issue, Printed Electronics, Sustainable Electronics, Wearable Electronics.
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I. Introduction

BRINGING connectivity and intelligence closer to the
user enables next-generation Internet of Things (IoT) to

reach new remits in user-centric applications [1]. Wearables,
the closest non-invasive interface to the user, enable IoT
devices to provide near-real-time sensing, as well as enable
a new level of integration of electronics in real-world use-
cases.

Unobtrusive, pervasive, and sustainable wearable devices,
however, possess a range of unique challenges, which require
novel enabling technologies. Radio Frequency (RF) front-
ends, typically the -wireless- “interconnect” of the IoT/IoE,
can play a bigger role than simply transferring data. Decades
of microwave engineering research on technologies origi-
nally unrelated to wearables, such as microwave Wireless
Power Transmission (WPT), Radio Detection And Ranging
(radar), as well as passive and low-power communication [2]
can add new functionalities to wearables.

In this review, we illustrate how microwave technolo-
gies canenable, as opposed to solely connect, the next
generation of wearables. The vision of microwave-enabled
wearables (Fig. 1) is �rst introduced, in light of previous
reviews addressing wearables research (Table 1). We then
review the enabling technologies and integration platforms,
surveying the state-of-the-art and identifying future cross-
theme research challenges. Finally, the emerging trends and
applications in wearable technologies are summarized in
a roadmap, highlighting the route to a new generation of
ubiquitous and sustainable wearable systems.

II. Microwave-Enabled Wearables
A. Technologies to Platforms: Structure of This Review

Following the vision of microwave technologies which en-
able wearable applications, our review starts by highlighting
the key challenges and requirements of wearable devices
before progressing to reviewing the research progress to
ful�ll these requirements. This review is comprised of three
main sections, as in Fig. 1.

First, the three main enabling technologies themes are
reviewed in Section III, which can be broadly classi�ed into
three main challenges [2]:

1) Power: Microwave-enabled energy harvesting, cover-
ing wireless power transfer and ambient energy har-
vesting techniques.

2) Communication: Low-power and passive commu-
nication, including backscattering transponders and
energy-aware systems.

3) Sensing: Near- and far-�eld RF sensing techniques
including RFID and novel readout circuits.

The review then deals with the physical implementation
and integration platforms of such technologies, towards
wearable applications, in Section IV. Passive components
(e.g. antennas, �lters, and interconnects), sensors, and pack-
aging approaches as well as semiconductors ranging from

TABLE 1. Related reviews and their main focus.

Review Focus areas

This review

1. microwave enabling technologies;
2. materials and integration platforms;
3. applications and research roadmap

(2017-2022) [3],
[4], [5]

Wearable systems:
Healthcare applications

(2018–2022) [6],
[7]

Wearable systems:Holistic and energy au-
tonomous wearable sensor nodes

(2021–2022) [8],
[9]

Enabling Technologies:
Backscatter communications

(2013–2022)
[10], [11], [12],
[13], [14]

Enabling Technologies:
RFID and RF-based sensing

(2013–2022)
[15], [16], [17],
[18], [19], [20]

Enabling Technologies:
Far-�eld wireless power harvesting and
rectennas

discretes to Complimentary Metal Oxide Semiconductor
(CMOS) system-on-chips (SoCs) and natively-�exible semi-
conductors are discussed, as summarized in Fig. 1.

Finally, the review progresses to laying out a future
roadmap of microwave research towards propelling the next
generation of wearables, in Section V. Healthcare appli-
cations are highlighted as a key stream, in Section V-A
and the overall interdisciplinary sustainability and material
challenges are holistically outlined, with a speculative out-
look on the anticipated research trends and novel cross-topic
application areas.

B. Requirements for Wearable Devices

Wearables have found their way into our daily lives and
the projected revenue of the wearables industry is expected
to grow rapidly in the coming years. However, the actual
revenue has been lagging behind the projected growth in
recent years. Fig. 2 shows a few examples of commercial
wearable devices, see [32]; these reveal some of the main
issues hindering the growth of wearables industry. The size
of today's most wearables is too big for integration into
daily life. The requirements of wearable devices depend
upon the application, but these typically involve monitoring
an individual's biosignals e.g. electrocardiogram (ECG),
other physiological parameters such as oxygen saturation
level (SpO2), activity levels e.g. the number of steps and
movement and position on sports playing �elds.

The consumer market is dominated by smart watches
where many of these parameters can be monitored to a
suf�cient degree of accuracy [33]. Whilst they can provide
some useful low-level medical information, factors such as
motion artefacts and the location on an individual's wrist will
compromise the performance and the quality of data captured
[34]. Such factors will limit the range of applications that
smart watches can be used for. Certainly, in the case of heart
rate monitoring, improved signal and data quality can be

This work is licensed under a Creative Commons Attribution 4.0 License. For more information, see https://creativecommons.org/licenses/by/4.0/
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FIGURE 1. An overview of next-generation wearable systems enabled by microwave technologies as reviewed in this article. Sub-�gure image
sources: (a) mmWave textile-based lines [21]; (b) inkjet-printed wearable rectenna [22] (© IEEE 2015); (c) all-printed phased array [23] (© IEEE 2013); (d)
wearable CMOS RF-powered UWB SoC [24] (© IEEE 2020); (e) multi-function textile [25]; (f) NFC smart bandage [26] (© IEEE 2021); (g) embroidered
liquid metal RF textiles [27]; (h) body-coupled communication electrodes [28] (© IEEE 2020); (i) mmWave textile-based rectenna [29] (© IEEE 2020); (j)
RF tooth monitor [30] (reproduced with permission, Wiley & Sons); (k) weaving �exible circuits into textiles [31].

FIGURE 2. Current generation of commercially-available wearables: (a)
leg movement sensors; (b) adhesive patch; (c) clothing with embedded
sensors; (d) chest straps; (f) upper armband strap [32].

achieved from chest bands that use electrodes in contact with
the skin to measure ECG directly. Chest bands are limited
to two electrodes which are suf�cient to monitor heart rate
variability [35], but clinical quality ECG data requires a
larger number of electrodes which can be achieved with
smart clothing [36]. At present, commercially available smart
clothing typically relies on conventional rigid electronic
modules that are located within pockets manufactured within
the garment (e.g. STATSports Apex) whilst some do integrate
electrodes within the fabric (e.g. Hexoskin, Prevayl).

Clothing-based wearables, also known as smart textiles
[4], electronic (e)-textiles [31], and smart fabrics, have the
potential to revolutionize wearables as a ubiquitous, com-
fortable and familiar platform. However, this will require
e-textile technologies to invisibly integrate the sensing, data
processing, and communications functionality, realized using
a range of platforms (Section IV-A to IV-E) within clothing
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FIGURE 3. A holistic stochastic-framework-based design approach: from
a complex set of design requirements to reliable, high-performance, and
low-cost smart wearable systems.

in a reliable and robust manner (see section IV-E), to meet
a large set of requirements highlighted in Fig. 3.

Irrespective of the platform, other application-speci�c
factors constrain wearable technologies. The limitations of
batteries and the associated �nite operating time between
recharging coupled with the inconvenience of recharging are
an ongoing challenge for the technology. Convenient wire-
less powering techniques for directly powering systems or
recharging batteries are highly desirable as are developments
towards �exible and textile-based batteries that remove the
reliance on conventional rigid batteries [37], [7], [38]. Long-
term monitoring applications should also consider required
data rates, the quantity of data and security requirements
when wirelessly communicating [35], potentially enabling
the use of passive communication [8].

C. Related Reviews

Across the spectrum of wearable technologies research, and
RF IoT and body-centric technologies, there are several
related reviews which can be highlighted. Table 1 summa-
rizes the recent reviews which deal with the underpinning

microwave technologies discussed in this work, as well as
the wearable applications and integration platforms.

The existing reviews evidence the renewed interest in
human-centric wearable electronics. Nevertheless, this re-
view is the �rst to consider the challenges across the three
themes of power, sensing, and communication, the practical
implementation platforms, and the future interdisciplinary
challenges from a holistic perspective.

III. Enabling Technologies
Power autonomy, communication, and sensing are three
enabling roles of microwaves [2]. Undoubtedly, power is
the key challenge in wearable systems. Diversifying the
available power sources and minimizing the power consump-
tion are the two pillars of tackling the power challenge
in wearable devices. Therefore, the �rst two enabling mi-
crowave technologies reviewed are WPT, including energy
harvesting, and low-power, approaching “near-zero power”,
communications. The third enabling microwave technology
often combines WPT and low-power operation: RF sensing,
where we review sensing devices, architectures, as well as
associated readers required for interfacing with wearable RF-
enabled sensors.

A. Wireless Power Transmission (WPT) and Harvesting

Tesla's dream of wireless power through resonance inspired
a century of research into wireless power transmission.
W.C. Brown's transition to focused microwave beams [39],
later followed by Yoo and Chan's work on mmWave WPT
[40], gave birth to rectennas, in their modern day form.
Rectennas have already enabled a pervasive technology,
RFID, to become a billion device industry; a feat that would
be unattainable without RF power harvesting frontends in
RFID ICs [16]. Here, we broadly classify WPT into far-
�eld rectenna-based (over 100 MHz) and lower frequency
(resonant and inductive) techniques, reviewing the recent
advances and identifying shortcomings.

1) Rectennas and Far-Field Harvesting

The endeavour to bring far-�eld WPT to ubiquitous com-
mercial use, beyond RFID applications, started in the early
2000s [41], [42], following the growing vision of energy
harvesting-powered IoT [15], [17]. Shortly afterwards, the
�rst wearable rectennas were demonstrated using textile
antennas connected to rigid recti�ers [43] and fully-textile
rectennas [44]. A later hybrid device combining high-
performance rigid recti�ers and power management with
a textile patch antenna showed that wearable RF energy
harvesting could start at sub� 20 dBm levels, but only when
a low-loss substrate was used for the recti�er matching [45].
Wagih et al. then demonstrated that all-�exible textile-based
implementations do not hinder an ef�ciency comparable to
rigid systems, using a combination of lumped matching
networks and antenna-recti�er co-design [46], [38].

Fig. 4 summarizes the progress in wearable rectennas
and far-�eld energy harvesting systems. The �rst element in
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FIGURE 4. Progress in wearable far-�eld energy harvesting: (a) generic
system blocks; (b) textile SWIPT rectenna [38], [51]; (c) screen-printed
broadband array [48] (© IEEE 2020); (d) embroidered patch rectennas [47]
(© IEEE 2019); (e) textile-concealed rectenna and supercapacitor [49]; (f)
inkjet-printed �exible rectenna with rigid DC-DC power management and
load [22] (© IEEE 2015).

Fig. 4(a), the rectenna, has been implemented in a wearable
format in a plethora of studies [46], [38], [29], [47], [48],
[44]. In fact, the aforementioned recti�er implementations
on textiles matched to 50
 , e.g. [44], [47], [46], can be
integrated with any wearable or textile antenna covering the
same bandwidth. Yet, integrating the rest of the system in a
wearable-friendly package remains a challenge. A rectenna
integrated with a spray-coated cotton-based carbon superca-
pacitor has shown that far-�eld power reception using an
all-wearable receiver can be an order of magnitude more ef-
�cient compared to other mechanical energy harvesters [49].
Nevertheless, the reported integration of wearable rectennas
and DC-DC power management were limited to circuits
implemented on rigid PCBs [50], [22], despite using textile
or �exible antennas.

Wearable rectennas have been realized using antennas
decoupled from the body using ground planes [43], [44],
[45], [47], [51], and more recently using broadband, and
hence detuning-resilient, antennas placed directly on the
body [46], [48], [52]. The former offers higher off-body
gain but requires electrically-thick substrates (> 0.01� ), with
the latter maintaining a lower pro�le and showing potential
substrate-independence, due to the very wide bandwidth
[52].

The aforementioned rectennas were mostly based on 50
 -
matched antennas, and require a separate impedance match-
ing stage between the antenna and the recti�er. Textile-based
recti�ers [46] have been demonstrated with very comparable
RF to DC ef�ciencies to their rigid low-loss counterparts
[45]. However, there is always a desire to eliminate the
impedance matching network, either for lower complexity
rectennas, or for avoiding the insertion losses in impedance
matching components, found even in highly-ef�cient rec-
ti�ers [53]. Therefore, antenna-recti�er co-design was re-

FIGURE 5. Comparison of recently reported far-�eld WPT rectennas
implemented using wearable materials: a. [50], b. [46], c. [38], d. [54] (not
wearable), e. [47], f. [44], g. [58], h. [48]. The exact values are provided in
the article's dataset.

cently implemented in textile rectennas for Simultaneous
Wireless Information and Power Transfer (SWIPT) [38],
[51]. A summary of the DC power output and ef�ciency1

of reported �exible and textile-based far-�eld rectennas, at
varying incident RF power levels, is shown in Fig. 5. It
is evident that wearable rectennas do not lag behind their
non-wearable counterpart in their ef�ciency and sensitivity,
especially when compared to the benchmark rectenna in-
cluded in the �gure from [54]. However, the power output
is ultimately limited to sub-mW levels, except for a large
high-gain rectenna operating under a high-S illumination.

Wearable and �exible rectennas were not restricted to
far-�eld operation, �exible and printed rectennas have been
demonstrated harvesting up-link power in the near-�eld of
phones [55] and two-way radios [22], [56]. In fact, an early
spectral survey in a busy environment, i.e. a commuter train,
found that the freely-available “recyclable” power in the up-
link frequency bands was higher than that available from
down-link [57]. Therefore, powering wearable rectennas
from co-located high-power transmitters, e.g. phones, could
be an alternative means of scavenging energy [22]; 5 s in
close proximity with a transmitting 446 MHz (0.5 W) two-
way radio was found to yield over 47 mJ [56].

2) Near-Field and Multi-Mode WPT networks

A key limitation of any body-centric far-�eld RF WPT or
energy harvesting effort is the ultra-low power output. It
was seen in [49] that the net DC energy output does not
exceed milli-joules at less than four metres in the far-�eld
region, at sub-1 GHz. To explain, it is critical in wearable
WPT applications that the EIRP limits are observed, for the
Speci�c Absorption Rate (SAR) to be kept within the IEEE

1The PCE is calculated using the DC outputPDC and the ef-
fective areaA0 dBi of a 0 dBi antenna operating at the same
frequency. The PCE was calculated at the incident power density
S at which the ef�ciency approaches its optimum range using
PCE = PDC =(A0 dBi S). Using the gain of a 0 dBi antenna, the
size of the wearable rectenna is not compared but the in�uence of
the antenna is factored in the “PCE”.
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FIGURE 6. Comparison of recently reported near-�eld WPT resonators
implemented using wearable materials: a. [60], b. [68], c. [62], d. [69], e.
[50], f. [65], g. [70], h. [71], i. [65], j. [72] (non-wearable), k. [73], l. [74], [75].
The exact values are provided in the article's dataset.

C95.1 standard. Therefore, very high-power microwave WPT
techniques, e.g. [59], cannot be directly used to meet the de-
mands of power-hungry wearables. Therefore, two-coil near-
�eld resonant inductive power transfer (IPT) and multiple-
coil IPT (i.e. typically 3 or 4 coil systems), often referred to
as magnetic resonant (MR) WPT are an attractive solution
for providing high power levels to wearable devices. As
near-�eld WPT offers a high link ef�ciency (S2

21) at short
ranges, Fig. 6 compares the peak ef�ciency and range of
recently-reported near-�eld WPT efforts using wearable-
friendly materials, where it can be seen that despite the
high ef�ciencies, the range is often under or around 10 cm.
The wireless range is directly linked to the coil/resonator's
radius and its peak WPT ef�ciency is linked to the coupling
coef�cient and the Q-factor.

Following a comparison of fabrication methods of textile-
based coils [60], Qi-standard circuitry were integrated with
screen printed coils towards wearable IPT [61]. Embroidered
coil, using Litz threads, typically have the highest Q-factor
and lowest series resistance and parasitic capacitance [60],
enabling them to achieve a highS21 [62]. Over-coupling can
be a problem that leads to frequency-splitting in such high-Q
coils with high couplingk values which can be mitigated
adaptive tuning circuitry [63] or driving the transmitting
coil with a constant current [64]. For wearable applications,
the implementation of such circuits should consider the
size, packaging, and complexity requirements for seamless
integration in clothing.

On the other hand, MR WPT (i.e. multi-coil systems) can
enable longer range of operation, and has been implemented
using �exible coils towards on-body applications [65]. A
measurement campaign was reported in [66] showing the
impact of changing the receiving coil's on-body position,
for a �xed link distance, and that an over 10 W power level
can be received safely on most body parts around 20 MHz.
Near-�eld WPT was also explored in large networks through
textile-based waveguides which nearby wearables can couple
to [67].

To overcome the limit of both low-power far-�eld and
short-range near-�eld WPT, Hybrid near- and far-�eld
rectennas have recently been developed. A broadband an-
tenna with an integrated coil demonstrated that the presence
of an inductive WPT coil can aid in the antenna miniatur-
ization [50]. This effort builds upon existing applications
in HF RFID systems integrated with UHF antennas [76].
The near-�eld WPT receiver could generate over 3 W DC
output, with the potential for over 50 W reception with an
SAR under 1.7 W/kg [77], based on a simple bridge recti�er
implemented on a �exible substrate, representing over 100%
improvement in the DC power output compared to prior Qi-
based implementations [61].

B. Passive and Power-Autonomous Communication

Following the delivery of power using wearable-friendly
materials, power-aware communication between wearable
devices, with either on- or off-body devices, is the second
key role of microwaves. This section provides an overview
of the emerging advances in passive and low-power commu-
nication and their potential applications in wearable body-
centric networks.

1) Low-Power Communication, Backscattering, and
Software-De�ned Readers

Passive communication using backscattering transponders
has enabled a plethora of applications ranging from sensing
[8], [10] to high data-rate communication [83]. The ultra-
low power consumption of backscattering modulators, due
to the lack of carrier generation or ampli�cation leads to
wide-scale adoption of backscattering in energy harvesting
and energy-constrained systems [84].

With the evolution and foreseen rapid deployment of
wearables, the adaptability of backscattering systems is in-
creasingly important. In the case of RFID backscattering,
which are now ubiquitous, readers and transmitters have
signi�cantly evolved. Software De�ned Radio (SDR) is one
of the most used technologies to make RFID readers more
adaptive and easier to integrate. Using SDR, it is possible
to abolish the constant need to change hardware and to
change the core properties of the backscattering receiver
only through software. Ref. [85] presents a design and
implementation of an RFID reader based on a low-cost SDR
and open-source resources to overcome hardware limitations.
Fig. 7(a) shows the key blocks an RFID reader front-end. The
SDR platform in [85] has increased the detection range of
the tags to 6 m.

In [86], SDR technology was combined with multi-sines
to increase the power delivered to passive sensors and the
receiver sensitivity. It is possible to �nd other types of
RFID systems based on SDR technology applied in several
situations, such as research [87], localization [88], or even
industry. Low-cost fully-integrated backscattering tags were
recently reported based on digital modulation such as Pulse-
Amplitude Modulation (PAM) [89], [80].
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FIGURE 7. Backscattering and SWIPT circuits: (a) RFID reader block diagram (a.1. a wearable RFID reader antenna, © IEEE 2019 [78]); (b) a SWIPT
backscattering WSN (b.1. a textile SWIPT rectenna [51]; b.2. a textile supercapacitor [49]; b.3. a �exible wearable WSN, [79], © IEEE 2019); (c) a 4 mm 2

digital backscatter tag IC [80] (© IEEE 2021); (d) a solar-poweerd �exible beamforming backscattering tag [81] (© IEEE 2020); (e) a SWIPT receiver with
backscattering [82] (© IEEE 2022).

The approach to decoding is similar in both cases because
the signals received from the two-backscatter modules are
modulated in amplitude. In the case of the �rst module, after
initial signal processing, two dynamic thresholds are set so
that it is possible to decode the two different bits. When
the modulation received is 4-PAM, the approach is similar.
The difference is that four levels of dynamic thresholds
are set. The demodulation becomes more dif�cult because
the decision thresholds are not clear as the previous ones
due to the noise present in the received signal. A fully-
integrated digital backscattering tag is shown in Fig. 7(c).
Moving to fully-integrated systems could enable wearable
backscattering to operate in the mmWave spectrum; the
antenna miniaturization will then enable novel topologies
such as beamforming RFID tags for an improved read-range;
a �exible beamforming tag utilizing a lens is shown in
Fig. 7(d).

In harsh electromagnetic (EM) environments, e.g.
ultra-compact wearables or even implants, backscattering
transponders face a unique set of challenges. Backscattering
is a widely adopted technique for telemetry in implantable
applications since it results in extremely low-power con-
sumption [90]. For example, in [90], the transmitted data
pattern is used for load shift keying (LSK) modulation of
the WPT coil and alters the re�ected signal to an external
reader. Despite achieving superior energy ef�ciency over
active communication, backscattering radios fail to address
the main requirements of mm-sized wearables/implants. Due
to the small size of the power coil and a strong power
carrier, which acts as a blocker, detection of the re�ected
signal on the reader side may be dif�cult or even impossible
[91], [92]. In addition, modulating the power coil disrupts
the power �ow into the system and degrades power-transfer
ef�ciency. Furthermore, the communication bandwidth of
backscattering radios is often very low due to the high-
quality factor (Q) of the power coil that limits the data rate.

On the other hand, active TRXs do not face the funda-
mental challenges of their backscattering counterparts and

can potentially achieve high data rates at the expense of
higher power consumption [92], [93], [94]. Considering
the stringent power budget in implantable applications, the
main design goal is achieving the highest possible energy
ef�ciency; hence, proper modulation schemes should be
chosen. It is well known that there is a trade-off between
energy ef�ciency and spectral ef�ciency in communication
systems [95]. Narrow-band modulation schemes demand
a relatively complex architecture to generate an accurate
frequency whereas wideband modulation schemes such as
on-off keying (OOK) have often less complexity and result
in higher energy ef�ciency.

2) Dynamic and Wearable SWIPT Systems

Numerous promising systems have been proposed to imple-
ment simultaneous wireless information and power transfer
(SWIPT). In this case, the SWIPT paradigm presents a real-
istic answer to the need for energy-ef�cient and battery-free
devices in industrial applications, where node maintenance
is the most challenging task.

When considering SWIPT-powered IoT sensors, shown in
Fig. 7(b), we essentially see three phases in the communica-
tion protocol: an Energy Harvesting phase (EH), a DownLink
(DL) communication phase, and an uplink BackScattering
phase (BS). The signal can be decoded thanks to the non-
linear characteristics of the diode(s) in the energy harvesting
part. Then, it is possible to interpret the information employ-
ing the same rectifying circuit without the need for a power-
consuming local oscillator [84]. The battery-free sensor node
contains BS module, energy harvesting, wake-up receiver,
power management unit, and processor [96].

In [97], the idea of a battery-free wireless sensor, based
on an intelligent mesh sensor network, for structural health
monitoring applications in harsh environments was proposed.
In the physical world, the sensing nodes send the collected
data, temperature and humidity, to the communicating nodes
through the Internet, using a long-range wide area network
uplink communication, a battery-free wireless sensing node
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was designed based on SWIPT. In [98], [99], authors have
optimized another essential aspect of being considered for
SWIPT, achieving higher PCEs while increasing the infor-
mation rate. The FSK modulation technique in [98], [99]
employs multi-tone signals with different frequency spacings
between the tones within one symbol to increase the amount
of information per symbol, thus improving spectral ef�ciency
and data transmission.

A voltage-doubler recti�er was designed to harvest Blue-
tooth Low Energy (BLE) packets for SWIPT in [100].
Adding an inductor to the output of the voltage doubler,
playing as a diplexer, isolates the DC current aimed for
energy harvesting from frequency-modulated information
current. A later effort reported a high energy harvesting
ef�ciency, similar to continuous wave signals, from sub-
1 GHz FSK packets generated using a commercial IoT
transceiver enabling battery-less cold-start of a sensor node
[101].

In an application for wearables using dual-band SWIPT,
[38] presents a textile antenna that communicates at 2.4 GHz
and recti�es at sub-1 GHz. The rectenna, which uses conduc-
tive fabrics on a felt substrate, achieves a high power conver-
sion ef�ciency of 62% in energy harvesting, not affecting the
communication performance. However, using two separate
distant frequency bands for power and information transfer
decreases the system's spectrum ef�ciency. Nevertheless, it
improves the isolation over an in-band implementation using
a similar antenna design [51].

A further step forward is provided in [82] and [105],
where the a combined SWIPT/third-order intermodulation
(IM3) backscattering architecture was presented; the demod-
ulator/harvester is shown in Fig. 7(e). The design, com-
bining an energy harvesting circuit with backscattering, is
capable of simultaneously harvesting wireless RF energy
and transmitting data to the base station. Consequently, the
design consists of two parts: a recti�er based on harmonics
termination and a branch consisting of a bandpass �lter
and circuitry to manipulate the impedance seen by the
diode and antenna at the desired frequencies. Based on
such a frequency division duplex (FDD) architecture, energy
is harvested at one frequency (f EH ) and re�ected at the
other frequency,f BS . A three-tone waveform is designed
to improve both the PCE of the energy harvesting part
and the strength of the received information signal. The
described SWIPT BS system can enable the next generation
of power-autonomous wearables. For instance, the insets in
Fig. 7(b) show various wearable-friendly implementations of
its building blocks.

3) Harmonic Transponders

Wearables operate in a highly varying EM environment that
is particularly prone to strong fading as well as interference.
Harmonic transponders belong to a special category of
tags based on backscatter communication, which excel for
robustness and low cost. A typical harmonic backscattering
system is shown in Fig. 8(a). A harmonic tag is interrogated

by the reader at the fundamental frequencyf 0, and responds
at a multiple frequency of the received fundamental tone
(i.e., atn � f 0, wheren is an integer� 2) [10], [106].

The harmonics are generated by non-linear components;
generally, a single low-barrier Schottky diode or a frequency
multiplier is used. Unlike traditional backscatter radios,
where a bias signal is used to drive a switch to modulate the
interrogating signal, harmonic transponders operate without
any DC signals and with very low RF input powers (< �30
dBm) [107]. The simplest harmonic tags provide a single
bit of information (the presence or absence of the tagged
object), making them suitable for article-surveillance and
tracking applications [108]. Transducers can be included
in the transponders to introduce sensing capabilities, either
at the input or at the output of the frequency multiplier.
Fig. 8(b) shows a harmonic modulator loaded with piezo-
resistive sensor, based on a Schottky diode, with a fully-
integrated CMOS transponder shown in Fig. 8(c).

Harmonic transponders have numerous advantages over
more classic wireless transceivers. The �rst aspect is that,
since the tag can be passive and consists of a simple circuit, it
does not require a DC power supply, and it can be very small
in size. Both features are particularly attractive in wearables
as they simplify the packaging [109], and reduce the points
of failure [110]. Furthermore, since the receiver of the reader
is tuned to then-th harmonic channel, it is not affected by
ambient re�ections (which occur atf 0), which makes the
system immune to the clutter phenomenon and suitable for
harsh environments [111].

In a conventional passive (i.e., RF-powered) RFID system,
the tag's range is often limited by the sensitivity of the
recti�er. In energy harvesting or battery-assisted RFID tags
[112], the read range is limited by both the energy available
at the tag and the reader's sensitivity. Unlike traditional
backscatter transponders, the read-out distance of harmonic
tags is typically not limited by the minimum power received
by the tag, but rather by the sensitivity of the reader's
receiver, i. e., by its capability to detect low-power RF signals
at the harmonic frequencies. Generally, the receiver is tuned
to the second harmonic, since the latter is characterized by
the minimum conversion lossCl of the tag, de�ned as the
ratio of the available power at the input of the frequency
multiplier to the power delivered to the load at a harmonic
frequency.

The power of the received second harmonicP2f 0
rx can be

estimated using a link budget analysis as follows:

P2f 0
rx =

1
4

P f 0
tx Gr

1Gt
1Gr

2Gt
2

Cl
(

� 0

4�d
) (1)

where Ptx is the transmitted power atf 0, d is the tag-to-
reader distance, andGj

i i the speci�c antenna gain (i = 1
fundamental,i = 2 2nd harmonic,j = t tag, j = r reader).
Cl is the key parameter of a harmonic transponder, since it
signi�cantly affect the read range of the tag.

Fig. 8(d) shows an example of a commercial harmonic
transponder from RECCOTM [113], where it is used as a

8 VOLUME 00 2020



FIGURE 8. Harmonic backscattering systems approaching wearable applications: (a) operation principle [10]; (b) a sensor-loaded PCB modulator [ ?];
(c) fully-integrated harmonic transponder [102] (© IEEE 2010); (d) a commercial avalanche rescue RECCO TM tag based on harmonic backscattering; (e)
off-body interrogation of a wearable harmonic tag [103]; (f) “wearable” harmonic tags for insect tracking [104] (© IEEE 2020).

safety feature in ski suits and accessories. Being a clutter-
robust system, in the event of an avalanche, it can be used
to identify the position of the person buried under the snow.
A recent example of a wearable harmonic tag can be seen
in Fig. 8(e). Extending “wearables” beyond humans, another
interesting application made possible by the small size and
conformability of harmonic tags is insect tracking. Harmonic
tags have been applied to study the behavior of even small
insects, such as grasshopper [114] or �ying deer, as in
Fig. 8(f) [104]. The tag is directly mounted on the insect
and is designed to not interfere with the insect motion.

Future developments of this technology are following two
main lines. On one hand, efforts aim to extend the read-
range of harmonic tags, improving its conversion loss at very
low RF inputs. For example, low-power re�ection ampli�ers,
based on tunnel diodes, have been used to achieve an 18 dB
conversion gain with a power consumption of 144 µW and a
DC bias under 200 mV, showing great promise for long-
range backscattering [115]. On the other hand, harmonic
tags have been integrated with sensors, thereby providing
additional useful information, as shown in the piezoresistor-
loaded transponder in Fig. 8(b). In [116], a frequency dou-
bler for pressure sensing was reported. The magnitude of
the backscattered second harmonic depends on the applied
pressure to a piezoresistive slab. The piezoresistor is inserted
at the output matching network of the frequency doubler
and controls the level of the DC voltage which make the
sensor reverse biased, thereby varying the magnitude of the
backscattered second harmonic [116]. Similarly, the match-
ing network could be loaded using a switch driven by an
encoded bit-stream [117], enabling the harmonic modulator
to carry more information in a clutter-free, dual-band, and
bi-static manner, which could be particularly attractive for
fully-integrated transponders, e.g. Fig. 8(c).

C. RF Sensing and RFID

While radar is a very well-established microwave technology,
RF sensing continues to attract research interest due to its
potential to observe new biological parameters, or to signif-
icantly reduce the complexity of sensing systems. This sec-
tion reviews several advances in wearable RF-based sensing
including antenna and tag design, their applications, as well
as read-out circuits and integration with other components in
the challenging EM environment in which wearables operate.

Starting with UHF RFID, as a well-established
commercially-available platform, single- and multi-
parameter sensing are reviewed. Examples of new readout
circuits including RF to DC conversion techniques for
sensing are then discussed. We then review contactless
RF sensing techniques based on smart textiles. This
section concludes by introducing recent advances in
RFID readers and their tuning methods, which can
support the aforementioned applications operating in the
electromagnetically challenging body-centric environment.

1) UHF RFID: From Identi�cation to Multi-Port Sensing

Ultra High Frequency (UHF) RF IDenti�cation (RFID) in the
860–960 MHz band is a well-commercialized technology.
UHF RFID is a scalable technology that offers moderate
operation distances using compact transponders [13]. RFID
antennas can now be mass-manufactured in any shape and
material, including plastics, paper, washable e-textiles [109],
[121], and elastomers, so that they can be integrated within
medical-grade tapes and bandages [122], or directly at-
tached to the human skin. Measurements of physiological
parameters such as temperature, pressure, and moisture are
now feasible with commercial-off-the-shelf (COTS) tags.
More experimental devices also involve sensing of chemical
parameters (e.g., pH, chlorides) [123] and bio-electric signals
(e.g., ECG, EMG, skin resistance) [124].

As a further improvement, multiple functionalities can
be compressed on the same device. Indeed, the number
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FIGURE 9. Wearable RFID-enabled multi-parametric sensing of the skin (a, b, c), ambient temperature (© IEEE 2020 [118]), and (d,e,f,g) nasal
respiration [119]: (a) Dual-chip epidermal sensor made by carved copper onto a biocompatible silicone layer; (b) measured turn-on-power on different
body regions; (c) example of dynamic measurement of skin (IC1) and external (IC2) temperature; (d) dual-chip epidermal breath sensor made by
aluminum dipole embedded inside soft, biocompatible, and self-adhesive elastomeric compounds; (e) measured realized gain at 870 MHz; (f)
temperature-based respiratory patterns; (g) temperature traces of the two ICs when one nostril (right) is obstructed. Single-parameter RFID sensing of
bottle contents (h, i, j,) [120]: (h) Multi-channel R-FAD device; (i) comparison between single-channel and averaged multi-channel R-FAD; (j) averaged
�ngerprints of ten volunteers when touching three objects with increasing permittivity.

of sensors that can be simultaneously controlled can be
expanded by increasing the number of embedded ICs, thus
yielding multi-port RFID devices[125]. They can be in-
tended both as a cluster of single-IC antennas in close mutual
proximity, or as a single antenna provided with a multiplicity
of embedded ICs. The multiplexing of the collected sensor
data is performedon-the-air by means of the IDenti�cation
Division Multiplexing (ID-DM), which allows managing
many data at the same time, with the standard EPC protocol,
on the basis of the ID of each IC.

A multi-chip systems can be considered as anN -port
coupled network, whose overall performance is de�ned by a
generalized expression of the realized gain of then-th port2

2� 0 is the impedance of the vacuum, andg is the column vector of
the normalized gains referred to each port when the other is open-
circuited.[Z-1

G]n indicates then-th row of the inverse of the system
impedance matrixZG = Z + ZIC , with Z being the two-port
system matrix that can be numerically derived from simulations,
andZIC = diag(Z IC; 1 ; Z IC; 2) the ports termination matrix.

[125]:
~Gn = 4 � 0RIC;n j[Z-1

G ]n � gj2 : (2)

The roles of impedance matching, gain, and polarization are
indistinctly enclosed in (2), but can be explicitly separated
under certain hypotheses (e.g., symmetry, periodicity). More-
over, depending on the type of the established coupling (i.e.,
constructive or destructive), improvements over the single-
port case can be achieved [125], as if each antenna was
“helping” the harvesting of the other.

Sensing-oriented multi-chip RFID systems can work ac-
cording to two modes:(i) multi-parametric sensing, in case
all the ports operate independently and each one returns a
meaningful data, or(ii) single-parameter sensing, in case
all the ports coherently contribute to a single output data.
Here, several examples of RFID-based wearable sensors
using both approaches are reviewed, illustrating how RFID
sensing could add new functionalities to wearables in a non-
pervasive manner using bio-friendly materials.

Multi-parametric Sensing. (a) The dual-chip loop an-
tenna, in Fig. 9(a), from [118] is the �rst demonstration
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of the possibility of doubling the sensing capabilities of
RFID epidermal devices without affecting their size and
radiation performance. Starting from a one-� loop, two
almost-orthogonal current modes are excited by placing the
ICs in the middle of two adjacent sides (by means of T-match
impedance transformers). In this way, a dual-mode epidermal
antenna is achieved, having equal radiating performance (and
hence same read distance) for both the ICs (Fig. 9.b), even
when tested onto different body regions. As an application
example (Fig. 9.c), the temperature sensors embedded into
the ICs (EM4325) were exploited to independently measure
skin temperature (IC1) and ambient temperature (IC2).(b)
Another dual-chip epidermal device, in Fig. 9(d), with sym-
metrical and stable on-skin performance, in Fig. 9(e), was re-
cently presented in [119]. It is a two-channel �exible sensor
designed to �t over the prolabium for the wireless and low-
invasive monitoring of nasal breathing. The multi-parametric
sensing, this time, is exploited to independently monitor the
two nostrils by means of the embedded temperature sensors
in the ICs (Axzon Magnus-S3). The rhythmic sequence of
inhalation and exhalation during breathing produces temper-
ature waveforms, in Fig. 9(f), that are well correlated to
typical respiratory patterns. The measurements at the two
nostrils were proved to be independent, in Fig. 9(g), so that
possible left/right asymmetries between the nostrils can be
reliably detected.

Single-parameter Sensing.Multi-channel RFID epider-
mal sensor-devices can also be used as an interface to the
outside world for the emerging Tactile Internet [126]. This is
the case of RF Finger Augmentation Devices (R-FADs) that
are attached to the �ngers and communicate with a body-
worn reader. In [120], auto-tuning RFID microchips [127]
are embedded in soft and �exible sensor-tags as in Fig. 9(h)
to operate as dielectric probes that can help visually-impaired
people in identifying the material of touched objects. The
sensorization of all the �ngers of the hand allows achieving
a 100 % reliability of dielectric identi�cation of the touched
objects, as in Fig. 9(i) to discriminate among low-, medium-
, and high-permittivity materials, shown in Fig. 9(j), with
negligible in�uence from the interpersonal variability.

2) RF Sensing Wearables with a DC Readout

In addition to UHF RFID tags, several systems can be used to
read-out the response of wearable RF sensors. Self-Injection
Locking (SIL) sensors are among the topologies widely used
in biomedical RF sensing [128], [129], [130], [131], [132],
[131], [133]. Injection-locked self-oscillating antennas [131]
or resonators [130], [133] may be applied to detect chest
movements, or skin-surface variations of the �ngertip or
the wrist artery, enabling pulse detection. For example, a
wearable RF sensor for breath rate detection is described in
[128], making use of the SIL radar technique at 5.8 GHz,
and combining it with a DC readout circuit.

This sensor, depicted in Fig. 10(a), is able to detect a
subject's inhalations and exhalations; it consists of a 5.8 GHz
dual-port aperture-coupled fed patch antenna, connected to

FIGURE 10. DC voltage-based readout of wearable microwave sensors:
(a) SILO breathing sensor showing the breathing rate [128] (inset © IEEE
2022); (b) ethanol-detection �ltenna at different power levels [134] (inset ©
IEEE 2021).

the input and output ports of a self-injection locking os-
cillator (SILO) based on a pseudomorphic high-electron-
mobility-transistor (PHEMT) through dedicated gate and
drain matching networks in microstrip line technology. As
part of the oscillator feedback resonant network, the an-
tenna itself acts as the sensor, being loaded by the human
body. Thus, its resonant behavior varies with respect to the
effective distance from the body. The device, that can be
referred as self-oscillating-injection-locked loaded antenna
(SOILLA), has a small footprint, is fully wearable, and can
be worn by the user in the chest position at a speci�c distance
from the body. With an output power of 13 dBm, the SILO's
output can be detected off-body.

The oscillator output is coupled to a detector, which
acts as the on-board demodulator so that the prototype
does not require a dedicated receiving station and operates
with no need for anchor nodes or remotely synchronized
receivers. The same detector can act a RF-to-dc recti�er
to harvest part of the energy to feed an MCU and a low-
power radio to wirelessly transmit the sensor data. The
SOILLA is validated through measurements of the voltage
at the demodulator output, registered by an oscilloscope for
two different types of breath tests: normal breath (about
15 breaths/min), and fast breath mimicking a condition of
tachypnea (42 breaths/min) shown in Fig. 10(a) and (b),
respectively. Finally, the proposed system can send in real-
time wirelessly breath rate data to a computer, phone, or
smartwatch via a system-on-a-chip (SoC), which can be fed
by a portion of the RF energy coming from oscillator output
via energy harvesting techniques.

Antenna/rectenna-based sensing represents another ap-
proach. A wirelessly powered wearable sensor designed to
detect the presence of ethanol solutions [134] is shown in
Fig. 10(b) where a �ltenna (�ltering antenna) is connected to
a recti�er. The system is built on a Rogers Corp. RT/Duroid
5880 substrate (� r = 2.2, tan� = 0.001 and thickness: 0.508
mm), which is �exible enough to make it wearable.
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FIGURE 11. Breathing monitoring using a bio-radar integrated with
textile antennas in a car seat application [136].

First, a resonant open stub is designed at 2.45 GHz, whose
end is loaded by a micro�uidic channel, and it is tuned to
open resonate when the channel is �lled with an ethanol
solution of 70% concentration. The stub undergoes a drastic
frequency shift of its input impedance when the channel
content is substituted with water or when it is left empty.
A frequency selector, consisting of a second-order open-
end coupled-line �lter, with one open end substituted by the
loaded stub, is fed by the received power of a 2.45-GHz
narrow-band patch antenna, allowing safe detection of the
searched target �uid, with a consequent performance degra-
dation for different channel contents. A full-wave recti�er
based on low-threshold voltage diodes is used for signal
transduction: �uid detection is read out by means of the
different values of output dc voltages [134].

The entire system is co-designed by means of EM and
nonlinear co-simulation [135]. This results in real-time
feedback about the presence of the ethanol solution. The
measured prototype validates this new RF sensor concept:
Fig. 10(b), shows the measured output DC voltages with
respect to the RF power received by the antenna, for different
micro�uidic channel �llings. The measurements, carried out
on a human hand in a real environment, clearly demonstrate
that an ethanol solution is distinguishable from other �uids
[134].

3) Bio-Radar in Wearable Applications

Radar systems can capture vital signs, such as respiratory
and cardiac signals, without requiring the usage of contact
sensors or electrodes. Generally, based on the Doppler effect,
these systems transmit EM waves towards the subject's
chest wall, which are subsequently re�ected and received by
the radar. The chest-wall displacement changes the traveled
path of the EM waves, which is perceived as a phase
modulation on the received signal and it contains the vital
signs information [137].

This system, referred to herein as theBio-Radarsystem,
presents multiple applications, enabling continuous moni-
toring which can help sense differences in the patterns of
the vital signs and thus help identify sudden events, such

as the drowsiness of a vehicle driver or the apnea of an
infant during sleep time [137]. It is also possible to monitor
bedridden patients in a critical state and possibly help in
a diagnosis. Applications in psychology are also feasible,
such as the measurement of the stress response [138], or
even performing emotion recognition [139].

Leveraging wearables and semi-wearable integration, bio-
radar applications might require a full set-up integration in
customized objects. This enhances the low-pro�le character
of the main system, streamlines the industrialization process,
and provides more comfort for the subject being monitored.
This can be accomplished by developing smart wearables,
where the �nal user is the target object. In order to verify how
this could be accomplished, a speci�c case study is reviewed.
A bio-radar prototype was integrated into a vehicle seat
upholstery to monitor the driver's vital signs, as shown in
Fig. 11 [136]. This can also be applied to other applications,
for instance, to monitor the other vehicle occupants and
aircraft passengers, or adapted to monitor infants. Integrating
textile antennas, not directly mounted on the body, extends
the applications and remit of “wearables” to cover (e-)textiles
found in the proximity of the user.

In the Bio-Radar context, antennas are the system element
that stipulates the line of sight between the radar and the
target. Therefore, their full integration in the application
objects is a possible solution to enable the overall system
concealment. To accomplish this goal, textile antennas might
be used [140]. However, the bio-radar performance cannot
be compromised and the quality of the signals must be
kept accordingly. Therefore, for this speci�c case study,
it is required to choose the appropriate location for the
antennas considering the target population and the chest-wall
expansion. In [136], the side lumbar support of car seat was
the selected location since the side expansion of the chest
wall can be measured.

Subsequently, the usage of fully-textile antennas in the
bio-radar framework operating at 5.8 GHz was validated
by acquiring the respiratory signal of one subject while
seating in a car seat as depicted in the inset of Fig. 11.
An additional validation step was performed by acquiring
the respiratory signal of six different subjects, with different
physical statures, without adjusting the antennas position.
Considering the same signal duration (30 seconds), it was
possible to distinguish different characteristics among the
detected signals, seen in Fig. 11. For instance, signals present
different respiratory rates, where the subject 2 presented a
lower respiratory rate, and subject 4 presented a higher one.

4) RFID Readers and System Integration

Given the variability in a dynamic wearable environment,
RFID readers for RF sensing-equipped wearables need to
provide a dependable system operation despite a varying
wireless channel and a harsh RF environment, i.e., the human
body [141]. One possibility to ensure a dependable wireless
operation is to include a real-time adaptive matching system
at the reader. Such a system is detailed in this section
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FIGURE 12. Self-tuning adaptive RFID reader; the photograph shows a
semi-automated measurement-driven setup for training an auto-tuning
reader.

for a magnetically resonant-coupled High-Frequency (HF)
RFID system. Another possibility to ensure a dependable
operation is to verify the RFID system in its dedicated
application environment [142], using sophisticated software-
de�ned-radio-based reader devices if necessary [143]. In ad-
dition, tests are required to ensure that the reader and the tag
– the complete RFID system – follow the existing standards.
Standard compliance is con�rmed by using dedicated RFID
test systems, as described below, additionally evaluating the
devices' system performance.

A resonantly coupled HF RFID system will not operate
optimally if one coil antenna changes its position relative to
the other. Thus, researchers have started integrating real-time
adaptive matching systems in the reader devices to achieve
optimal power transfer for varying coil arrangements [144],
[63]. An exemplary adaptive matching system, including
details, is shown in Fig. 12. Variations in the coils' posi-
tions change the reader coil's input impedance, impairing
WPT and communication. This impedance change can be
re-adjusted by adapting the matching network connected
to the reader coil. To realize real-time functionality, the
adaptive matching network is controlled by an MCU using an
optimization algorithm based on a deep neural network. The
algorithm adjusts the matching network capacitance values to
optimize the power transfer for the present coil arrangement.
The inset of Fig. 12 shows the setup for measuring the coils'
s-parameters and generating data for neural network training
and testing. The coil dimensions correspond to Class 1 of
the ISO/IEC 14443 standard.

RFID test systems are an inherent topic for RFID device
and system development. For that reason, all RFID air
interface standards are published together with conformance
test standards, for example, for passive coupled HF systems
(ISO/IEC14443, ISO/IEC10373-6, commonly referred to as
NFC systems) and passive UHF radiative RFID (RAIN) sys-
tems (ISO/IEC18000-63, ISO/IEC18047-63). In particular,
for UHF systems, the conformance test for basic certi�cation
is extended with performance standards for systems, readers,
and tags (ISO/IEC18046-1 to ISO/IEC18046-3). System
design for UHF RFID, in particular, relies on performance

FIGURE 13. Body area networks (BANs) based on NFC: (a) Photograph
of near-�eld-enabled long-sleeved shirt comprised of a network with a
single hub and eight terminals [147]; (b) proof-of-concept NFCe jacket.
The wireless signals can propagate through intricate pathways with NFC
relays [148]; and based on metamaterials: (c) metamaterial textile network
integrating splitters, antennas, and a ring resonator, ©Springer Nature
2019 [146]; (d) Wearable waveguide surface placed around the human
body, ©IEEE 2021 [149].

testing. Two parameters are essential for the reader RFID test
systems, i.e., the maximum reader transmitter power, limited
by radio regulations, and the reader receiver sensitivity. An
example test system would be the UHF RFID CISC RAIN
Xplorer test system. Next to the tag sensitivity, the reader
transmitter power de�nes the RFID system's forward link
performance [141]. The reader receiver sensitivity charac-
terizes the backward link performance next to the tag's
backscattered power. As tags work with less and less energy,
the forward-link power range increases continuously, and
the backscatter power does get smaller. This trend leads to
the requirement of more sophisticated reader receivers with
high sensitivity of �90 dBm shown in the latest product
generations compared to �75 dBm of existing products,
which enables the range and reading reliability of wearable
RFID tags to be improved.

D. Metamaterials and Novel Body Area Networks

All the aforementioned enabling technologies feed into the
effort of realizing Body Area Networks (BANs). BANs can
be formed when two or more sensors or devices are worn
on the body [145]; BANs include earphones, spectacles,
headbands, watches, skin patches, clothing, and capsules.
BANs can be used to transmit physiological signals from
multiple sites to a central hub, which can compute vital
health metrics unavailable to any single sensor and make
the data available to clinicians and family members on the
cloud. Such networks could therefore be used to develop a
connected personal healthcare system that can deliver care
outside of traditional clinical settings [146].
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Creating body area networks requires practical and func-
tional methods to interconnect multiple sensors distributed
around the body. Wired connections are widely used in
research and clinical settings to tether multiple sensors to a
common hub, but are not suitable for continuous use during
daily life. Currently, radio-based wireless communication is
the standard method for establishing wireless connectivity
between sensors. In this approach, signals from each sensor
are radiated into the space around the body and networking
protocols are used to eliminate interference. While reliable
communication can be established, the ef�ciency and se-
curity of this approach is limited by the physics of EM
radiation: the signal is obstructed by the body, leading to
inef�cient power use, and is vulnerable to eavesdropping
attacks on personal data [146].

Wearable metamaterials provide the opportunity to over-
come these limitations by using clothing as a platform to
guide the propagation of signals. Metamaterials are arti�cial
materials that have properties beyond the limits of natural
materials made from elements structured at the subwave-
length scale [150]. They provide unprecedented capabilities
in manipulating EM waves and �elds, and can in many
cases be fabricated in �at, compact, and �exible formats.
By integrating such metamaterials with clothing using con-
ductive threads and fabrics, wearable metamaterials with
broad capabilities across the radio-frequency spectrum can
be realized [149], [146], [150], [151], [152], [153].

At low frequencies, wearable metamaterials can be used
to establish power and data connectivity across the body
via near-�eld communication (NFC). NFC is a wireless
technology operating at 13.56 MHz that enables battery-free
sensors to be remotely operated, but its utility for networking
is limited by the need for the sensors to be in close proximity
(at most a few centimeters) to the reader [147], [154],
[148]. Clothing can be exploited to extend the range of
NFC connectivity across the body by integrating inductive
patterns to the near-�eld. Such clothing can be created
by patterning conductive threads on existing clothing using
computer-controlled embroidery [147]. Fig. 13(a) and (b)
show examples of such near-�eld-enabled clothing designed
to interconnect sensors at multiple distant sites around the
torso to a central hub placed on the chest. Provided that the
sensors are within about 3-4 cm of the inductive patterns, the
clothing can reliably interconnect up to 6 sensors distributed
across the torso, even during vigorous exercise.

An alternative design [148], features a twin meander coil
encircling the torso tuned to resonance using a capacitor.
This design, fabricated by knitting conductive threads, pro-
vides connectivity to sensors with dimensions of about 4
cm placed anywhere on the torso. When multiple inductor-
capacitor resonators are chained together, they can form a
magnetoinductive waveguide along which the signal cas-
cades in manner analogous to a propagating wave. Using
modular resonators consisting of a �exible planar coil and
a slotted ground layer, tracks that crisscross the body, split

FIGURE 14. Textile metmaterial-enabled omnidirectional NLOS coverage
based on conformal propagation: (a) simulated E-�elds around the body;
(b) improvement over a single dipole antenna [151] (© IEEE 2020).

into multiple tracks, and jump between different articles of
clothing can be created [67]. The resonators are attached to
existing clothing using vinyl and a heat press in a do-it-
yourself process.

Wearable metamaterials can also be used with standard
wireless communication protocols in the GHz range, such
as Bluetooth and Wi-Fi. Owing to the radiative nature of
the signals, these protocols support long-range communi-
cation and high data rates, but require that each sensor is
separately powered using a battery or an energy harvester.
Metamaterials integrated into clothing can con�ne signals
emitted by standard wireless devices to the surface of the
body, which can reduce power consumption, extend battery
life, and enhance security. The design of such metamaterials
must balance ef�ciency and security, which requires that the
signal be tightly con�ned, with the range of contact-less
operation, which necessitates that the signal extend into the
space around the body.

Metamaterial textiles that support surface plasmon (SSP)-
like EM modes can provide a versatile platform for ma-
nipulating signal propagation. These textiles, which consist
of conductive fabric sheets patterned with comb-like struc-
tures, can provide up to three orders of magnitude higher
transmission ef�ciencies compared to conventional radiative
communication and con�ne the signal to within 10 cm of
the surface of the body [151]. Alternative designs based
on segmented co-planar waveguides [152] and EM band-
gap structures [149] can provide similar capabilities using
�exible materials. The interaction between the human body
and signals con�ned on its surface can also provide the basis
for sensing technologies. For example, a metamaterial textile
strip can be used as a touch sensor to remotely control a
smartphone by exploiting the signal drop that results from
the interaction between the EM �eld and the �nger [146].
They can also be used to improve the angular coverage in
blind-spots around the body, as in Fig. 14, where multiple
antennas would normally be required. A wearable waveguide
could also be used by nearby wireless wearables by coupling
their signals around the body with lower losses compared to
radiative propagation; an example of wearable waveguides
with a wireless feed is shown in Fig. 13(d).

14 VOLUME 00 2020



FIGURE 15. A textile antenna acting as (a) a modular RFID platform with
integrated �exible solar energy harvesting and its integration in clothing
(b) [155] (© IEEE 2016).

Wearable metamaterials have demonstrated many attrac-
tive capabilities for sensor networking, but further work is
necessary before their widespread use becomes possible.
First, the washability of the textiles needs to be addressed,
as discussed in Section V B. Secondly, the electrical and
mechanical performance of the metamaterials needs to be
further improved. A key limitation is that existing conductive
textiles require a trade-off between their conductivity and
�exibility or stretchability. Emerging materials for e-textiles,
e.g. liquid metals, have shown potential for achieving an
RF performance close to conventional copper-based devices
while retaining �exibility and reliability [147].

IV. Integration Platforms
We de�ne the integration platforms of wearable devices as
technologies and fabrication processes. We �rst review two
platforms for realizing passive components: (Section IV-A)
textile antennas and (Section IV-B) additively manufactured
components, as well as two active semiconductor fabrication
processes: (Section IV-C) fully-integrated CMOS systems,
and (Section IV-D) novel large-area semiconductors. The
hybrid integration of different fabrication and packaging
processes is �nally discussed (Section IV-E).

A. Wearable Antennas as a Platform for Communication,
Energy Harvesting, and Sensing

Wearable and textile antennas show great potential in
beyond-5G networks [156] and will play a key role to
enable a wide variety of emerging human-centric 6G ser-
vices [157]. This is especially true when these are part
of textile wearable wireless nodes [158], with on-board
active electronics [159] interconnected by passive textile mi-
crowave components [160], and whose battery autonomy has
been augmented by energy harvesters [161]. Such reliable
and pervasive integration of multiple wearable components
and modules on a wearable antenna platform requires a
holistic design paradigm [129] as depicted in Fig. 3. Re-
lying on dedicated manufacturing processes and variability
analysis [162] to jointly optimize the wireless communica-
tion, sensing, computing, actuating, energy harvesting, and
power-management subsystems as integral parts of a high-
performance, energy-ef�cient wearable systems. Only then,
the complex set of multi-disciplinary, and often con�ict-

ing, design requirements imposed on next-generation smart
wearables can be ful�lled. These, in turn, may be part of
a bio-wireless network [163], integrating biosensors and
wireless communication, localization, tracking and sensing
technologies within an ambient assisted living platform.

Prior to wearable component and system design, the perti-
nent fabrics' or foams' complex permittivity and the conduc-
tors' (e-textile, printed silver, �exible conductors) effective
conductivity must be characterized. Different techniques
have been proposed. [164] compares measured and simulated
antenna impedance and radiation ef�ciency data, while [165]
exploits a ridge gap waveguide. Material-selection is critical
for the stable, energy-ef�cient operation of the system to be
designed. Although �exibility is typically required for user
comfort, suf�cient mechanical stability is needed to safe-
guard system reliability and performance. While materials
readily found in the application of interest are particularly
suited in terms of cost and unobtrusiveness of the design,
among others, drapable materials are to be avoided and the
compression factor of substrates should be limited to 30% to
avoid excessive shifts in the resonant frequency. Moreover, to
ensure stable operation in different environmental conditions,
materials with low moisture regain [164] should be preferred.
Water-repellent foams and breathable textiles with high air
content improve antennas' ef�ciency owing to their� r being
close to that of free space.

The development of wearable systems with high autonomy
starts with an energy-ef�cient design, based on a dedicated
antenna topology that provides excellent antenna-platform
isolation to avoid parasitic coupling of antenna radiation with
the human body and nearby electronic circuits. The latter
enables the compact integration of electronic circuitry on the
wearable antenna to improve reliability by avoiding fragile
connections, enhance electromagnetic compatibility (EMC),
and achieve better energy ef�ciency through pervasive full-
wave/circuit co-optimization [129]. Moreover, multiple en-
ergy harvesters [161] may directly be positioned on the
antenna platform, providing a continuous �ow of energy
in different operating conditions. An example of a modular
RFID sensing system implemented over a textile antenna is
shown in Fig. 15, where the �exible solar cell shares the
area of the antenna's radiator for improved integration.

Besides collecting solar, thermal, or kinetic energy [161],
wearable rectennas [29] may be deployed, even in �exible
wristbands [45], either to scavenge ambient RF power orig-
inating, for example, from 0.5 W two-way talk radios [22],
or from intentional RF power transfer [174]. Exploiting
broadband rectenna arrays, potentially screen printed on a
cotton tee-shirt [48], may also yield a larger harvested RF
power [175]. Wearable microwave and mmWave sensing
systems, reviewed in Section C, are particularly useful in
wearable wireless health-monitoring systems [176]. For this
purpose, wearable RFID tags [155], [177], [24] with on-
board harvesting, sensing, processing, and decision-taking
capabilities can be exploited. Also, on-body active textile
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FIGURE 16. Additively manufactured microwave components for packaging and wearable applications: (a) ramped interconnects [166] (© IEEE 2022);
(b) energy harvesting system-in-�exible-package [167] (© IEEE 2019); (c) �exible Rotman lens [168]; (d) re-con�gurable FSS [169]; (e) direct printing on
textiles, diagram, and SEM micrograph [170] (© IEEE 2014); (f) screen-printing [171] of (g) robust antennas [172]; (h) 77 GHz printed wearable array
[173]; (i) highest-frequency printed textile transmission line: 50 GHz DC-blocking line [21].

antennas themselves may, for example, monitor exposure
to incident RF �elds [178]. In this respect, inkjet-printed
self-sintering epidermal antennas [179] may be leveraged to
directly deploy the wearable system on the skin.

B. Additively-Manufactured Flexible Devices

From printed packaging to printed large-area circuits, ad-
ditive manufacturing techniques can be used to realize mi-
crowave systems. Additive manufacturing techniques such
as 3D printing, inkjet, screen, and dispenser printing have
enabled the implementation of novel customized designs
onto �exible substrates. These techniques come with low cost
and less material waste compared to conventional subtractive
manufacturing, i.e. photolithography.

1) mmWave Packaging and Interconnects

With 5G technologies rapidly transitioning to mmWave
frequency band, the in�uence from interconnects between RF
components in a packaged device become more prominent.
Traditional ribbon or wire bonds introduce higher parasitic
loss, while additively manufactured interconnects can offer
superior RF performance, with a more rugged, planar, and
conformal structure. Inkjet printed ramp interconnects have
been proposed utilizing SU8 dielectric ink [180], [181]. The
fabrication process and insertion loss of ramp interconnects
were characterized using microstrip line structure. Each
interconnect consists of a 75 µm wide and 300 µm long line
inkjet printed with silver nano particle ink onto the ramp. The
measuredS21 showed that less than 0.5 dB is added from
each interconnect when compared with reference lines. This
structure can be easily integrated with mmWave components
in die packages, as shown in Fig. 16(a), with a mmWave
system-in-package featuring ramped interconnects shown in
Fig. 16(b).

In addition, it has also been reported that additively man-
ufactured “smart” packaging can achieve highly integrated
�exible modules, as shown in Fig. 16(b). This design realized
3D integration by utilizing non-planar interconnects with
various heights to connect different parts of the circuits.
The package includes inkjet printed on-package antenna
covering 5G mm-wave band from 24.4 to 30.1 GHz, and an
embedded energy harvester to replace external batteries. The
demonstration of this full system in a compact �exible pack-
age provides the possibility of integrating wearable devices,
presenting an improvement over rigid ICs and packages.

2) Additive Manufacturing on Flexible Substrates

Taking advantages of additive manufacturing techniques such
as 3D printing, more �exible materials become available for
electronics design, such as PLA from FDM printing and
Flexible 80A (Formlabs) from SLA printing. However, when
integrating 3D printed polymers into RF components, one
of the crucial requirements is to have low RF loss and low
surface roughness. Polypropylene has been proved to have
low loss tangent of 0.001 with good surface wetting for inkjet
printing, which are suitable for 5G mmWave applications.
Wearable antennas can be inkjet printed onto these �exible
materials with silver nanoparticle ink.

Apart from 3D printed �exible materials, additive man-
ufacturing also supports �exible Rogers Corp. substrates,
Kapton polyimide, Liquid Crystal Polymer (LCP), and
Te�on/PTFE substrates, combining functional printed sil-
ver nanoparticles (SNP) and polymer-based inks with
photolithography of copper laminates. Fig.16(c) shows a
�exible, high-gain and wide-angular-coverage mm-wave
Rotman-lens-based antenna array fabricated using inkjet
photoresist masking on LCP substrate [168]. The array
achieves a high (17 dBi) measured gain with an angular
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FIGURE 17. Fully-integrated CMOS systems in body-centric power-autonomous applications: (a) high-level conceptual block diagram of the
components reported in CMOS integration; (b) micrograph of an RF-powered UWB transceiver for vital signs monitoring [24] (© IEEE 2020); (c)
micrograph of a power harvesting system for implantable neural interfaces [182] (© IEEE 2021); (d) schematic of an on-chip harvester [182] (© IEEE
2021); (e) a wearable bio-fuel cell-powered energy harvesting IC [183] (© IEEE 2021).

coverage around 110� , that does not deteriorate by wrapping
or folding the structure.

Printed components can also enable recon�gurable de-
vices. Traditional recon�gurable wireless devices generally
utilize active components such as PIN diodes, switches, and
varactors to tune the performance on-the-�y. While active
components can achieve fast response, at the same time,
they can be expensive, fragile, and require a complex feeding
network that increases the size and cost dramatically. With
additive manufacturing processes, recon�gurable wireless
devices can be realized on a �exible printed substrate with
shape-changing capabilities to tune the performance mechan-
ically, showing unprecedented tunability and deployability.

One of the �rst demonstrations of mechanically recon-
�gurable Frequency-Selective Surface (FSS) at mm-wave
frequencies is shown in Fig. 16(d). The resonant frequency of
this FSS can be tuned from 22.4 to 26.1 GHz by changing the
folding angle by 50� . Enabled by the �exible 3D printable
resin, this FSS was designed as “mirror-stacked” multi-layer
con�guration that doubles the conductor density without
increasing the size. As a result, the measured prototype
shows up to 12 dB lower insertion loss compared to a
single layer counterpart [169]. The novel origami-inspired
multi-layer design along with high-resolution hybrid printing
process makes it an ideal easy-to-scale candidate to use in
mmWave applications.

3) Direct Printing on Textiles

While printing high-performance microwave systems has
been demonstrated, directly printing RF circuits on textiles
for wearable applications poses a unique set of challenges.
The roughness of fabrics, clearly seen in the scanning
electron microscope (SEM) micrograph in Fig. 16(e), implies
that many layers of conductive ink (often silver) will be
required, making the cost prohibitively high. The use of
screen-printable interface layers was proposed to smooth out
rough fabrics to enable components such as antennas to be
inkjet printed [170]. Nevertheless, this approach is limited

to relatively homogeneous fabrics, and is not compatible
with non-woven textiles such as felt [45], widely used as
a wearable antenna substrate [45], [38], [51].

An alternative transfer printing process relies on a heat-
pressed adhesive. The circuit's traces are printed on the
smooth interface �lm, typically polyurethane (PU), before
being heat-pressed onto virtually any textile substrate as
in Fig. 16(f) and (g) [172], [171], [21]. A screen-printed
silver 2.4 GHz patch antenna heat-pressed onto felt was
characterized before and after 10,000 bending cycles, show-
ing an unchangedS11 and far-�eld response [172]. Such
a fabric-independent fabrication method could be combined
with textile-independent broadband antenna designs [50] for
rapid re-design and adaptation of RF circuits for integration
in different garments.

Until recently, passives directly printed on textiles were
only demonstrated for sub-6 GHz applications, namely up
to 2.4 GHz [172], [171], [170]. However, a multi-layered
novel microstrip line was recently demonstrated operating as
a high-isolation and high-power-handling DC block on two
textile substrate, felt and polyester cotton, up to 50 GHz
[21]. The integration of the lossy heat-pressed capacitor
within the microstrip line, as shown in Fig. 16(i), yielded a
high-performance DC-block, with comparable attenuation to
inkjet and spray-coated lines on smooth polymers. Therefore,
[21] demonstrates that the unfriendliness of most fabrics
from a printing perspective does not hinder the realization
of high-performance mmWave passives. Such all-printed
structures improve the immunity to failure over cycling
bending, where discrete capacitor would typically fail [21].

C. Fully-Integrated CMOS Devices and Systems

Thanks to the high integration capability of semiconductor
technology, fully integrated systems on commercial CMOS
technologies are emerging as a promising solution for future
wearable, biomedical, and even implantable systems. Fig. 17
shows an overview of CMOS-enabled wearable devices and
their potential applications in mm-scale nodes [182]. The
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